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		  Datasheet File OCR Text:


		  313 process  yellow 3405 1797 1375 116 2607 652 242 2985 375 240 embedded power for  business-critical continuity LPX120 enclosure installation notes LPX120 ? cover enclosure kit   LPX120 will fit the lps12x power supplies. rev. 7.9.09_160 LPX120 enclosure  1  of 2 1.457 37,0 [ ] 1.26 0 32,0 [ ] 0.98 0 2 4, 9 [ ] 0.802 20, 4 [ ] 2.945 74,8 [ ] 4.68 5 1 19, 0 [ ] 1.69 3 43,0 [ ] (2x) 0.59 1 15,0 [ ] (2x) 2.67 7 6 8, 0 [ ] (2x) 1.00 4 25,5 [ ] 1.72 4 43,8 [ ] 2.20 5 56,0 [ ] 2.165 55,0 [ ] (2x) 0.390 9,9 [ ] (2x) 2.283 58,0 [ ] (2x) 3.72 7 9 4, 7 [ ] (2x) 0.577 14,7 [ ] (2x) 1.201 30, 5 [ ] (2x) 0.197 5,0 [ ] 1.654 42,0 [ ] ma terials 1 base 1  cove r 4 m3x6mm  pa n head screws with spring washer 4 m3x6mm  co untersunk screws 1 m4 nu t 1 m4 star washer 1 m4 spring washer 1 plastic insulator shee t no tes 1.  all dimensions are in inches(mm) 2.   ov erall dimensions 3.  base plate has three sets of customer mountings :    a.  bottom mounting(4x)m3 inse rt s.  max.  screw penetration 0.0787(2mm)     b.  bottom mounting(2x)4mm clear holes plus 2 keyw ays. (see keyw ay  detail)    c.  side mountings(4x)m3 inse rt s.  max.  screw penetration 0.236(6mm ) 4.  ensure insulator is correc tly fitted in base under pcbto maintain sa fe ty      creepage and clearances . 6.   when using this enclosur e,  ensure that rele va nt safe ty standar ds    (e .g .,en60950)are complied with ,  in respec t to creepage and clearance      distances ,  and distances through insulatio n . (2x)m3 inse r t (2x)m3 insert a a a a (4x)m3 insert  marked"a" see ke yw ay  de t ails input  terminals (4x)st andoff gr ound stu d insula t or output  terminal s (2x) ke yw ay  de t ai l ?0.14(?3.6 ) ?0.35(?8.8 ) 0.25(6.4) 4.685(119.0) x 2.945(74.8) x 1.693(43.0) materials 1 base 1 cover 4 m3x6mm pan head      screws with spring washer 4 m3x6mm countersunk      screws 1 m4 nut 1 m4 star washer 1 m4 spring washer 1 plastic insulator sheet ? ? ? ? ? ? ? ? installation instructions and notes 1.  place the insulator over the chassis as shown. 2.  place the power supply over the insulator as shown. 3.  align the 4x power supply to the chassis standoff. 4.  secure 4 pan head screws with washer provided with in kit as shown. 5.  place the cover over the power supply as shown.  6.  align the 4x cover to the u-bracket countersink holes. 7.  secure 4 countersink screws provided with in kit as shown. 8.  overall dimensions: 5.95 (151.13) x 3.4 (86.36) x 1.6 (40.64). 9.  base plate has two sets of custome r mountings:     a. bottom mounting (4x) m3 inserts. max. screw penetration 0.0787 (2mm)     b. side mounting (4x) m3 inserts. max. screw penetration 0.236 (6mm) 10.  ensure insulator is correctly fitted in base under pcb to maintain safety creepage    and clearances. 11.  ensure base is firmly connected to supply earth via the earth stud marked  12.  when using this enclosure, ensure that relevant safety standards (e.g. en60950) are complied  with, in respect to creepage and clearance distances, and distances through insulation. 13.  all dimensions are in inches (mm)

 embedded power for  business-critical continuity 313 process  yellow 3405 1797 1375 116 2607 652 242 2985 375 240 mechanical drawing   americas  5810 van allen way carlsbad, ca 92008 usa telephone:  +1 760 930 4600 facsimile:    +1 760 930 0698 europe (uk) waterfront business park merry hill, dudley west midlands, dy5 1lx united kingdom telephone:  +44 (0) 1384 842 211 facsimile:  +44 (0) 1384 843 355   asia (hk) 14/f, lu plaza 2 wing yip street kwun tong, kowloon hong kong telephone:  +852 2176 3333 facsimile:  +852 2176 3888   for global contact, visit: www.powerconversion.com techsupport.embeddedpower @emerson.com while every precaution has been taken to ensure    accuracy and completeness in this literature, emerson  network power assumes no responsibility, and disclaims    all liability for damages resulting from use of this    information or for any errors or omissions. emerson network power and the emerson  network power logo are trademarks and  service marks of emerson electric co.   ?2009 emerson electric co. emersonnetworkpower.com embedded computing embedded power monitoring outside plant power switching & controls precision cooling racks & integrated cabinets services surge protection emerson network power.    the global leader in enabling   business-critical continuity. ac power connectivity dc power rev. 7.9.09_160 LPX120 enclosure   2  of 2 5.95 [151.13] 1.6 [40.64] 3.4 [86.36] 0.7 [17.78] 4.55 [115.57] 0.7 [17.78] (2x) 0.425 [10.795] (2x) 2.55 [64.77] (2x) 0.35 [8.89] (2x) 5.25 [133.35] (2x) extruded hole with m3 thread formed (4x) extruded hole with m3 thread formed (2x) 4.55 [115.57] extruded hole with m3 thread formed (2x) 0.7 [17.78]
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