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		  Datasheet File OCR Text:


		    ? 2u rackmount chassis supports atx/ceb/eatx motherboard   ? eight hot swap sas/sata drive bays   ? hot swap fan module design facilitates maintenance   ? 800 w (1+1) redundant power supply   ? lockable front bezel prevents unauthorized access note: asmb-rf3x8-21a1e riser card is built-in. hpc-7280 2u rackmount chassis for    eatx server board with 8 hot-swap drive  bays, redundant psu, and 3 expansion slots  specifcations form factor support 2u chassis support for max. motherboard size - 12" x 13" eatx expansion slots 64bit pci-x slot x 2 (when 1 slot is used, max. 133mhz is supported; when 2 slots are used, max. 100mhz  is supported) pcie x 8 slot x 1 * note: expansion slots are supported by built-in asmb-rf3x8-21a1e riser card.  drive bay slim odd bay 1 (odd should be purchased separately) 5.25" (front-accessible) - 3.5" (hot-swappable) 8 (lockable) 3.5" (internal) - 2.5" (front-accessible) - 2.5" (internal) 2 cooling chassis fan 3 (8 cm / 90.04 cfm) air filter - system monitoring chassis intrusion switch front i/o interface usb 1 ps/2 - miscellaneous led indicators power, hdd activity, lan rear panel - environment operating non-operating temperature 0 ~ 40 c (32 ~ 104 f)                 -40 ~ 70 c (-40 ~ 158 f)  humidity 10 ~ 85% @ 40 c non-condensing      10 ~ 95% @ 40 c, non-condensing  vibration (5~500 hz) 1 grms                              2 grms shock 10 g 30 g (with 11 ms duration, half sine wave) physical characteristics dimensions (w x h x d) 482.6 x 88 x 700 mm (2u) weight 28 kg rohs compliant 2002/95/ec  server-grade ipcs features  all product specifications are subject to change without notice  last updated : 7-feb-2013

 hpc-7280 ordering information part number power supply HPC-7280-R8A1E 1+1 800 w redundant power supply packing list description quantity 800w redundant power supply module (pre-installed) x 2 hot-swap 3.5" hdd trays (pre-installed) x 8 asmb-rf3x8 riser card (pre-installed)  x 1 system accessory (sata cable for slim odd x 1, mini-sas to    4 satas cable x 2, drive bay key x 2, bezel key x 2) x 1 startup manual x 1 optional accessories part number description 19z0000215n000 hpc-7280 chassis rail kit 96cb-sas-sas-0.8 mini-sas cable kit for add-on sas raid card* *note: when using add-on raid card with mini-sas connector(s), purchasing    96cb-sas-sas-0.8 cable is a must, single port raid card needs 1 piece, dual port  needs 2 pieces inside view 465 (18.31) 76.20 (3.00) 54.66 (2.15) 79 (3.11) 234.80 (9.24) 246.70 (9.71) 701.40 (27.61) 708.90 (27.91) 453 (17.83) 432.20 (17.02) 87.90 (3.46) front view lan2 led, lan1 led hdd activity led pwr led reset button, power button usb  odd dummy cover support eight  hot-swap hdds rear view three fh/fl  expansion slots 1+1 800w redundant  power supply supports eight 3.5" sas/sata  hot-swap hdds hot-swappable fan  module for easy  maintenance atx/ceb/eeb form  factor standoff 800w 1+1   high-power effciency  power supply rack-mount ears  pre-installed  www.advantech.com/products online download dimensions unit: mm [inch] 
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