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		  Datasheet File OCR Text:


		  136 1-800-526-2324 ? www.us.tdk-lambda.com/lp/ disclaimer: us.tdk-lambda.com/lp/legal.htm ibf series features u  dosa compatible footprint u  surface mountable u  constant switching frequency u  edge plated castellations (epc)   - inspectable solder joints u  no external loop tuning components needed u  excellent transient response 12a non-isolated smt point of load                     model    ibf05    ibf12   dc output voltage  v  0.6 - 3.63    0.7 - 5.5   dc input voltage  v  2.4 - 5.5    4.5 - 14   ef? ciency  %  84 - 93    83 - 94.5   output voltage tolerance  %    3    switching frequency   khz    600    line regulation  mv  3    6   load regulation  mv  4    5   external load capacitance  uf  188 - 1800    100 - 1500   output ripple and noise  mvpp  20    30   overcurrent protection  a  hiccup type    remote on / off  -  negative logic (for positive logic contact factory)    remote sense  -  (+) sense, compensating up to 0.5v    power good  -  not available    yes, low on fail   operating temp  c  -40 to 115 (see thermal data on website)    storage temperature  c  -55 to 125    safety agency approvals  -  ul60950-1, csa 22.2 no.60950-1-03; vde cb scheme (iec60950-1, en60950-1)    weight  g / oz  5.5g / 0.194 oz    size (lxwxh)  mm / in.  20.32 x 11.43 x 8.5 / 0.80 x 0.45 x 0.335    warranty  yrs  3 years speci? cations key market segments & applications

 137 1-800-526-2324 ? www.us.tdk-lambda.com/lp/ revision a2: oct 2012 ibf series outline drawing for additional information, please visit  us.tdk-lambda.com/lp/products/ibf-series.htm       pin  function  pin  function     1  on / off  6  vout   2  vin  7  sense (+)   3  reserved  8  reserved   4  gnd  9  pwr good   5  trim  10  reserved pinout                          input  output  output  positive logic  negative logic    epc solder   model  voltage (v)  current (a)  voltage (v)  on/off  on/off  sequencing  bumping     ibf05012a006v-003-r  2.4 - 5.5  12  0.6 - 3.63  -  yes  -  yes*   IBF12012A007V-003-R  4.5 -14  12  0.7 - 5.5  -  yes  -  yes* model selector   cc-e  1.5 - 30w 5, 12, 24 or 48v input isolated dc- dc converters    px  10 - 60w 12, 24 or 48v input isolated dc-dc con verters    iaf, icf, icg  3 - 20a dosa2 non isolated dc-dc con verters other industrial products *for lga solder bumping specify -007-r model suf? x
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