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		  Datasheet File OCR Text:


		   mitsumi microsd card connectors cim-h33n features 1. hinge machanism type 2. small and tin design 3. prevents from losing card by attaching a card to the plate at card attachment and removal. 4. card attachment and removal is easy by plate opening with spring force. 5. contact slide on card pad at card setting with self-cleaning mechanism. 6. esd countermeasure is possible at card attachment. connectors specifications rated voltage ac 50v (rms) rated current 0.5a withstanding voltage 500v ac (rms) 1minute  insulation resistance  1000m ? min. (initial value) contact resistance  100m ? max. (initial value) electrical characteristics life (matching cycle)  10,000times using temperature range  - 25~+85? mechanical characteristics how to order h33n-008-21 0 - a g g e 12345678 1  series no. (h33n : nomal type) 2  no. of contacts (008 : 8pins) 3  housing material (21 : lcp resin) 4  housing ul grade (0 : ul94v-0) 5  contact plating (a : gold) 6  contact plating thickness (g : 3?) 7  contact read style (g : angle smt) 8  package (e : taping)

  mitsumi material & finish  microsd card connectors component parts  material finish housing  lcp resin (black) contact  copper alloy gold plating plate sus - lock spring copper alloy gold plating wing copper alloy gold plating shaft  sus - torsion spring sus - dimensions slide lock slide unlock 12.1 2.7 0.6 0.6 16.9 12.1 0.4 0.4 0.55 0.4 0.55 13.75 0.55 0.4 0.4 14 0.25 8.3 2.5 0.3 6.3 5.7 5.9 2.15 7.7 1.1 1.9 2.2 2.15 (13) (1.5) slide stroke #1 #8 slide 1.65 1 12.1 11.5 1.4 note [for gnd] 5 4.8 5.4 1.7 1 9.4 1 1.7 2.7 1.7 1 1.3 10.76 10.1 9.625 1.7 8.35 1 7.7 1.1 0.9 0.9 0.9 0.5 ope.1 card insert ope.2 plate close ope.3 plate slide ope.4 slide lock position recommended pwb layout
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