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		  Datasheet File OCR Text:


		  type wmf polyester film capacitors film/foil, axial leads - commercial, industrial applications specifcations type wmf axial-leaded, polyester flm/foil capacitors, available in  a wide range of capacitance and voltage ratings, ofer excellent  moisture resistance capability with extended foil, non-inductive  wound sections, epoxy sealed ends and a sealed outer wrapper. like  the type dmt, type wmf is an ideal choice for most applications,  especially those with high peak currents. (38.1mm) (38.1mm) l max. max. d capacitance range .001 to 5 f capacitance tolerance @ 1 khz/25 oc 10% (k) standard tolerance, 5% (j)/20% (m) (optional) rated voltage 50 to 630 vdc   operating temperature range with ripple C55 oc to 125 oc* *full rated voltage at 85 oc - derated linearly to 50% rated at 105 oc insulation resistance 30,000 m? x f,  100,000 m? min. dissipation factor .75% max. (25 c, 1 khz) dielectric strength 250%  life test 500 hours at 85 c at 125% rated voltage rohs compliant dimensions construction details case material ul510 polyester tape wrap resin material ul94v-0 epoxy fill terminal material tin plated copper - clad steel cde cornell dubilier  ?  1605 e. rodney french blvd.  ?  new bedford, ma 02744  ?  phone: (508)996-8561  ?  fax: (508)996-3830   highlights - very high dv/dt - very high peak current - low inductance min. min. 

 type wmf polyester film capacitors film/foil, axial leads cap. catalog d l d dv/dt cap. catalog d l d dv/dt f part number mm mm mm v/s f part number mm mm mm v/s 50 vdc 100 vdc  0.0820 wmf05s82k-f 7.1 20.6 0.5 1500 0.0010 wmf1d1k-f 4.8 14.3 0.5 6300 0.1000 wmf05p1k-f 7.1 20.6 0.5 1500 0.0012 wmf1d12k-f 4.8 14.3 0.5 6300 0.1200 wmf05p12k-f 7.5 20.6 0.6 1500 0.0015 wmf1d15k-f 4.8 14.3 0.5 6300 0.1500 wmf05p15k-f 8.0 20.6 0.6 1500 0.0022 wmf1d22k-f 4.8 14.3 0.5 6300 0.1800 wmf05p18k-f 8.6 20.6 0.6 1500 0.0027 wmf1d27k-f 4.8 14.3 0.5 6300 0.2200 wmf05p22k-f 9.1 20.6 0.6 1500 0.0033 wmf1d33k-f 4.8 14.3 0.5 6300 0.2700 wmf05p27k-f 10.7 20.6 0.6 1500 0.0039 wmf1d39k-f 4.8 14.3 0.5 6300 0.3300 wmf05p33k-f 10.9 20.6 0.6 1500 0.0047 wmf1d47k-f 5.0 14.3 0.5 6300 0.3900 wmf05p39k-f 10.3 27.0 0.6 920 0.0050 wmf1d5k-f 4.8 14.3 0.5 6300 0.4700 wmf05p47k-f 10.3 27.0 0.6 920 0.0056 wmf1d56k-f 4.8 14.3 0.5 6300 0.5000 wmf05p5k-f 10.8 27.0 0.6 920 0.0068 wmf1d68k-f 5.1 14.3 0.5 6300 0.5600 wmf05p56k-f 12.2 27.0 0.6 920 0.0082 wmf1d82k-f 5.1 14.3 0.5 6300 0.6800 wmf05p68k-f 13.3 27.0 0.6 920 0.0100 wmf1s1k-f 5.1 14.3 0.5 6300 0.8200 wmf05p82k-f 14.4 27.0 0.6 920 0.0150 wmf1s15k-f 6.2 14.3 0.5 6300 1.0000 WMF05W1K-F 14.3 34.9 0.6 660 0.0180 wmf1s18k-f 6.6 14.3 0.6 3200 1.2500 wmf05w1p25k-f 14.6 34.9 0.8 660 0.0220 wmf1s22k-f 6.0 17.4 0.6 3200 1.5000 wmf05w1p5k-f 16.4 34.9 0.8 660 0.0330 wmf1s33k-f 6.5 17.4 0.6 3200 2.0000 wmf05w2k-f 16.8 41.3 0.8 660 0.0390 wmf1s39k-f 6.1 20.6 0.6 2100 3.0000 wmf05w3k-f 20.1 41.3 1.0 660 0.0470 wmf1s47k-f 6.5 20.6 0.6 2100 4.0000 wmf05w4k-f 20.9 46.3 1.0 310 0.0500 wmf1s5k-f 6.6 20.6 0.6 2100 5.0000 wmf05w5k-f 23.2 46.3 1.0 310 0.0560 wmf1s56k-f 6.7 20.6 0.6 2100 note:  other ratings, sizes and performance specifcations are available.  contact us. ratings cde cornell dubilier  ?  1605 e. rodney french blvd.  ?  new bedford, ma 02744  ?  phone: (508)996-8561  ?  fax: (508)996-3830   wmf c 6 p 22 k   -  f capacitance  rohs  compliant  indicator termination  capacitance signifcant tolerance series code voltage code decimal point figures f code wmf          c = bare copper wire   05 = 50 vdc 4 = 400 vdc            s = 0.0 k = 10          f = insulated stranded   1 = 100 vdc 6 = 630 vdc            p = 0.                 wire    2 = 250 vdc            w = no decimal              h =copper lugs                     point  part numbering system 

 type wmf polyester film capacitors film/foil, axial leads cap. catalog d l d dv/dt cap. catalog d l d dv/dt f part number mm mm mm v/s f part number mm mm mm v/s 100 vdc  0.2700 wmf2p27k-f 12.7 30.1 0.6 1900 0.0680 wmf1s68k-f 7.5 20.6 0.6 2100 0.3300 wmf2p33k-f 13.8 32.0 0.6 1500 0.0820 wmf1s82k-f 7.0 23.8 0.6 1600 0.3900 wmf2p39k-f 14.3 33.3 0.8 1500 0.1000 wmf1p1k-f 8.5 23.8 0.6 1600 0.4700 wmf2p47k-f 15.5 33.3 0.8 1500 0.1200 wmf1p12k-f 8.0 23.8 0.6 1600 0.5600 wmf2p56k-f 16.8 33.3 1.0 1500 0.1500 wmf1p15k-f 8.6 23.8 0.6 1600 0.6800 wmf2p68k-f 16.8 41.3 1.0 1500 0.1800 wmf1p18k-f 8.8 27.0 0.6 1600 0.8200 wmf2p82k-f 18.2 41.3 1.0 1500 0.2200 wmf1p22k-f 9.5 27.0 0.6 1600 1.0000 wmf2w1k-f 18.8 44.4 1.0 1500 0.2700 wmf1p27k-f 9.5 30.1 0.6 1600 1.2500 wmf2w1p25k-f 20.7 44.4 1.0 1500 0.3300 wmf1p33k-f 10.5 30.1 0.6 1600 1.5000 wmf2w1p5k-f 20.5 46.0 1.0 650 0.3900 wmf1p39k-f 10.9 30.1 0.6 1600 2.0000 wmf2w2k-f 24.5 47.6 1.0 650 0.4700 wmf1p47k-f 12.5 31.7 0.6 840 400 vdc 0.5000 wmf1p5k-f 11.7 31.7 0.6 840 0.0010 wmf4d1k-f 4.8 17.4 0.5 14400 0.5600 wmf1p56k-f 12.3 31.7 0.8 840 0.0015 wmf4d15k-f 4.8 17.4 0.5 14400 0.6800 wmf1p68k-f 14.5 31.7 0.8 840 0.0018 wmf4d18k-f 4.8 17.4 0.5 14400 0.8200 wmf1p82k-f 13.7 35.9 0.8 840 0.0022 wmf4d22k-f 4.8 17.4 0.5 14400 1.0000 wmf1w1k-f 17.0 38.1 1.0 840 0.0027 wmf4d27k-f 5.3 17.4 0.5 14400 1.2500 wmf1w1p25k-f 16.4 38.1 1.0 840 0.0033 wmf4d33k-f 5.6 17.4 0.5 14400 1.5000 wmf1w1p5k-f 18.7 41.3 1.0 840 0.0039 wmf4d39k-f 5.9 17.4 0.5 14400 2.0000 wmf1w2k-f 21.2 41.3 1.0 840 0.0047 wmf4d47k-f 6.0 17.4 0.5 14400 200/250 vdc 0.0056 wmf4d56k-f 6.7 17.4 0.6 14400 0.0010 wmf2d1k-f 4.8 14.3 0.5 7500 0.0068 wmf4d68k-f 7.2 17.4 0.6 14400 0.0015 wmf2d15k-f 4.8 14.3 0.5 7500 0.0082 wmf4d82k-f 7.7 17.4 0.6 14400 0.0022 wmf2d22k-f 4.8 14.3 0.5 7500 0.0100 wmf4s1k-f 8.4 17.4 0.6 14400 0.0027 wmf2d27k-f 4.8 14.3 0.5 7500 0.0150 wmf4s15k-f 9.9 17.4 0.6 14400 0.0033 wmf2d33k-f 4.8 14.3 0.5 7500 0.0180 wmf4s18k-f 8.0 20.6 0.6 14400 0.0039 wmf2d39k-f 4.8 14.3 0.5 7500 0.0220 wmf4s22k-f 8.9 20.6 0.6 7200 0.0047 wmf2d47k-f 5.1 14.3 0.5 7500 0.0270 wmf4s27k-f 9.6 20.6 0.6 7200 0.0050 wmf2d5k-f 5.1 14.3 0.5 7500 0.0330 wmf4s33k-f 9.5 22.2 0.6 6500 0.0056 wmf2d56k-f 5.1 14.3 0.5 7500 0.0390 wmf4s39k-f 10.2 22.2 0.6 6500 0.0068 wmf2d68k-f 5.1 14.3 0.5 7500 0.0470 wmf4s47k-f 11.0 22.2 0.6 6500 0.0082 wmf2d82k-f 5.5 14.3 0.5 7500 0.0560 wmf4s56k-f 9.8 27.0 0.6 3600 0.0100 wmf2s1k-f 5.8 14.3 0.5 7500 0.0680 wmf4s68k-f 10.3 27.0 0.6 3600 0.0150 wmf2s15k-f 6.7 14.3 0.6 7500 0.0820 wmf4s82k-f 10.3 27.0 0.6 3600 0.0180 wmf2s18k-f 7.1 14.3 0.6 7500 0.1000 wmf4p1k-f 12.4 27.0 0.6 3600 0.0220 wmf2s22k-f 6.6 17.4 0.6 3700 0.1500 wmf4p15k-f 13.6 31.7 0.6 2400 0.0270 wmf2s27k-f 6.6 17.4 0.6 3700 0.1800 wmf4p18k-f 13.6 34.9 0.6 2400 0.0330 wmf2s33k-f 7.0 20.6 0.6 2500 0.2200 wmf4p22k-f 15.1 34.9 0.8 2400 0.0390 wmf2s39k-f 7.5 20.6 0.6 2500 0.2700 wmf4p27k-f 15.5 38.1 0.8 2400 0.0470 wmf2s47k-f 7.5 20.6 0.6 2500 0.3300 wmf4p33k-f 15.9 41.3 0.8 2400 0.0560 wmf2s56k-f 7.5 20.6 0.6 2500 0.3900 wmf4p39k-f 15.9 41.3 0.8 2400 0.0680 wmf2s68k-f 8.0 20.6 0.6 2500 0.4700 wmf4p47k-f 18.5 41.3 1.0 2400 0.0820 wmf2s82k-f 7.6 23.8 0.6 1900 0.5600 wmf4p56k-f 19.2 44.4 1.0 2400 0.1000 wmf2p1k-f 8.1 23.8 0.6 1900 0.6800 wmf4p68k-f 20.8 44.4 1.0 2400 0.1500 wmf2p15k-f 9.5 23.8 0.6 1900 0.8200 wmf4p82k-f 22.7 44.4 1.0 2400 0.2200 wmf2p22k-f 10.5 30.1 0.6 1900 1.0000 wmf4w1k-f 22.7 50.8 1.0 1300 cde cornell dubilier  ?  1605 e. rodney french blvd.  ?  new bedford, ma 02744  ?  phone: (508)996-8561  ?  fax: (508)996-3830   

 type wmf polyester film capacitors film/foil, axial leads cap. catalog d l d dv/dt cap. catalog d l d dv/dt f part number mm mm mm v/s f part number mm mm mm v/s 1.2500 wmf4w1p25k-f 25.1 50.8 1.0 1300 0.0220 wmf6s22k-f 8.5 23.8 0.6 5800 1.5000 wmf4w1p5k-f 25.3 58.7 1.0 1300 0.0270 wmf6s27k-f 9.3 23.8 0.6 5800 600/630 vdc 0.0330 wmf6s33k-f 10.0 25.4 0.6 5800 0.0010 wmf6d1k-f 5.0 20.6 0.5 9000 0.0390 wmf6s39k-f 10.0 25.4 0.6 5800 0.0012 wmf6d12k-f 5.1 20.6 0.5 9000 0.0470 wmf6s47k-f 10.9 25.4 0.6 5800 0.0015 wmf6d15k-f 5.1 20.6 0.5 9000 0.0560 wmf6s56k-f 11.7 25.4 0.6 5800 0.0018 wmf6d18k-f 5.1 20.6 0.5 9000 0.0680 wmf6s68k-f 12.7 25.4 0.8 5800 0.0022 wmf6d22k-f 5.5 20.6 0.5 9000 0.0820 wmf6s82k-f 12.9 34.9 0.8 3700 0.0027 wmf6d27k-f 5.5 20.6 0.5 9000 0.1000 wmf6p1k-f 14.7 34.9 0.8 3700 0.0033 wmf6d33k-f 5.8 20.6 0.5 9000 0.1200 wmf6p12k-f 16.0 34.9 0.8 3700 0.0039 wmf6d39k-f 6.1 20.6 0.5 9000 0.1500 wmf6p15k-f 17.4 34.9 1.0 3700 0.0047 wmf6d47k-f 6.6 20.6 0.5 9000 0.1800 wmf6p18k-f 16.9 41.3 1.0 3700 0.0056 wmf6d56k-f 6.9 20.6 0.6 9000 0.2200 wmf6p22k-f 18.3 41.3 1.0 3700 0.0068 wmf6d68k-f 7.4 20.6 0.6 9000 0.2700 wmf6p27k-f 20.1 41.3 1.0 3700 0.0082 wmf6d82k-f 7.4 20.6 0.6 9000 0.3300 wmf6p33k-f 19.0 50.8 1.0 1600 0.0100 wmf6s1k-f 7.4 20.6 0.6 9000 0.3900 wmf6p39k-f 20.7 50.8 1.0 1600 0.0150 wmf6s15k-f 7.5 23.8 0.6 5800 0.4700 wmf6p47k-f 22.5 50.8 1.0 1600 0.0180 wmf6s18k-f 8.0 23.8 0.6 5800 0.5600 wmf6p56k-f 24.2 50.8 1.0 1600 0.6800 wmf6p68k-f 26.2 50.8 1.0 1600 0.8200 wmf6p82k-f 29.5 50.8 1.0 1600 1.0000 wmf6w1k-f 30.1 65.1 1.0 1600 cde cornell dubilier  ?  1605 e. rodney french blvd.  ?  new bedford, ma 02744  ?  phone: (508)996-8561  ?  fax: (508)996-3830   




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of WMF05W1K-F 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























