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		  Datasheet File OCR Text:


		  f modular plugs and jacks o o-2 mx07 modular plug  90075 fcc 68 short body features and benefts  	 pre-assembled 	contacts	  	 to 	terminate	flat	oval	telephone	cord	to	rea		  	 bulletin 	345-80,	pe	75	  	 strip 	mountingcost	efficient,	time	saving	  	 4-,	6-	and	8-way	loaded	or	partially	loaded	 reference information  product	specification:	ps-90075-e	 packaging:	strip	mounted	or	bag ul	file	no.:	86046	 mates	with:	we	co.	and	fcc	68	jacks	 designed	in:	millimeters	 electrical  voltage: 	125v	 current:	1.5a	 contact	resistance:	20	milliohms	max.	 dielectric	withstanding	 voltage:	1000v	rms	 insulation	resistance:	500	megohms	min.	 mechanical  cable	to	plug	 tensile	strength:	7.71kg	(17	lb)	min.	 physical  housing:	natural	polycarbonate,	ul	 94v-2	 contact:	phosphor	bronze	 plating:	1.27 m m	(50 m ")	gold	in	contact	area	and	 	 tin 	in	pierce	area,	both	over	nickel	 operating	 temperature:	-40	to	+60?c circuits order no. loaded contacts lead-free strip mounted bag 4 90075-002 5 90075-002 7 4 yes 6 90075-003 3 90075-003 5 4 6 90075-002 9 90075-003 1 6 8 90075-013 9 90075-014 1 8 www.molex.com/ads/modjacks.htm l modular plug 44915 rj-45/fcc 68 long body, 8 position features and benefts  	 meets 	 category	6	channel	performance  	 dual-row 	contacts	reduce	crosstalk	between	critical	pairs  	 load 	bar	provides	consistent	termination	of	twisted	pairs  	 shielded 	version	available	with	or	without	strain	relief  	 terminated 	with	 industry-standard	rj-45	application	 tooling reference information product	specification:	ps-44915-003 packaging:	bulk	 ul	file	no.:	e107635 mates	with:	fcc	68	jacks designed	in:	inches electrical voltage: 	125v current:	1.5a contact	resistance:	20	milliohms	max. dielectric	withstanding	 voltage:	1000v	ac insulation	resistance:	500	megohms	min. mechanical durability:	500	cycles physical housing:	polycarbonate,	ul	 94v-0 contact:	phosphor	bronze plating:		 contact	area1.27 m m	(50 m ")	min.	gold 	 nickel	overall operating	 temperature:	-40	to	+85?c circuits loaded contacts strain relief order no. lead-free unshielded shielded 8 8 no 44915-000 1 yes 44915-001 1 yes 44915-002 1
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