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		  Datasheet File OCR Text:


		  cxa-l0612 series (4.0w single output with dimming function) dc-ac inverter unit (standard) page (  1  / 2 ) ctg7100003-x general information technical information all specification are subject to change without notice. tel : (03) 5201-7229 tel : (847) 390-4454 tel : (473) 78-9664 tel : (847) 699-2299 (japan) (usa) (japan) (usa) description : this dc to ac inverter was developed for notebook computer and many other low lcd backlight power supply as low profile applications, either for note book pc or industrial. applicable lcd; 10  to 12 inches single lamp type lamp voltage 600v lamp current 6ma features : current feedback circuit high efficiency low noise with voltage resonant circuit regulated output current temperature & humidity : operating temperature range 0 c ~ +50 c storage temperature range -30 c ~ +85 c humidity 95 %rh max dimensions : cn2-1 cn2-2 cn2-3 n.c. pin symbol note iout 2~6marms iout-ret (2v) cxa-l0612-vjr cn2 : sm02(8.0)b-bhs (jst) CXA-L0612-VJL cn2 : sm02(8.0)b-bhs (jst) cn2-1 cn2-2 cn2-3 n.c. pin symbol note iout 2~6marms iout-ret (2v) pin cn1-1 cn1-2 cn1-3 cn1-4 cn1-5 symbol vin gnd vrmt vbr n.c. note 8 ~ 16 vdc 0 vdc 0 / 5~15 vdc (h active) 0 ~3 vdc cn1 : 53261-0510 (molex) 8 max 1 cn2 1 95.5 max 20 max 2 1 3 unit : mm weight : 14.5 (g) typ. 2- f 2.2 cn1 12.8  0.2 82  0.2 (4) (4.5) 0.8 max 1 1 1 sm02(8.0)b-bhs (jst) qz-19-3myl-02 (honda tsushin) m60-40-30-134p (mitsumi) no. 1 2 3 part description pwb connector cn1 connector cn2 note ul94v-0 t=1mm 53261-0510 sm02(8.0)b-bhs qty. 1 1 1 item qz-19-3myl-02 m60-40-30-134p (jst) (honda) (mitsumi) (molex) cxa-l0612-vjr, CXA-L0612-VJL cxa-l0612-vhr, cxa-l0612-vhl cxa-l0612-vmr, cxa-l0612-vml

 cxa-l0612 series (4.0w single output with dimming function) dc-ac inverter unit (standard) page (  2  / 2 ) ctg7100003-x general information technical information all specification are subject to change without notice. tel : (03) 5201-7229 tel : (847) 390-4454 tel : (473) 78-9664 tel : (847) 699-2299 (japan) (usa) (japan) (usa) electrical characteristics : vin 10~15v vrmt 5~15v vbr 0~3v sw active on vin 10~15v vrmt 5~15v vbr 3v sw active on vin 10~15v voltage dimming type resistor dimming type none dimming type 0 1 2 3 4 5 6 vbr (vdc) 1 2 3 4 5 6 iout (marms) output current input current frequency open voltage parameter symbol conditions rl (k w ) ta (oc) vin (v) note unit specifications iout iin fl vopen 10 ~ 15 12 23  5 0 ~ 50 90 ~ 110 100  5.4 6.0 6.6 5.4 6.0 6.6 marms adc khz vrms max. brightness min. brightness typ. min. max. vbr (v) 0 3 2.7 3.0 3.3 10 ~ 15 0 ~ 3 0 ~ 50 90 ~ 110 - 0.4 0.73 35 45 55 1300 1500 - 226 cn1-1(vin) cn1-2(gnd) cn1-3(vrmt) cn1-4(vbr) cn1-5(nc) cn2-3(iout) cn2-1(iout-ret) cxa-l0612-vjr sm02(8.0)b-bhs (jst) ccfl rl cn2-1(iout) cn2-3(iout-ret) CXA-L0612-VJL sm02(8.0)b-bhs (jst) cn2-1(iout) cn2-3(iout-ret) cxa-l0612-vhr qz-19-3myl-02 (honda) cn2-3(iout) cn2-1(iout-ret) cxa-l0612-vhl qz-19-3myl-02 (honda) cn2-4(iout) cn2-1(iout-ret) cxa-l0612-vmr m60-40-30-134p (mitsumi) cn2-1(iout) cn2-4(iout-ret) cxa-l0612-vml m60-40-30-134p (mitsumi) cn1-1(vin) cn1-2(gnd) cn1-3(vrmt) cn1-4(vbr) cn1-5(nc) cn2-3(iout) cn2-1(iout-ret) cxa-l0612-vjr sm02(8.0)b-bhs (jst) ccfl rl cn2-1(iout) cn2-3(iout-ret) CXA-L0612-VJL sm02(8.0)b-bhs (jst) cn2-1(iout) cn2-3(iout-ret) cxa-l0612-vhr qz-19-3myl-02 (honda) cn2-3(iout) cn2-1(iout-ret) cxa-l0612-vhl qz-19-3myl-02 (honda) cn2-4(iout) cn2-1(iout-ret) cxa-l0612-vmr m60-40-30-134p (mitsumi) cn2-1(iout) cn2-4(iout-ret) cxa-l0612-vml m60-40-30-134p (mitsumi) cn1-1(vin) cn1-2(gnd) cn1-3(vrmt) cn1-4(vbr) cn1-5(nc) cn2-3(iout) cn2-1(iout-ret) cxa-l0612-vjr sm02(8.0)b-bhs (jst) ccfl rl cn2-1(iout) cn2-3(iout-ret) CXA-L0612-VJL sm02(8.0)b-bhs (jst) cn2-1(iout) cn2-3(iout-ret) cxa-l0612-vhr qz-19-3myl-02 (honda) cn2-3(iout) cn2-1(iout-ret) cxa-l0612-vhl qz-19-3myl-02 (honda) cn2-4(iout) cn2-1(iout-ret) cxa-l0612-vmr m60-40-30-134p (mitsumi) cn2-1(iout) cn2-4(iout-ret) cxa-l0612-vml m60-40-30-134p (mitsumi) application (for example) 10k w
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