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		  Datasheet File OCR Text:


		  13 12 11 6 5 4 1 3 14 15 2 a b c ?.09 (? 2.3) ?.06 (?1.5) 0.15 (3.9) 1.03 (26.2) d 1.03 (26.2) 0.89 (22.6) 0.15 (3.9) a d b c poles a b c d 04 2.25 1.87 1.12 1.53 05 2.62 2.25 1.50 1.90 06 3.00 2.62 1.87 2.28 07 3.37 3.00 2.25 2.65 08 3.75 3.37 2.62 3.03 09 4.12 3.75 3.00 3.40 10 4.50 4.12 3.37 3.78 11 4.87 4.50 3.75 4.15 12 5.25 4.87 4.12 4.53 13 5.62 5.25 4.50 4.90 14 6.00 5.62 4.87 5.28 15 6.37 6.00 5.25 5.65 16 6.75 6.37 5.62 6.03 series 1384x edge connectors ? 1 sided boards/vertical mount specifications rating :  10a, 250v center spacing :  0.375?or 3/8?(9.52mm) wire range :  #14-22 awg cu; entry to pc board at 90 angle. number of poles: 4- to 16-poles pc board :  edge contact accepts standard 1/16?(0.0625) pcb. contacts :  cantilever design 0.02?thick phosphorus bronze  with mating surface tin-plated (0.0002) over copper (0.00005). terminals :  pressure plate terminals. material :  black, ul rated 94v0 thermoplastic (125?) operating temperature :  -55? to 105? (212?) agency information :  csa file 47235 * dimensions in inches. to convert to millimeters, multiply by 25.4. optional polarizing key (part no. c5971) consult with factory. part numbering system inches (millimeters) series block style poles terminal plating screw  style block color special options                                                   - flat mtg. ears 04 to 16 t  - tin over copper 02 - #6-32 pan head. b - black m - marking strip w/ 2 slots g - gold* w/ sems wire  8 - mtg. ears w/2 standoffs clamp with hole for mounting strip * consult factory 1  3  8 4  0  2 b 13847-08to2b 13848-08g02b 13848 series 13847 series dimensions - in (mm) edge connectors - 1 sided boards/vertical mount    

 series 15104 edge connectors ?1 sided boards /  right angle mount poles a b c d e board width 06 3.00 2.62 2.00 2.16 2.36 1.99 08 3.75 3.37 2.75 2.91 3.11 2.74 10 4.50 4.12 3.50 3.66 3.86 3.49 12 5.25 4.87 4.25 4.41 4.61 4.24 14 6.00 5.62 5.00 5.16 5.36 4.99 16 6.75 6.37 5.75 5.91 6.11 5.74 18 7.50 7.12 6.50 6.66 6.86 6.49 20 8.25 7.87 7.25 7.41 7.61 7.23 22 9.00 8.62 8.00 8.16 8.36 7.98 24 9.75 9.37 8.75 8.91 9.11 8.73 26 10.50 10.12 9.50 9.66 9.86 9.48 28 11.25 10.87 10.25 10.41 10.61 10.23 specifications rating :  10a, 300v center spacing :  0.375?or 3/8?(9.52mm) wire range :  #12-22 awg cu number of poles: 6- to 28-poles screw size :  #6-32 torque rating :  12 lb-in terminals :  pressure plate terminals with screws set  at 45 or 90 angle pc board :  edge contact accepts standard 1/16?(0.0625) pcb contacts :  tuning fork design of 0.021?thick phosphorus bronze with 0.0001?bright tin-plating material :  black, ul rated 94v0 thermoplastic operating temperature :  95? max. agency information :  ul file e62622, csa file 47235 * dimensions in inches. to convert to millimeters, multiply by 25.4. integral standoffs for mounting marker strips - consult factory. 0.17 (4.3) 0.56 (14.2) 0.62 (15.7) 0.34 (8.6) 0.32 (8.1) 0.375 (9.53) 1.31 (33.3) a c e d b 0.17 (4.3) 45  s tyle 0.15 (3.8) dia. hole 6-32 x  3/8 long terminal s crew/pre ss ure plate tolerance plus or minus 1/64 (0.4) 15104 series part numbering system series poles terminal plating screw                                       to 28 (increments of 2) 1 - 90 angle t - tin 1 - #6-32 pan head. w/wire clamp 2 - 45 angle 1  5  1  0 4 15104-082t2 15104-061t1 dimensions - in (mm) edge connectors - 1 sided boards/right angle mount    
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