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		  Datasheet File OCR Text:


		  maximum ratings & thermal characteristics rating at 25 c ambient temperature unless otherwise specified, resistive or inductive load, 60 hz. for capacitive load derate current by 20%. parameter                                                              symbol                                                                                            unit      maximum repetitive peak reverse voltage maximum rms bridge input voltage maximum dc blocking voltage maximum average forward rectified     output current at t a =100 c                                         peak forward surge current single sine-wave superimposed on rated load (jedec method) rating for fusing ( tGBU800~812  descriptions machamical dimensions gbu +  4.2 0.2 +  3.4 0.2 + 21.9 0.5  1.3 + 1.95 0.25 +  4.4 0.2 + 3.85 0.25 + 10.8 0.5 + 2 0.5 + 18.6 0.3 +   5.1 0.5 1.9 r. typ. (2places) + _ ~ ~ + 20.4 0.3 + 16.0 0.4 + 0.2 dimensions in millimeters(1mm =0.0394 ")

 rating and  characteristic curves GBU800 thru   gbu810 fig. 1  derating curve  for          output rectified  current fig. 2  maximum non-repetitive  peak          forward surge  current fig. 3  typical instantaneous            forward characteristics fig. 4  typical reverse           characteristics  fig. 5  typical junction capacitance ( ta=25    unless otherwise noted ) c o a v e r a g e   f o r w a r d   o u t p u t c u r r e n t ,   a m p e r e s p e a k   f o r w a r d   s u r g e   c u r r e n t , a m p e r e s i n s t a n t a n e o u s   f o r w a r d   c u r r e n t , a m p e r e s i n s t a n t a n e o u s   r e v e r s e   c u r r e n t   , a m p e r e s c a p a c i t a n c e ,   p f number of  cycles at  60hz instantaneous forward voltage, volts percent of rated peak  reverse voltage, % reverse voltage, volts 100 150 200 1 10 100 .01 0.1 1.0 10 100 0.6 0.7 0.8 0.9 1.0 1.1 .01 0.1 1.0 10 0 20 40 60 80 100 120 140  50 tj=25 c pulse width=300us 2% duty cycle tc=100 c ta=25 c 1.2 1.3 4.0 40 20 0 2.0 4.0 50 100 150 0 6.0 250 100 1 1.5 2 10 100 10 400 tj=25 c f=1.0mhz v    =50mv p.p. ing 8.0 60hz resistive of inductive load mounted on 4x4  inch copper pc board,  ta 1.27 mm lead  length heat sink mounting, tc 300 50 8.3ms single half-sine-wave [jedec method] case t emperature, c o 2003  sep electronic corp . www.sep.net.cn    m099   8.0amps glass passivated  sing le phase silicon bridg e 
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