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		  08-2011, rev. 0811 www.te.com ? 2011 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  1 axicom signal relays n   direct coil control with ttl-signals possible n   highly reliable switching n   high switching rates n   ultrasonic cleanable n   high vibration and shock resistance typical applications   incircuit tester, measuring and control systems, telecom equipment, alarm  and security equipment approvals       ul file no. 111441  technical data of approved types on request       contact data     form a  form c contact arrangement     1 form a (1 no),  1 form c (co)         2 form a (2 no)  max. switching voltage     at rated coil voltage 5vdc  200vdc/vac peak   175vdc   at rated coil voltage 12to 24vdc  200vdc/vac peak   175vdc peak limiting continuous current   1a  1.2a switching power     10w, 10va   3w, 3va contact material    ruthenium    contact style    reed contact   initial contact resistance     2-1393763-7 15 10.5 47 2.25 112 2000 v23100-v4315-b010 3-1393763-3 24 16.8 47 3.60 288 2000 v23100-v4324-b010  3-1393763-9 dip version high: 1 form c contact, with diode 5 3.5 14.5 0.75 125 200 v23100-v4305-c010 2-1393763-2 12 8.4 23.5 1.80 288 500 v23100-v4312-c010 3-1393763-0 15 10.5 14.5 2.25 112 2000 v23100-v4315-c010 3-1393763-6 24 16.8 49.0 3.60 288 2000 v23100-v4324-c01 0  4-1393763-2 dip version high: 1 form c contact, with diode and electrostatic shield 5 3.5 14.5 0.75 125 200 v23100-v4305-c011 2-1393763-3 12 8.4 23.5 1.80 288 500 v23100-v4312-c011 3-1393763-1 15 10.5 14.5 2.25 112 2000 v23100-v4315-c011 3-1393763-7 24 16.8 49.0 3.60 288 2000 v23100-v4324-c01 1  4-1393763-3 u i    =   minimum voltage at 23 c after        preenergizing with nominal        voltage without contact current u ii    =  maximum continous voltage at 23 c the operating voltage limits  u i  and u ii  depend on the  temperature according to the formula: u i tamb    =  k i   u i 23 c and   u ii tamb    =  k il   u il 23 c t amb   =   ambient temperature u i tamb   =   minimum voltage at ambient        temperature, tamb u ii tamb   =   maximum voltage at ambient        temperature, tamb k i  ,  k ii   =   factors (dependent on temperature),        see diagram ambient temperature  t amb    [c]       z   

 08-2011, rev. 0811 www.te.com ? 2011 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  2 axicom signal relays reed relay v23100 -v4  (continued) insulation data     initial dielectric strength     between open contacts       dip and sil, 1 form a (no), 2 form a (2 no)   250vdc     dip, 1 form c (co)     200vdc           mini sil, 1 form a (no)     225vdc     between contact and coil     1500vdc initial insulation resistance at 500 vdc   >10 9  capacitance     between open contacts     max. 1pf     between contact and coil     max. 2pf     between adjacent contacts     max. 1pf other data     form a  form c material compliance: eu rohs/elv, china rohs, reach, halogen content       refer to the product compliance support center at       www.te.com/customersupport/rohssupportcenter ambient temperature     -40 to +85c   category of environmental protection     iec 61810    rt-iii - immersion cleanable   degree of protection, iec 60529     ip67  vibration resistance (functional)   30g,  30g,         10 to 2000hz  50 to 2000hz   shock resistance (functional),      iec 60068-2-27 (half sine),dip and sil 150g  50g       mini sil  50g  - terminal type     pcb-tht  resistance to soldering heat  tht     iec 60068-2-20    265 c / 10 s  108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   4 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom 1 form a with electrostatic   shield and diode a0 11 1 form a  standard a000 1 form a with diode a010 1 form c standard  c000 1 form a   with electrostatic  shield a001 1 2 6 7 14 13 9 8 dimensions   dimensions in mm dip flat version mm inch l w h 19.30  -  0.2    6.40  -  0.2    5.70  -  0.2 0.760  -  0.008 0.252  -  0.008 0.224  -  0.008 hb  t tw tz    5.10  -  0.2    3.20  0.1    0.50  0.1    0.25  0.1 0.201  -  0.008 0.126  0.004 0.020  0.004 0.010  0.004 mounting hole la y out t op view t erminal assignment t op view dip v ersion (at) 19.3-0.2 0.50.1 6.4-0.2 0.250.1 5.7-0.2 3.20.1 5.1-0.2 terminal assignment top view on component side of pcb 1 form a (no) standard v23100-v4xxx-a000 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   4 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom 1 form a with electrostatic   shield and diode a0 11 1 form a  standard a000 1 form a with diode a010 1 form c standard  c000 1 form a   with electrostatic  shield a001 1 2 6 7 14 13 9 8 dimensions   dimensions in mm dip flat version mm inch l w h 19.30  -  0.2    6.40  -  0.2    5.70  -  0.2 0.760  -  0.008 0.252  -  0.008 0.224  -  0.008 hb  t tw tz    5.10  -  0.2    3.20  0.1    0.50  0.1    0.25  0.1 0.201  -  0.008 0.126  0.004 0.020  0.004 0.010  0.004 mounting hole la y out t op view t erminal assignment t op view dip v ersion (at) 19.3-0.2 0.50.1 6.4-0.2 0.250.1 5.7-0.2 3.20.1 5.1-0.2 1 form a (no) with diode v23100-v4xxx-a010 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   4 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom 1 form a with electrostatic   shield and diode a0 11 1 form a  standard a000 1 form a with diode a010 1 form c standard  c000 1 form a   with electrostatic  shield a001 1 2 6 7 14 13 9 8 dimensions   dimensions in mm dip flat version mm inch l w h 19.30  -  0.2    6.40  -  0.2    5.70  -  0.2 0.760  -  0.008 0.252  -  0.008 0.224  -  0.008 hb  t tw tz    5.10  -  0.2    3.20  0.1    0.50  0.1    0.25  0.1 0.201  -  0.008 0.126  0.004 0.020  0.004 0.010  0.004 mounting hole la y out t op view t erminal assignment t op view dip v ersion (at) 19.3-0.2 0.50.1 6.4-0.2 0.250.1 5.7-0.2 3.20.1 5.1-0.2 1 form a (no) with electrostatic shield + diode v23100-v4xxx-a011 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   4 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom 1 form a with electrostatic   shield and diode a0 11 1 form a  standard a000 1 form a with diode a010 1 form c standard  c000 1 form a   with electrostatic  shield a001 1 2 6 7 14 13 9 8 dimensions   dimensions in mm dip flat version mm inch l w h 19.30  -  0.2    6.40  -  0.2    5.70  -  0.2 0.760  -  0.008 0.252  -  0.008 0.224  -  0.008 hb  t tw tz    5.10  -  0.2    3.20  0.1    0.50  0.1    0.25  0.1 0.201  -  0.008 0.126  0.004 0.020  0.004 0.010  0.004 mounting hole la y out t op view t erminal assignment t op view dip v ersion (at) 19.3-0.2 0.50.1 6.4-0.2 0.250.1 5.7-0.2 3.20.1 5.1-0.2 1 form a (no) with electrostatic shield v23100-v4xxx-a001 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   4 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom 1 form a with electrostatic   shield and diode a0 11 1 form a  standard a000 1 form a with diode a010 1 form c standard  c000 1 form a   with electrostatic  shield a001 1 2 6 7 14 13 9 8 dimensions   dimensions in mm dip flat version mm inch l w h 19.30  -  0.2    6.40  -  0.2    5.70  -  0.2 0.760  -  0.008 0.252  -  0.008 0.224  -  0.008 hb  t tw tz    5.10  -  0.2    3.20  0.1    0.50  0.1    0.25  0.1 0.201  -  0.008 0.126  0.004 0.020  0.004 0.010  0.004 mounting hole la y out t op view t erminal assignment t op view dip v ersion (at) 19.3-0.2 0.50.1 6.4-0.2 0.250.1 5.7-0.2 3.20.1 5.1-0.2 1 form c (co) standard v23100-v4xxx-c000 dip, fat version 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   6 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom dip-high version mm inch l w h 19.30  -  0.2    7.00  -  0.2    7.50  -  0.2 0.760  -  0.008 0.276  -  0.008 0.295  -  0.008 s t tw tz    0.50  0.1    3.20  0.1    0.50  0.1    0.25  0.1 0.200  0.004 0.126  0.004 0.020  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view dip v ersion (high) 2 form a with diode     b010 2 form a standard b000 1 form c with diode c010 1 form c with electrostatic  shield and diode   c0 11 19.3-0.2 0.50.1 7.0-0.2 7.5-0.2 3.20.1 0.50.1 1 form c (co) with diode v23100-v4xxx-c010 dip, high version 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   6 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom dip-high version mm inch l w h 19.30  -  0.2    7.00  -  0.2    7.50  -  0.2 0.760  -  0.008 0.276  -  0.008 0.295  -  0.008 s t tw tz    0.50  0.1    3.20  0.1    0.50  0.1    0.25  0.1 0.200  0.004 0.126  0.004 0.020  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view dip v ersion (high) 2 form a with diode     b010 2 form a standard b000 1 form c with diode c010 1 form c with electrostatic  shield and diode   c0 11 19.3-0.2 0.50.1 7.0-0.2 7.5-0.2 3.20.1 0.50.1 2 form a (no) standard v23100-v43xx-b000 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   6 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom dip-high version mm inch l w h 19.30  -  0.2    7.00  -  0.2    7.50  -  0.2 0.760  -  0.008 0.276  -  0.008 0.295  -  0.008 s t tw tz    0.50  0.1    3.20  0.1    0.50  0.1    0.25  0.1 0.200  0.004 0.126  0.004 0.020  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view dip v ersion (high) 2 form a with diode     b010 2 form a standard b000 1 form c with diode c010 1 form c with electrostatic  shield and diode   c0 11 19.3-0.2 0.50.1 7.0-0.2 7.5-0.2 3.20.1 0.50.1 1 form c (co) with electrostatic shield + diode v23100-v4xxx-c011 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   6 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom dip-high version mm inch l w h 19.30  -  0.2    7.00  -  0.2    7.50  -  0.2 0.760  -  0.008 0.276  -  0.008 0.295  -  0.008 s t tw tz    0.50  0.1    3.20  0.1    0.50  0.1    0.25  0.1 0.200  0.004 0.126  0.004 0.020  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view dip v ersion (high) 2 form a with diode     b010 2 form a standard b000 1 form c with diode c010 1 form c with electrostatic  shield and diode   c0 11 19.3-0.2 0.50.1 7.0-0.2 7.5-0.2 3.20.1 0.50.1 2 form a (no) with diode v23100-v43xx-b010 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   8 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom sil version mm inch l w h 19.80  -  0.2   5.08  -  0.2   7.80  -  0.2 0.780  -  0.008 0.200  -  0.008 0.307  -  0.008 t tw tz   3.50  0.2   0.60  0.1   0.25  0.1 0.138  0.008 0.024  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view sil v ersion 1 form a standard a000 1 form a with diode a010 19.8-0.2 7.8-0.2 5.08-0.2 0.60.1 0.250.1 3.50.2 1 form a (no) standard v23100-v45xx-a000 sil version 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   8 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom sil version mm inch l w h 19.80  -  0.2   5.08  -  0.2   7.80  -  0.2 0.780  -  0.008 0.200  -  0.008 0.307  -  0.008 t tw tz   3.50  0.2   0.60  0.1   0.25  0.1 0.138  0.008 0.024  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view sil v ersion 1 form a standard a000 1 form a with diode a010 19.8-0.2 7.8-0.2 5.08-0.2 0.60.1 0.250.1 3.50.2 1 form a (no) with diode v23100-v45xx-a010 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   10 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom sil version mm inch l w h 15.20  -  0.2   3.80  -  0.2   6.80  -  0.2 0.780  -  0.008 0.200  -  0.008 0.307  -  0.008 tw tz   0.50  0.1   0.25  0.1 0.024  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view mini sil v ersion 1 form a standard a000 1 form a with diode a010 coil data (v alues at 23 c )   or dering information nominal voltage u nom operate/set voltage range release/ reset voltage minimum coil power coil resistance relay code tyco part number minimum voltage u min maximum voltage u max vdc vdc vdc vdc mw  /  10 % sil version: 1 form a contact 5 3.5 13.6 0.75 50 500 v23100-v4605-a000  1422026-2 12 8.4 21.6 1.80 205 700 v23100-v4612-a000  1422026-3 sil version: 1 form a contact with diode 5 3.5 13.6 0.75 50 500 v23100-v4605-a010  1422026-5 12 8.4 21.6 1.80 205 700 v23100-v4612-a010  1422026-6 3.8-0.2 3.50.2 15.2-0.2 0.250.1 0.50.1 6.8-0.2 11.43 1 form a (no) standard v23100-v46xx-a000 mini sil version 1 form a (no) with diode v23100-v46xx-a010 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   10 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom sil version mm inch l w h 15.20  -  0.2   3.80  -  0.2   6.80  -  0.2 0.780  -  0.008 0.200  -  0.008 0.307  -  0.008 tw tz   0.50  0.1   0.25  0.1 0.024  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view mini sil v ersion 1 form a standard a000 1 form a with diode a010 coil data (v alues at 23 c )   or dering information nominal voltage u nom operate/set voltage range release/ reset voltage minimum coil power coil resistance relay code tyco part number minimum voltage u min maximum voltage u max vdc vdc vdc vdc mw  /  10 % sil version: 1 form a contact 5 3.5 13.6 0.75 50 500 v23100-v4605-a000  1422026-2 12 8.4 21.6 1.80 205 700 v23100-v4612-a000  1422026-3 sil version: 1 form a contact with diode 5 3.5 13.6 0.75 50 500 v23100-v4605-a010  1422026-5 12 8.4 21.6 1.80 205 700 v23100-v4612-a010  1422026-6 3.8-0.2 3.50.2 15.2-0.2 0.250.1 0.50.1 6.8-0.2 11.43   

 08-2011, rev. 0811 www.te.com ? 2011 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  3 axicom signal relays reed relay v23100 -v4  (continued) pcb layout  top view on component side of pcb 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   4 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom 1 form a with electrostatic   shield and diode a0 11 1 form a  standard a000 1 form a with diode a010 1 form c standard  c000 1 form a   with electrostatic  shield a001 1 2 6 7 14 13 9 8 dimensions   dimensions in mm dip flat version mm inch l w h 19.30  -  0.2    6.40  -  0.2    5.70  -  0.2 0.760  -  0.008 0.252  -  0.008 0.224  -  0.008 hb  t tw tz    5.10  -  0.2    3.20  0.1    0.50  0.1    0.25  0.1 0.201  -  0.008 0.126  0.004 0.020  0.004 0.010  0.004 mounting hole la y out t op view t erminal assignment t op view dip v ersion (at) 19.3-0.2 0.50.1 6.4-0.2 0.250.1 5.7-0.2 3.20.1 5.1-0.2 dip, fat version 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   4 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom 1 form a with electrostatic   shield and diode a0 11 1 form a  standard a000 1 form a with diode a010 1 form c standard  c000 1 form a   with electrostatic  shield a001 1 2 6 7 14 13 9 8 dimensions   dimensions in mm dip flat version mm inch l w h 19.30  -  0.2    6.40  -  0.2    5.70  -  0.2 0.760  -  0.008 0.252  -  0.008 0.224  -  0.008 hb  t tw tz    5.10  -  0.2    3.20  0.1    0.50  0.1    0.25  0.1 0.201  -  0.008 0.126  0.004 0.020  0.004 0.010  0.004 mounting hole la y out t op view t erminal assignment t op view dip v ersion (at) 19.3-0.2 0.50.1 6.4-0.2 0.250.1 5.7-0.2 3.20.1 5.1-0.2 dip, high version 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   8 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom sil version mm inch l w h 19.80  -  0.2   5.08  -  0.2   7.80  -  0.2 0.780  -  0.008 0.200  -  0.008 0.307  -  0.008 t tw tz   3.50  0.2   0.60  0.1   0.25  0.1 0.138  0.008 0.024  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view sil v ersion 1 form a standard a000 1 form a with diode a010 19.8-0.2 7.8-0.2 5.08-0.2 0.60.1 0.250.1 3.50.2 sil version 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   10 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom sil version mm inch l w h 15.20  -  0.2   3.80  -  0.2   6.80  -  0.2 0.780  -  0.008 0.200  -  0.008 0.307  -  0.008 tw tz   0.50  0.1   0.25  0.1 0.024  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view mini sil v ersion 1 form a standard a000 1 form a with diode a010 coil data (v alues at 23 c )   or dering information nominal voltage u nom operate/set voltage range release/ reset voltage minimum coil power coil resistance relay code tyco part number minimum voltage u min maximum voltage u max vdc vdc vdc vdc mw  /  10 % sil version: 1 form a contact 5 3.5 13.6 0.75 50 500 v23100-v4605-a000  1422026-2 12 8.4 21.6 1.80 205 700 v23100-v4612-a000  1422026-3 sil version: 1 form a contact with diode 5 3.5 13.6 0.75 50 500 v23100-v4605-a010  1422026-5 12 8.4 21.6 1.80 205 700 v23100-v4612-a010  1422026-6 3.8-0.2 3.50.2 15.2-0.2 0.250.1 0.50.1 6.8-0.2 11.43 mini sil version dimensions 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   4 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom 1 form a with electrostatic   shield and diode a0 11 1 form a  standard a000 1 form a with diode a010 1 form c standard  c000 1 form a   with electrostatic  shield a001 1 2 6 7 14 13 9 8 dimensions   dimensions in mm dip flat version mm inch l w h 19.30  -  0.2    6.40  -  0.2    5.70  -  0.2 0.760  -  0.008 0.252  -  0.008 0.224  -  0.008 hb  t tw tz    5.10  -  0.2    3.20  0.1    0.50  0.1    0.25  0.1 0.201  -  0.008 0.126  0.004 0.020  0.004 0.010  0.004 mounting hole la y out t op view t erminal assignment t op view dip v ersion (at) 19.3-0.2 0.50.1 6.4-0.2 0.250.1 5.7-0.2 3.20.1 5.1-0.2 dip, fat version 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   6 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom dip-high version mm inch l w h 19.30  -  0.2    7.00  -  0.2    7.50  -  0.2 0.760  -  0.008 0.276  -  0.008 0.295  -  0.008 s t tw tz    0.50  0.1    3.20  0.1    0.50  0.1    0.25  0.1 0.200  0.004 0.126  0.004 0.020  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view dip v ersion (high) 2 form a with diode     b010 2 form a standard b000 1 form c with diode c010 1 form c with electrostatic  shield and diode   c0 11 19.3-0.2 0.50.1 7.0-0.2 7.5-0.2 3.20.1 0.50.1 dip, high version 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   8 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom sil version mm inch l w h 19.80  -  0.2   5.08  -  0.2   7.80  -  0.2 0.780  -  0.008 0.200  -  0.008 0.307  -  0.008 t tw tz   3.50  0.2   0.60  0.1   0.25  0.1 0.138  0.008 0.024  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view sil v ersion 1 form a standard a000 1 form a with diode a010 19.8-0.2 7.8-0.2 5.08-0.2 0.60.1 0.250.1 3.50.2 sil version 108-98011 re v.  c all speci?cations subject to change. consult  t yco electronics for latest speci?cations.   10 of 13 t elecom-, signal and rf relays reed v23100- v4 rela y axicom sil version mm inch l w h 15.20  -  0.2   3.80  -  0.2   6.80  -  0.2 0.780  -  0.008 0.200  -  0.008 0.307  -  0.008 tw tz   0.50  0.1   0.25  0.1 0.024  0.004 0.010  0.004 dimensions   dimensions in mm mounting hole la y out t op view t erminal assignment t op view mini sil v ersion 1 form a standard a000 1 form a with diode a010 coil data (v alues at 23 c )   or dering information nominal voltage u nom operate/set voltage range release/ reset voltage minimum coil power coil resistance relay code tyco part number minimum voltage u min maximum voltage u max vdc vdc vdc vdc mw  /  10 % sil version: 1 form a contact 5 3.5 13.6 0.75 50 500 v23100-v4605-a000  1422026-2 12 8.4 21.6 1.80 205 700 v23100-v4612-a000  1422026-3 sil version: 1 form a contact with diode 5 3.5 13.6 0.75 50 500 v23100-v4605-a010  1422026-5 12 8.4 21.6 1.80 205 700 v23100-v4612-a010  1422026-6 3.8-0.2 3.50.2 15.2-0.2 0.250.1 0.50.1 6.8-0.2 11.43 mini sil version product code structure   typical product code   v23100-v4  0  05  a0  10 type   v23100-v4  reed relay, v23100-v4 series version   0  dip fat, 1 form a (no) contact or 1 form c (co) contact without diode   3  dip high, 2 form a (no) or 1 form c (co) contacts   5  sil, 1 form a (no) contact   6  mini sil, 1 form a (no) contact coil     coil code: please refer to coil versions table   05  5vdc coil  15  15vdc coil   12  12vdc coil  24  24vdc coil contact arrangement   a0  1 form a (no) contact, dip fat or sil package   b0  2 form a (no) contacts, dip high package   c0  1 form c (co) contact, dip high package coil circuit   00  standard   10  with diode       11  with diode and electrostatic shield   

 08-2011, rev. 0811 www.te.com ? 2011 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  4 axicom signal relays reed relay v23100 -v4  (continued)   product code   version   coil  arrangement  diode/shield  part number   v23100-v4005-a000  dip fat  5vdc  1 form a (no)  standard   1393763-1   v23100-v4012-a000    12vdc      1393763-6   v23100-v4015-a000    15vdc      1-1393763-0   v23100-v4024-a000    24vdc      1-1393763-4   v23100-v4005-a010    5vdc    diode  1393763-4   v23100-v4012-a010    12vdc      1393763-8   v23100-v4015-a010    15vdc      1-1393763-2   v23100-v4024-a010    24vdc      1-1393763-6   v23100-v4305-c000    5vdc  1 form c (co)  standard   2-1393763-0   v23100-v4312-c000    12vdc      2-1393763-8   v23100-v4315-c000    15vdc      3-1393763-4   v23100-v4324-c000    24vdc      4-1393763-0   v23100-v4005-a011    5vdc  1 form a (no)  diode and shield  1393763-3   v23100-v4012-a011    12vdc      1393763-9   v23100-v4015-a011    15vdc      1-1393763-3   v23100-v4024-a011    24vdc      1-1393763-7   v23100-v4305-b000  dip high  5vdc  2 form a (no)  standard   1-1393763-8   v23100-v4312-b000    12vdc      2-1393763-6   v23100-v4315-b000    15vdc      3-1393763-2   v23100-v4324-b000    24vdc      3-1393763-8   v23100-v4305-b010    5vdc    diode  1-1393763-9   v23100-v4312-b010    12vdc      2-1393763-7   v23100-v4315-b010    15vdc      3-1393763-3   v23100-v4324-b010    24vdc      3-1393763-9   v23100-v4305-c010    5vdc  1 form c (co)    2-1393763-2   v23100-v4312-c010    12vdc      3-1393763-0   v23100-v4315-c010    15vdc      3-1393763-6   v23100-v4324-c010    24vdc      4-1393763-2   v23100-v4305-c011    5vdc    diode and shield  2-1393763-3   v23100-v4312-c011    12vdc      3-1393763-1   v23100-v4315-c011    15vdc      3-1393763-7   v23100-v4324-c011    24vdc      4-1393763-3   v23100-v4505-a000  sil  5vdc  1 form a (no)  standard   4-1393763-4   v23100-v4512-a000    12vdc      4-1393763-7   v23100-v4515-a000    15vdc      4-1393763-9   v23100-v4524-a000    24vdc      5-1393763-1   v23100-v4505-a010    5vdc    diode  4-1393763-5   v23100-v4512-a010    12vdc      4-1393763-8   v23100-v4515-a010    15vdc      5-1393763-0   v23100-v4524-a010    24vdc      5-1393763-2   v23100-v4605-a000  mini sil  5vdc    standard   1422026-2   v23100-v4612-a000    12vdc      1422026-3   v23100-v4605-a010    5vdc    diode  1422026-5   v23100-v4612-a010    12vdc      1422026-6   
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