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		  Datasheet File OCR Text:


		  24 elco elco dual in-line transition connector series 8399 series 8399 dual in-line transition connector is available in industry standard sizes of 10-64 positions. it will accom- modate series 2026 0.050" (1.27mm) ribbon cable, and is available with or without strain relief and has an optional cable stop facility. it forms a simple and cost effective method of terminating idc ribbon cable to a pcb. no. of positions abpc 010 18.45 (0.726) 10.16 (.400) 4 20.27 (0.798) 014 23.53 (0.926) 15.24 (.600) 6 25.65 (1.01) 016 26.07 (1.03) 17.78 (.700) 7 28.19 (1.11) 020 31.15 (1.23) 22.86 (.900) 9 33.27 (1.31) 026 38.77 (1.53) 30.48 (1.20) 12 40.89 (1.61) 034 48.93 (1.93) 40.64 (1.60) 16 51.05 (2.01) 040 56.55 (2.23) 48.26 (1.90) 19 58.67 (2.31) 050 69.25 (2.73) 60.96 (2.40) 24 71.37 (2.81) 060 81.95 (3.23) 73.66 (2.90) 39 84.07 (3.31) 064 87.03 (3.42) 78.74 (3.10) 31 89.15 (3.51) elco elco dimensions: millimeters (inches) technical specification material: molding - ul94vo rated glass filled grey polyester contact - copper alloy contact plating: tin lead current rating: 1 ampere voltage rating: 350v dc or ac peak insulation resistance: >1000 megohms dielectric withstanding voltage: 1050 dc or ac peack operating temperature: -55oc to +105oc wire gauge: 26 awg solid & stranded 28 awg solid & stranded ul file no. e90723 csa file no. 1255749 pcb footprint without strain relief without strain relief pcb footprint with strain relief with strain relief

 25 elco elco dual in-line transition connector series 8399 00 connector code prefix 00 = standard  8399 series number 016 number of contacts 010 = 10 position 014 = 14 position 016 = 16 position 020 = 20 position 026 = 26 position 034 = 34 position 040 = 40 position 050 = 50 position 060 = 60 position 064 = 64 position 00 strain relief 00 = without strain relief 01 = with strain relief 0 cable stop 0 = without cable stop standard 1 = with cable stop special 2 contact 2 = 3.6mm tail  phosphor bronze 3 = 2.8mm tail  phosphor bronze 02 plating 02 = tin lead ordering code customer application tooling a standard hand press set and platen is  available. see page 27.
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