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		  Datasheet File OCR Text:


		  do not scale from this print 1.32 .052 ref (typ) 0.25 .010 ref (typ) 37.81 1.489 16.76 0.50 .660 .020 5.46 .215 "b" "b" 1 4 5.60 .220 ref 39.51  ref 1.556 ((40 pos x .800 [.0315]) + 7.50 [.300]) 36.33  ref 1.430 3.36 .132 ref 6.00 .236 ref 0.800  (typ) .0315 (tol non-accum) 0.20 - 0.20 + 0.50 .008 - .008 + .020 13.53 .533 31.20 1.228 designed & dimensioned in millimeters[inches] "a" "a" 02 80 79 01 34.80  ref 1.370 1.50  ref .059 0.800 .0315 31.20 1.228 "c" 2.10 .083 ref section "a"-"a"  scale 4 : 1 3 5.30  ref .209 2.58 0.12 .101 .00 1.04  ref .041 5.41 - 0.13 + 0.18 .213 - .005 + .007 0.64 .025 ref 0.94 .037 ref 1.17 .046 5.335 .2100 3.35 .132 ref section "b"-"b"  scale 4 : 1 2 c1 0.50 [.200] x 45 ref (typ) .10[.004] 1.10 .043 ref 1.32 .052 ref detail "c"  scale 6 : 1 item no. part number quantity material 1 erf8-040-05.0-dv-l 1.0000 vectra e130i, color: black 2 c-211-05.0-s 80.000 becu, 390 ht 3 wt-30-01-f 2.0000 becu, #25, 1/2 ht 4 k-500-300 1.0000 polyimide film 5 ct-erf8013ms 1.0000 conductive polymer c sheet     of unless  otherwise  specified, dimensions are in millimeters. tolerances  are: decimals                     angles .x:  .3[.01]                 2  .xx:  .13[.005] .xxx:  .051[.0020] erf8 assembly by: ASP-148424-01 dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing j. browning 06/19/2009 2 1 sheet scale: 1:0.333333 c:\enterprisevault\dwg\misc\mktg\ASP-148424-01-mkt.slddrw plating:     contact area: .000030 min gold over .000050 min nickel     remainder: .000200 ref tin over .000050 min nickel     latches: .000003 min gold over .000050 min nickel notes:  1. standard part set up as asp.  2.       represents a critical dimension.  3. maximum burr allowance: .038 [.0015].  4. minimum pushout force: 2.22n [.5lb].  5. parts to be packaged in tape & reel. 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail   info@samtec.com        code  55322 revision c

 5.60 .220 37.80 1.488 34.80 1.370 1.45 0.08 .057 .003 npth (2 plcs) 0.83 0.05 .033 .002 pth (2 plcs) ( 1.58 [.062] pad) to be soldered using paste- in-hole technology 1.50 .059 6.30 .248 (keepout area) 41.80 1.646 (keepout area) 0.500 .020 (typ) 1.10 .043 (typ) 0.800  (typ) .0315 (tol non-accum) 31.20 1.228 1.80  (typ) .071 c l c l recommended pcb layout 02 01 40 39 37.80 1.488 2.24 .088 (2 plcs) 1.10 .043 (typ) 0.50 .020 (typ) 5.60 .220 0.80  (typ) .031 (tol. non-accum) 31.20 1.228 recommended stencil layout 01 02 40 39 11.54 .454 ref 2.03   .080 ref "f" "f" 'g' latch engaging view 2.03 .080 ref 11.54 .454 ref "e" "e" pin engaging view section "f"-"f" detail 'g'  scale 6 : 1 'h' section "e"-"e" detail 'h'  scale 8 : 1 56.00 2.205 ref 16.00 .630 ref user direction of un-reeling pocket not detailed packaging view 5 sheet     of erf8 assembly by: ASP-148424-01 dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. j. browning 06/19/2009 2 2 sheet scale: 3:1 ASP-148424-01 c:\enterprisevault\dwg\misc\mktg\ASP-148424-01-mkt.slddrw revision  c 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail   info@samtec.com        code  55322
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