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		  Datasheet File OCR Text:


		  description mechanical dimensions features: power dissipation: pd:  200mw (tamb=25c) forward voltage:  vf: 0.9v operating and storage junction temp. range: tj, tstg: -55c to +150c maximum ratings (tamb=25c  unless otherwise specified) symbol value unite v f 0.9 v pd 200 mw rja 625 c/w tj, tstg -65~+15 0 c note 1: vald provided that device terminals are kept at ambient temp. note 2: shart duration test pulse used in minimize self-hearing effect. note 3: f=1khz operating and storage temp. range     sod-323 characteristic forward voltage (note 2)  @if=10m a power issipation (note 1) thermal resistance junction to ambie n    dimensions in mm

 nominal test maximum maximum forward zener voltage current zener impedancevzt @ reverse current voltage package fci @ izt  izt (ma)   izt;vzk@ izk=0.5ma  ir(ua) @ vr(v)  vf (v)   part # vz (v) vzt / vzk(ohm) if (ma) bzt52c2v4s  2.4  5  100/1000  50 / 1.0  0.9 / 10  00 bzt52c2v7s  2.7  5  100/1000  20/1.0  0.9 / 10  01 bzt52c3v0s  3.0  5                  100/1000  10/1.0  0.9 / 10  02 bzt52c3v3s  3.3  5  95/1000  5/1.0  0.9 / 10  05 bzt52c3v6s  3.6  5  90/1000  5/1.0  0.9 / 10  06 bzt52c3v9s  3.9  5  90/1000  3/1.0  0.9 / 10  07 bzt52c4v3s  4.3  5  90/1000  3/1.0  0.9 / 10  08 bzt52c4v7s  4.7  5  80/800    3/2.0  0.9 / 10  09 BZT52C5V1S  5.1  5  60/500    2/2.0  0.9 / 10              0a bzt52c5v6s  5.6  5  40/200    1/2.0  0.9 / 10              0c bzt52c6v2s  6.2  5  10/100    3/4.0  0.9 / 10              0e bzt52c6v8s  6.8  5  15/160  2/4.0  0.9 / 10  0f bzt52c7v5s  7.5  5  15/160  1/5.0  0.9 / 10  0g bzt52c8v2s  8.2  5  15/160                0.70/5.0  0.9 / 10  0h bzt52c9v1s  9.1  5  15/160  0.20/7.0  0.9 / 10              0k bzt52c10s  10  5  20/160  0.10/8.0  0.9 / 10  0l bzt52c11s  11  5  20/160  0.10/8.0  0.9 / 10  0m bzt52c12s  12  5  25/80    0.10/8.0  0.9 / 10  0n bzt52c13s  13 .25            5  30/80    0.10/8.0  0.9 / 10  0p bzt52c15s  15  5  30/80    0.05/10.5  0.9 / 10  0t bzt52c16s  16 .2              5  40/80    0.05/11.2  0.9 / 10  0u bzt52c18s  18  5  45/80    0.05/12.6  0.9 / 10  0w bzt52c20s  20  5  55/100  0.05/14.0            0.9 / 10  0z bzt52c22s  22  5  55100   0.05/15.4  0.9 / 10  10 bzt52c24s  24 .2              5  70/120  0.05/16.8  0.9 / 10  11 bzt52c27s  27  5  80/300  0.05/18.9  0.9 / 10  12 bzt52c30s  30  5  80/300  0.05 /21.0  0.9 / 10  14 bzt52c33s  33  5  80/300  0.05/23. 2          0.9 / 10   18 bzt52c36s  36  5  90/350  0.05/25.2  0.9 / 10  19 bzt52c39s  39  5  130/350  0.05/27.3  0.9 / 10  20 sod-323 200 mw marking  device tolerace 8%

   typical characteristics                  bzt52c2v4s-bzt52c39s    
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