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		  Datasheet File OCR Text:


		  product speci  cations in this catalog are subject to change without notice.request our product speci  cations before purchase and/or use. please use our products based on the information contained in this catalog and product spe ci  cations.  dipped radial lead multilayer ceramic capacitors (1/3)  ratings   -55 to +125 ? 1. category temperature range   25, 50, 100, 250 v dc 2. rated voltage range   0.1 to 33 ? f 3. rated capacitance range   m( ? 20%) 4. rated capacitance tolerance 5. temperature characteristics 6. rated ripple current   x7r   see no.5 on the following table  specifications between terminals 250% of rated voltage shall be applied for 5 seconds. no abnormality. dc  products : 475v) (only 250v dc  products : 475v) withstand voltage 1 terminals to coating resin 3 rated capacitance within specified tolerance. 2 insulation resistance 100/c r (m 
 ) or 4000(m 
 ) whichever is less. rated voltage shall be applied for 60 ? 5 seconds at temperature 25 ? 2 ? . test condition specification items no. 4 dissipation factor 5.0% maximum. temperature frequency voltage 1 ? 0.1khz 1 ? 0.2vrms 25 ? 2 ? 120 ? 12hz 0.5 ? 0.2vrms c r ? 10 ? fc r > 10 ? f  features 1. small in size and wide capacitance range.     max. 33 ? f is available. 2. temperature characteristic is x7r in eia code. 3. superior humidity characteristic and long life. 4. excellent high frequency characteristic due to  low esr. 5. high rated ripple current. 6. 250v dc  items are available. 7. resin(ul94  v-0) used for coating. 8. pb-free design(also ceramic dielectric)  applications 1. smoothing circuit of switching mode ac-dc or dc-dc converter. 2. noise suppressor for various kinds of equipments. 3. by-pass or decoupling circuits. 4. automotive equipments.  construction coating resin ceramic dielectric termination solder (pb-free) internal electrode lead wire rohs compliant /5% 4fsjft cat. no. e1002r

 product speci  cations in this catalog are subject to change without notice.request our product speci  cations before purchase and/or use. please use our products based on the information contained in this catalog and product spe ci  cations.  dipped radial lead multilayer ceramic capacitors  specifications 10 temperature cycle for 5 cycles for above temperature cycle. 11 humidity load life 12 endurance appearance : no abnormality. ? c/c : ? 20% d.f. : 10% maximum i.r. : 25/c r (m 
 ) or 1000(m 
 )                          whichever is less. appearance : no abnormality. ? c/c : ? 15%  d.f. : to meet the initial specification i.r. : to meet the initial specification appearance : no abnormality. ? c/c : ? 20% d.f. : 10% maximum i.r. : 50/c r (m 
 ) or 1000(m 
 )                          whichever is less. temperature : 40 ? 2 ? humidity        : 90 to 95%rh voltage          : rated voltage time              : 500 ?    hours 24 temperature : 125 ? 3 ? voltage         : rated voltage time              : 1000 ?    hours 48 step 1 2 temperature ( ? ) min. category temperature  ? 3 room temperature (min.) 30 ? 3 3 max. 3 4 max. category temperature  ? 3 room temperature 30 ? 3 3 max. 0 0 *c r  : rated capacitance(f) 5 rated ripple current 10khz to 1mhz (sine curve) ripple voltage vp shall be less than the rated voltage. test condition specification items no. 8 solderability min. 75% of surface of the termination shall be covered with new solder. solder temperature : 350 ? 10 ? resistance to soldering heat 9 dipping time            : 3 ? 0.5 sec. depth                        : 1.5 to 2mm appearance : no abnormality. ? c/c : ? 15%  d.f. : satisfy the initial spec. tension bending 6 7 robustness of terminations vibration no visible damage. appearance : no abnormality. capacitance : to meet the initial                         specification. d.f. : to meet the initial specifications. lead   (mm) 0.5 max. tensile(n)  5   (sec.) 10 ? 1 time : 2times. the force applied shall be :  amplitude                 : 1.5mm frequency range      : 10-55-10hz (1 min) direction and time    :     2 hours each to x, y, z axis. total 6 hours. lead   (mm) 0.5 max. bending(n) 2.5 (kg) 0.25 size code 32 0.3 43 0.8 55 1.0 arms solder solder temperature dipping time eutectic 235 ? 5 ? pb free 245 ? 5 ? 2 ? 0.5sec. (2/3) /5% 4fsjft cat. no. e1002r

 product speci  cations in this catalog are subject to change without notice.request our product speci  cations before purchase and/or use. please use our products based on the information contained in this catalog and product spe ci  cations.  please refer to"part numbering system" of the beginning of a catalog for the details. dipped radial lead multilayer ceramic capacitors (3/3)  standard ratings rated voltage (v dc ) part number ktd250b335m32a0t00 ktd250b475m32a0t00 ktd250b685m43a0t00 ktd250b106m43a0t00 ktd250b156m43a0t00 ktd250b156m55a0t00 KTD250B226M55A0T00 ktd250b336m55a0t00 ktd500b105m32a0t00 ktd500b155m32a0t00 ktd500b225m32a0t00 ktd500b335m32a0t00 ktd500b475m43a0t00 ktd500b685m43a0t00 ktd500b106m55a0t00 ktd500b156m55a0t00 ktd101b334m32a0t00 ktd101b474m32a0t00 ktd101b684m32a0t00 ktd101b105m32a0t00 ktd101b155m32a0t00 ktd101b225m32a0t00 ktd101b155m43a0t00 ktd101b225m43a0t00 ktd101b335m43a0t00 ktd101b475m43a0t00 ktd101b335m55a0t00 ktd101b475m55a0t00 ktd101b685m55a0t00 ktd251b104m32a0t00 ktd251b154m32a0t00 ktd251b224m32a0t00 ktd251b334m32a0t00 ktd251b474m43a0t00 ktd251b684m43a0t00 ktd251b105m55a0t00 ktd251b155m55a0t00 25 50 100 250 maximum ripple current (arms) 0.3 0.8 1.0 0.3 0.8 1.0 0.3 0.8 1.0 0.3 0.8 1.0 rated capacitance ( ? f) 3.3 4.7 6.8 10 15 15 22 33 1.0 1.5 2.2 3.3 4.7 6.8 10 15 0.33 0.47 0.68 1 1.5 2.2 1.5 2.2 3.3 4.7 3.3 4.7 6.8 0.1 0.15 0.22 0.33 0.47 0.68 1 1.5 dimensions(mm) lmax. 5.0 6.5 7.5 5.0 6.5 7.5 5.0 6.5 7.5 5.0 6.5 7.5 wmax. 6.0 6.5 9.0 6.0 6.5 9.0 6.0 6.5 9.0 6.0 6.5 9.0 tmax. 3.5 4.0 4.5 3.5 4.0 4.5 3.5 4.0 4.5 4.7 3.5 4.0 4.5 f ? 0.8 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0  d ? 0.05 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5  dimensions crimped lead straight lead l f w 15min. t d l f w 15min. t d  part numbering system supplement code taping code terminal code size code capacitance tolerance code nominal capacitance code temperature characteristics code rated voltage code series code category k t d 5 0 0 b 1 0 6 m 5 5 0 t 0 0 a 1  2 3  4 5 6  7  8 9 10  11  12 13  14 15  16  17 18 /5% 4fsjft t please consult with us when you consider the rating other than a standard table. cat. no. e1002r
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