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		  Datasheet File OCR Text:


		  pos-e-kon  k series  80 + 16 amps 600 vac 32 4 contacts @ 80a + 8 contacts @ 16a 8 contacts @ 80a + 16 contacts @ 16a + ground install to matching series hood/base wiring note: 6 awg (16mm 2 ) for 80a contacts 14 awg (2.5mm 2 ) for 16a contacts 4 @80a + 8 @16a + g 8 @80a + 16 @16a + g screw terminal contact carrier inserts 4 @80a+ 8 @80a+ 8 @216a+g 16 @16a+g male ?pins ms212k ms212k (x2) female ?sleeves fs112k fs112k (x2) other configurations special order high amperage and/ or combo configurations may be available. contact your regional sales office.

 33 pos-e-kon  k series  80 + 16 amps 600 vac pos-e-kon tm npt bases ?standard mount entry single double single panel base pb324 pb124e pb348 w/cover pb424 1 x 3/4"  bb424* bb024e* box base 1 x 1"  bb424h100 bb024eh100 bb448 ( no cover ) 2 x 3/4"  bb524* bb124e* 2 x 1"  bb524h100 bb124eh100 bb548 1 x 3/4" bb624  * box base 1 x 1" bb624h100  bb648 w/cover 2 x 3/4" bb724  * 2 x 1" bb724h100  bb748 lh024e lh124e lh224e lh324e pb224  bb224  * bb324  * post bases accept lever hoods only. lever locking type housing side entry top entry for in-line, portable or special  service connections coupler hoods ?in-line coupler hoods mate to standard hoods only. 1 x 3/4" ch824 ch624e 1 x 1" ch924 ch724e top entry k-12 k-24 8 @16a + g 16 @16a, + g 4 @80a + g 8 @80a + g lever hoods mate to post bases only. number of contacts + ground connection box base w/posts + cover b a s e b a s e t o h o o d h o o d t o c o u p l e r c o u p l e r h o o d t o b a s e h o o d s h o o d s b a s e s bases ?with access cover panel base w/posts + cover 1 x 3/4" 2 x 3/4" lever hoods ?rev. lock side entry 1 x 3/4" w/lever(s) 1 x 1" top entry 1 x 3/4" w/lever(s) 1 x 1" hoods ?standard mount 1 x 3/4" sh624** sh024** 1 x 1" sh724** sh124** sh648 1 x 1-1/4" sh748 1 x 3/4" th824** th224** 1 x 1" th924 ** th324 ** th848 1 x 1-1/4" th948 reverse locking * *available in standard or high profile ??configurations (add suffix h). **available in standard or low profile ??configurations (add suffix l).  add ??final suffix for metal cover option. single lever double lever

 pos-e-kon  v series  16 amps 600 vac 34 crimp tool 3, 6, 10, 16, 20, 26 & 32 contacts + control contacts & ground install to matching series hood/base screw terminal inserts 3 + g 6 + g + 2 control + 2 control male ?pins ms203v ms206v 20-14 awg (0.5-2.5 mm 2 ) female  ?sleeves fs103v fs106v 20-14 awg (0.5-2.5 mm 2 ) crimp terminal inserts 3 + g 6 + g + 2 control + 2 control male insert mc403v mc406v (order contacts below) female insert FC303V fc306v (order contacts below) crimp contacts wire awg  (mm 2 ) identification female male switch/control 20 awg  (0.5 mm 2 ) no groove fp2000 mp2000  18 awg  (0.75-1 mm 2 ) 1 groove fp1800 mp1800 cp1800 16 awg  (1.5 mm 2 ) 2 grooves fp1600 mp1600 cp1600 14 awg  (2.5 mm 2 ) 3 grooves fp1400 mp1400 cp1400 12 awg  (4.0 mm 2 ) no groove fp1200 mp1200  din rail adapter mount frames 3 + g 6 + g + 2 control + 2 control 125mm long, with base for  amf010 amf016 snapping onto din rail 150mm long, with base for  amf110 amf116 snapping onto din railf adapter mount frames allow ?pen wiring inside closed panel enclosure. they also allow inserts to be assembled as a separable terminal block device. 3 + g + 2 control 6 + g + 2 control contacts selection control contacts make last, break first wt611tb use small blade screwdriver to push in wire entry tab for easy contact removal. groove for all inserts for ??series inserts

 35 pos-e-kon  v series  16 amps 600 vac pos-e-kon tm npt bases ?standard mount entry single double single double panel base pb303v pb103ev pb306v pb106ev w/cover pb403v pb406v 1 x 1/2"  bb403v bb003ev 1 x 3/4"  bb406v bb006ev 2 x 1/2"  bb503v bb103ev 2 x 3/4"  bb506v bb106ev 1 x 1/2"  bb603v  1 x 3/4"  bb606v  2 x 1/2"  bb703v  2 x 3/4"  bb706v  hoods ?standard mount 1 x 1/2" sh603v sh003v 1 x 3/4" sh606v sh006v 1 x 1/2" th803v th203v 1 x 3/4" th806v th206v coupler hoods ?in-line coupler hoods mate to standard hoods only. 1 x 1/2" ch803v ch603ev 1 x 3/4" ch806v ch606ev lh003ev lh203ev pb203v  bb203v  bb303v  post bases accept lever hoods only. lever locking type housing side entry top entry for in-line, portable or special service connections lever hoods mate to post bases only. top entry number of contacts + ground connection (3 + g) + 2 control (6 + g) + 2 control box base (no cover) box base w/cover side entry w/levers top entry w/levers lh006ev lh206ev box base w/posts + cover pb206v  bb206v  bb306v  b a s e b a s e t o h o o d h o o d t o c o u p l e r c o u p l e r h o o d t o b a s e h o o d s h o o d s b a s e s bases ?with access cover panel base w/posts + cover 1 x 1/2" 1 x 3/4" 2 x 1/2" 2 x 3/4" lever hoods ?rev. lock 1 x 3/4" 1 x 3/4" reverse locking  add ??final suffix for metal cover option. single lever double lever

 pos-e-kon  v series  16 amps 600 vac 36 crimp tool contacts selection 3, 6, 10, 16, 20, 26 & 32 contacts +2 control contacts & ground install to matching series hood/base screw terminal inserts 10 + g 16 + g 20 + g 26 + g 32 + g +2 control +2 control +2 control +2 control +2 control male ?pins ms210v ms216v fs110v x2 ms210v+ 2x ms216v 20-14 awg (0.5-2.5 mm 2 ) ms216v female  ?sleeves fs110v fs116v fs210v x2 fs110v+ 2x fs116v 20-14 awg (0.5-2.5 mm 2 ) fs116v crimp contacts wire awg  (mm 2 ) identification female male switch/control 20 awg  (0.5 mm 2 ) no groove fp2000 mp2000  18 awg  (0.75-1 mm 2 ) 1 groove fp1800 mp1800 cp1800 16 awg  (1.5 mm 2 ) 2 grooves fp1600 mp1600 cp1800 14 awg  (2.5 mm 2 ) 3 grooves fp1400 mp1400 cp1400 12 awg  (4.0 mm 2 ) no groove fp1200 mp1200  din rail adapter mount frames 10 + g 16 + g 150mm long, with base  amf124 amf124 for snapping onto din rail adapter mount frames allow ?pen?wiring inside closed panel  enclosure. they also allow inserts to be assembled as a separable terminal block device. 10 + g + 2 control 16 + g + 2 control 20 + g + 2 control 26 + g + 2 control 32 + g + 2 control crimp terminal inserts 10 + g 16 + g 20 + g 26 + g 32 + g +2 control +2 control +2 control +2 control +2 control male insert mc410v mc416v mc410v x2 mc410v+ 2x mc416v  (order contacts below) mc416v female insert fc310v fc316v fc310v x2 fc310v+ 2x fc316v   (order contacts below) fc316v wt611tb use small blade screwdriver to push in wire entry tab for easy contact removal. grooves for all ??series inserts

 37 pos-e-kon  v series  16 amps 600 vac pos-e-kon tm hoods ?standard mount 1 x 3/4" sh010v 1 x 1" sh010v100 sh648 1 x 1-1/4" sh748 1 x 1/2" th210v 1 x 3/4" th848 1 x 1" th948 post bases accept lever hoods only. lever locking type housing side entry top entry lever hoods mate to post bases only. top entry number of contacts + ground connection v10: (10 + g) or (16 + g) + 2 control v20: (20 + g) or (26 + g) or (32 + g) + 2 control box base (no cover) box base w/cover side entry w/levers top entry w/levers box base w/posts + cover b a s e b a s e t o h o o d h o o d t o c o u p l e r c o u p l e r h o o d t o b a s e h o o d s h o o d s b a s e s bases ?with access cover panel base w/posts + cover pb210v  1 x 3/4" bb210v  2 x 3/4" bb310v  lever hoods ?rev. lock 1 x 3/4" lh010ev 1 x 3/4" lh210ev 1 x 1" lh210v100 for in-line, portable or special service connections coupler hoods ?in-line coupler hoods mate to standard hoods only. 1 x 3/4" ch610ev 1 x 1" ch610ev100 1 x 1-1/4" ch610ev125 reverse locking single lever double lever npt bases ?standard mount entry double single pb110ev pb348 panel base w/cover pb448v 1 x 3/4"  bb010ev 1 x 1"  bb448 2 x 3/4"  bb110ev 2 x 1"  bb548 1 x 3/4"  1 x 1"  bb648 2 x 3/4"  2 x 1"  bb748
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