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		  Datasheet File OCR Text:


		  3m electronic products division 6801 river place blvd. austin, tx 78726-9000 for technical, sales or ordering information call 800-225-5373 high temperature jumper 24 awg solid, fep  95 series 226  can be mass terminated to broad line of idc connectors  provides reduced crosstalk in balanced drive applications  28 awg stranded wire provides flexibility  and extended product life  10 color repeat ts-0864-02 sheet 1 of 2 date issued: june 23, 1999 physical insulation material: fluorinated ethylene propylene (fep) color: opaque white marking standard: none conductors: 24 awg solid [0.511mm] silver plated copper electrical voltage rating: usa: 300v environmental temperature rating: 55   c to +200    c ul file no.: e42769,  style no.: 20424

 3m electronic products division 6801 river place blvd. austin, tx 78726-9000 for technical, sales or ordering information call 800-225-5373 high temperature jumper 24 awg solid, fep  95 series dimension a outside edge dimension b  .003  conductors count .05 [ 1.3 ] 10 thru 65 see note 1 .10 [ 2.5 ] 10 thru 32 .15 [ 3.8 ] 10 thru 21 notes: 1.  multiply number of conductors x pitch (dimension b). 2.  minimum jumper length .50  .05 [12.7] maximum jumper lengths 4.00  .05 [101.6] length is measured from the ends of the insulation. ts-0864-02 sheet 2 of 2 ? solid copper wire silver plated 24 awg. (.020 diameter) fep insulation .038 ref [0.97 ] b typical a (see note 1) 15   ref for length see note 2 pin 1 pin 1 .100 ref [ 2.54 ] jumper shape +.030  .125 -.000 typ [ 3.18 ] formed jumper side view flat jumper side view straight pin staggered pin right angle pin pin configuration ordering information 95x-0xx-x-xxx-x jumper shape 1=15  angle bend in jumper middle 2 = flat jumper insulation length to nearest .10 (see note 2) example: 3.50o enter 350 conductor pitch 1 = .10 2 = .05 3 = .15 number of conductors (see table) pin configuration 1 = straight 2 = staggered 3 = right angle note: quantity per box 100. non-standard strip length .10   min/.50   max available.    +.030  .250   -.000 typ [ 6.4 ] +.030  .125 -.000 typ [ 3.18 ] +.030  .250 -.000 typ [ 6.4 ] +.030  .125 -.000 typ [ 3.18 ] inch [mm]   .005   .1   .01 tolerance unless noted .0 .00 .000 inch [  ] dimensions for reference only
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