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		  Datasheet File OCR Text:


		  rectifiers, ultra fast 1.0 to 8 amperes 50 to 1000 volts  www.centralsemi.com i o (amps) 1.0 3.0 5.0 8.0 @ t a ( o c) 75 55 55 @ t c ( o c) 25 i fsm (amps) 30 150 175 125 case do-41* do-201ad to-220fp 2 lead v rrm (volts) 50 uf4001 100 uf4002 cr3u-010 cr5u-010 200 uf4003 cr3u-020 cr5u-020 cr8u-02fp 400 uf4004 cr3u-040 cr5u-040 cr8u-04fp 600 uf4005 cr3u-060 cr5u-060 800 uf4006 cr3u-080 cr5u-080 cr8u-08fp 1000 uf4007 cr3u-100 cr5u-100 v f max @i f =i o (50v thru 200v) 1.0v 1.0v 1.1v  0.895v (400v) 1.0v 1.3v 1.3v 1.1v (600v thru 1000v) 1.7v 1.7v 1.7v 1.2v i r max @ v rrm 10  a10  a10  a 5.0a*** t rr (50v thru 200v) 50ns 50ns 50ns 30 ns t rr (400v) 50ns 50ns 50ns 30 ns t rr (600v thru 1000v) 75ns 75ns 100ns 90 ns * also available in do-41sp case (0.6mm lead diameter) with radial tape and reel (do-41sp-rpcu). see pages 239 thru 240. ** standard polarity is cathode to case. for reverse polarity add ?r? suffix to part number. *** 200 volt device 1            2 single 1     2 full pa k (6-december 2004)

 www.centralsemi.com rectifiers, ultra fast 16 to 30 amperes 50 to 1000 volts  i o (amps) 16 30 70 @ t a ( o c) @ t c ( o c) 25 120 120 i fsm (amps) 125 300 700 case to-220fp do-4** do-5** v rrm (volts) 100 CR30U-010 cr70u-010 200 cr16ud-02fp cr30u-020 cr70u-020 400 cr16ud-04fp cr30u-040 cr70u-040 600 cr30u-060 cr70u-060 800 cr16ud-08fp cr30u-080 cr70u-080 v f max @i f =i o (50v thru 200v) 0.895v @ 8.0a 0.975v 0.975v (400v) 1.1v @ 8.0a 1.2v  1.25v (600v thru 1000v) 1.2v @ 8.0a 1.3v 1.35v  i r max @ v rrm 5.0a *** 25  a25  a  t rr (50v thru 200v) 30ns 35ns 50ns t rr (400v) 30ns 50ns 60ns t rr (600v thru 1000v) 90ns 75ns 75ns  * also available in do-41sp case (0.6mm lead diameter) with radial tape and reel (do-41sp-rpcu). see pages 239 thru 240. ** standard polarity is cathode to case. for reverse polarity add ?r? suffix to part number. *** 200 volt device 1  2  3 1      2     3 dual full pa k (6-december 2004)
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