

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						M3L13TCN			2SB15			YVG3363			74LVC2G			B66315			R5F7286			MMSZ4681			FAM01			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				S14-BXASK-1 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  radial tape emboss tape xa  connector 2.5mm pitch/disconnectable crimp style connectors   %  njo     njo   y         ?   ?    ?      ?  y   ?  y  ? ?    y ?   ?   ?   ?   ?   ?   ?   ?   ?  " ?   ?   ?   ?       ?secure locking device ?solder crack preventive material ?low insertion force ?insertion guide mechanism ?applicable to automatic board mounting  machine ?polarizing boss specifications  ?current rating: 3a  ac   dc (awg #22, #20) ?voltage rating: 250v  ac   dc ?temperature range: - 25?c to  + 85?c (including temperature rise in applying electrical current)  ?contact resistance: initial value/10m  ? max. after environmental testing/20m ? max. ?insulation resistance: 1,000m  ? min. ?withstanding voltage: 1,000v ac/minute ?applicable wire: awg #28 to #20 ?applicable pc board thickness: 1.6mm  * compliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. standards 0 recognized e60389 1 certified lr20812 2 r9851220 side entry type top entry type  top entry type  with a boss without a boss dimension d: refer to the model no. chart of header side entry type. athrough-hole type ? asmt type? note: 1. tolerances are non-cumulative:  0.05mm for all centers.  2. hole dimensions differ according to the kind of pc board and piercing method. the dimensions above should serve as a guideline. contact jst for details. pc board layout (viewed from component side) and assembly layout 1

 xa connector circuits model no. dimensions (mm) q'ty / bag ab material pa 66, ul94v-0, natural (white)                  xap-02v-1 xap-03v-1 xap-04v-1 xap-05v-1 xap-06v-1 xap-07v-1 xap-08v-1 xap-09v-1 xap-10v-1 xap-11v-1 xap-12v-1 xap-13v-1 xap-14v-1 xap-15v-1 ? xap-20v-1 xarp-02v xarp-03v xarp-04v xarp-05v xarp-06v xarp-07v xarp-08v xarp-09v xarp-10v xarp-11v xarp-12v xarp-13v xarp-14v xarp-15v xarp-18v ?                                 
 
 
 
 
 
 
 
 
 
 
 
   ?  
 
 
 
 
 
 
 
 
 
 
 
 
 
  ? standard type standard type retainer mountable type retainer mountable type " #      circuit no.1 circuit no.1     # "   retainer mountable type standard type       material and finish ? ? ? ? ? ? ? ? ? sxa-001t-p0.6 sxa-01t-p0.6 sxa-001t-p0.6l phosphor bronze, tin-plated (reflow treatment) 
 
 
  model no. applicable wire mm 2 awg# q'ty / reel insulation o.d. (mm) contact rohs compliance note :1. sxa-001t-p0.6l is low-insertion force type contact, for easier insertion/withdrawal, which would be less resistant to the vibration. the crimp height is different from the standard contact. note : 2. contact jst for gold-plated products.  housing rohs compliance  as the color identification,  the following alphabet shall be put in the underlined part. for availability, delivery and minimum order quantity, contact jst.  ex. xap-02v-1-oo - (blank)?atural (white) k?lack   r?ed   e?lue   y?ellow   l?emon yellow m?reen   o?range   n?rown   h?ray   p?urple    le? ight blue   pk?ink   fy?ivid yellow   z?vory  ex. xarp-02v-oo (blank)?atural (white) k?lack   r?ed   e?lue   l?emon yellow $poubdu $sjnqbqqmjdbups %jft $sjnqbqqmjdbupsxjuiejft "qqmjdbups crimping machine sxa-01t-p0.6 "1,/ .,4- .,44$ .,49". 4$49". "1-.,49". "1-4$49". $poubdu $sjnqbqqmjdbups %jft $sjnqbqqmjdbupsxjuiejft "qqmjdbups crimping machine sxa-001t-p0.6 .,4- .,44$ .,49". 4$49". sxa-001t-p0.6l .,4- .,44$ .,49"- 4$49"- "1-.,49". "1-4$49". "1-.,49"- "1-4$49"- "1,/ note: *strip-crimp applicator 2

 circuits model no. dimensions (mm) "# material and finish without a boss with a boss q'ty / box pin: copper alloy, copper-undercoated, tin-plated (reflow treatment)  wafer: glass-filled pa 66, ul94v-0, natural (ivory)                 b02b-xask-1 b03b-xask-1 b04b-xask-1 b05b-xask-1 b06b-xask-1 b07b-xask-1 b08b-xask-1 b09b-xask-1 b10b-xask-1 b11b-xask-1 b12b-xask-1 b13b-xask-1 b14b-xask-1 b15b-xask-1 b20b-xask-1 b02b-xask-1-a b03b-xask-1-a b04b-xask-1-a b05b-xask-1-a b06b-xask-1-a b07b-xask-1-a b08b-xask-1-a b09b-xask-1-a b10b-xask-1-a b11b-xask-1-a b12b-xask-1-a b13b-xask-1-a b14b-xask-1-a b15b-xask-1-a b20b-xask-1-a                               
               top entry type "    #           circuit no.1 ) +45 #  "         circuit no.1 circuit no.1 mark # "         circuit no.1 xa connector circuits model no. "#% material and finish side entry type with a hook  s02b-xass-1 s03b-xask-1 s04b-xask-1 s05b-xask-1 s06b-xask-1 s07b-xask-1 s08b-xask-1 s09b-xask-1 s10b-xask-1 s11b-xask-1 s12b-xask-1 s13b-xask-1 s14b-xask-1 q'ty / box pin: copper alloy, copper-undercoated, tin-plated (reflow treatment)  wafer: glass-filled pa 66, ul94v-0, natural (ivory)                                         dimensions (mm)                           a 2.5 2.5 7.8 0.95 material glass-filled pa 66, ul94v-0, natural (ivory)  circuits model no. q'ty / bag 2 3 4 5 6 7 8 9 10 11 12 13 14 15 xms-02v xms-03v xms-04v xms-05v xms-06v xms-07v xms-08v xms-09v xms-10v xms-11v xms-12v xms-13v xms-14v xms-15v a 2.5 5.0 7.5 10.0 12.5 15.0 17.5 20.0 22.5 25.0 27.5 30.0 32.5 35.0 1,000 1,000 1,000 1,000 1,000 1,000 1,000 1,000 1,000 1,000 1,000 1,000 1,000 1,000 retainer rohs compliance through-hole type shrouded header top entry type  without a boss top entry type  with a boss side entry type  with a hook rohs compliance this product displays (lf)(sn) on a label. note: contact jst for gold-plated products. rohs compliance  this product displays (lf)(sn) on a label. note: 1. dimension d?ee pc board layout. 2. contact jst for gold-plated products.  as the color identification,  the following alphabet shall be put in the underlined part. for availability, delivery and minimum order quantity, contact jst. ex. s02b-xas k-1- s?atural (ivory) k?lack   r?ed   e?lue   m?reen   y?ellow 3

 xa connector circuits model no. top entry type dimensions (mm) "# material and finish without a boss with a boss q'ty / box pin: copper alloy, copper-undercoated, tin-plated (reflow treatment) wafer: glass-filled pa 66, ul94v-0, natural (white)                 b02b-xask-1n b03b-xask-1n b04b-xask-1n b05b-xask-1n b06b-xask-1n b07b-xask-1n b08b-xask-1n b09b-xask-1n b10b-xask-1n b11b-xask-1n b12b-xask-1n b13b-xask-1n b14b-xask-1n b15b-xask-1n b18b-xask-1n b02b-xask-1n-a b03b-xask-1n-a b04b-xask-1n-a b05b-xask-1n-a b06b-xask-1n-a b07b-xask-1n-a b08b-xask-1n-a b09b-xask-1n-a b10b-xask-1n-a b11b-xask-1n-a b12b-xask-1n-a b13b-xask-1n-a b14b-xask-1n-a b15b-xask-1n-a ?                               
               "    #           circuit no.1 ) +45 #  "      circuit no.1 circuit no.1 mark # "         circuit no.1 circuits model no. dimensions (mm) "# material and finish q'ty / box pin: copper alloy, copper-undercoated, tin-plated (reflow treatment) wafer: glass-filled pa 66, ul94v-0, natural (white)               s02b-xass-1n-bn s03b-xass-1n-bn s04b-xass-1n-bn s05b-xass-1n-bn s06b-xass-1n-bn s07b-xass-1n-bn s08b-xass-1n-bn s09b-xass-1n-bn s10b-xass-1n-bn s11b-xass-1n-bn s12b-xass-1n-bn s13b-xass-1n-bn s14b-xass-1n-bn                                         side entry type without a hook  n type through-hole type shrouded header top entry type  without a boss side entry type  without a hook top entry type  with a boss rohs compliance this product displays (lf)(sn) on a label. note: not t?v approved.  as the color identification,  the following alphabet shall be put in the underlined part. for availability, delivery and minimum order quantity, contact jst. ex. b02b-xas k-1n-a - s?atural (white) k?lack   r?ed   e?lue   y?ellow   l?emon yellow m?reen   o?range   n?rown   h?ray   p?urple   le?ight blue   pk?ink   fy?ivid yellow   rohs compliance this product displays (lf)(sn) on a label. note: 1. as for side entry type, we recommend to use a product with a boss (hook) because stress is applied directly to fillet part when handling the wire. when using the side entry type product without a boss (hook), please handle the wire with care. 2. not t?v approved. 4

 xa connector   # "  y    circuit no.1 circuits model no. dimensions (mm) q'ty / box "# material and finish pin: copper alloy, copper-undercoated, tin-plated (reflow treatment)  wafer: glass-filled pa 66, ul94v-0, natural (ivory)         top entry type without a boss top entry type with a boss b02b-xass-1-t b03b-xass-1-t b04b-xass-1-t b05b-xass-1-t b06b-xass-1-t b07b-xass-1-t b08b-xass-1-t               
 
       b03b-xass-1-a-t b04b-xass-1-a-t   b05b-xass-1-a-t b06b-xass-1-a-t b07b-xass-1-a-t b08b-xass-1-a-t     # "  y     circuit no.1 circuits dimensions (mm) " top entry type # material and finish q'ty / reel            bm02b-xass-tf bm03b-xass-tf bm04b-xass-tf bm05b-xass-tf bm06b-xass-tf bm07b-xass-tf bm08b-xass-tf bm09b-xass-tf bm12b-xass-tf bm13b-xass-tf bm15b-xass-tf                       model no.            pin: copper alloy, copper-undercoated, tin-plated (reflow treatment) wafer: pa, ul94v-0, natural solder tab: brass, copper-undercoated, tin-plated (reflow treatment) circuit no.1 " #      circuit no.1 # "            (2 circuits) (3 to 15 circuits) smt type shrouded header rohs compliance this product displays (lf)(sn) on a label.  as the color identification,  the following alphabet shall be put in the underlined part. for availability, delivery and minimum order quantity, contact jst. ex. bm02b-xas s-tf - s?atural  k?lack   r?ed   e?lue   m?reen   d?range    l?emon yellow through-hole type shrouded header on radial-tape top entry type  without a boss top entry type  with a boss rohs compliance this product displays (lf)(sn) on a label.  as the color identification,  the following alphabet shall be put in the underlined part. for availability, delivery and minimum order quantity, contact jst. ex. b03b-xas s-1-a-t - s?atural (ivory) r?ed   e?lue   m?reen taping specifications note: conforms to jic c 0806 of "tape packaging of components with unidirectional leads on continuous tapes". 5

 6 xa connector packaging specifications terminals & connectors r d h w -fbefsubqf 5bjmubqf flat pack (zigzag folded) 24 indexing holes per fold (304.8mm) 316(,)45()330()mm 1,000 pcs. / box    500 pcs. / box 19.05mm 2, 3 circuits 4?8 circuits package type distance between folds box size %jtubodfcfuxffouiffoepguifubqfboe uifgjstudpoofdupstdfoufsmjof	fjuifsfoe
 quantity distance between the end of the tape and the first connector's center line (either end) note: products of different packaging specifications are also available.  contact jst for details.
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