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		  Datasheet File OCR Text:


		  environmental connectors glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com d-30 d 947-150   quick disconnect plug connector   mil-dtl-38999 series iii type a b c d e f g h j k l m n p r s t b u c v d f a z e w x y l ?a  max medium diamond knurl blue color band (see note 5) vv threads .160 (4.1) min required clearance of  outer sleeve to unlock  plug when de-mating ?b min (see note 6) .061-.071 (1.6-1.8) ? wire, 7x7 construction, cres, .093 (2.4) od  nylon jacket .090 (2.3) 1.300 max (33.0) see note 1 a b c d e f g h j k l m n p r s t b u c v d f a z e w x y see mil-std-1560  for insert arrangement table i: connector dimensions shell size shell size  code a max b min w thread 11 b 1.846(46.9) 1.003(25.5) m15x1-6g-0.100r 13 c 1.972(50.1) 1.177(29.9) m18x1-6g-0.100r 15 d 3.000(76.2) 1.299(33.0) m22x1-6g-0.100r 17 e 3.000(76.2) 1.425(36.2) m25x1-6g-0.100r 19 f 3.000(76.2) 1.535(39.0) m28x1-6g-0.100r 21 g 3.000(76.2) 1.661(42.2) m31x1-6g-0.100r 23 h 3.000(76.2) 1.787(45.4) m34x1-6g-0.100r 25 j 3.000(76.2) 1.909(48.5) m37x1-6g-0.100r table ii: finish sym finish m electroless nickel mt ni-ptfe 1000 hour grey tm   (nickel-fluorocarbon polymer) nf cadmium o.d. over electroless nickel n cadmium o.d. over nickel plate  product series basic number alternate key  position a, b, c, d or e (n for normal) 947 - 150 nf b - 35 e p a finish see table ii contact style p  -  pin s  -  socket shell size b  -  11 c  -  13 d  -  15 e  -  17 f  -  19 g  -  21 h  -  23 j  -  25 lanyard length code see table iii insert arrangement per mil-dtl-38999 series iii mil-std-1560 

 environmental connectors glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com d-31 d table iv: separation forces max shell size straight  pull [newton] 15 degree  pull [newton] 11 44.96 lbs [200] 55.08 lbs [245] 13 44.96 lbs [200] 55.08 lbs [245] 15 44.96 lbs [200] 55.08 lbs [245] 17 89.92 lbs [400] 100.04 lbs [445] 19 89.92 lbs [400] 100.04 lbs [445] 21 89.92 lbs [400] 100.04 lbs [445] 23 89.92 lbs [400] 100.04 lbs [445] 25 89.92 lbs [400] 100.04 lbs [445] table iii: lanyard length code code l  .236 (6) code   l  .236 (6) code  l  .236 (6) code   l  .236 (6) a 4.016(102) g 7.007(178) m 10.000(254) u 13.031(331) b 4.527(115) h 7.519(191) n 10.511(267) v 14.015(356) c 5.000(127) i 7.992(203) p 11.023(280) w 15.000(381) d 5.511(140) j 8.503(216) r 11.535(293) x 16.023(407) e 6.024(153) k 9.015(229) s 12.007(305) y 17.007(432) f 6.535(166) l 9.527(242) t 12.519(318) z 18.031(458)   application notes assembly to be identifed with glenairs name and part number. 1.  material/fnishes:   2.  shell, coupling sleeve, lanyard ring,   inner sleeve, lockringal alloy or cres/see table ii   contactscopper alloy/gold plate (purchased separately)   insulatorshigh grade rigid dielectric/n.a.   seals?uorosilicone/ n.a. this connector mates with mil-dtl-38999/20, /21, /23, /24, /25,  3.  and /27. dimensions in parenthesis are metric and for reference. 4.  blue color band indicates rear release retention system. 5.  dim b is clearance to accommodate as85049 accessories. 6.  for backshell extender consult factory. 7.  contacts, insertion/removal tools and sealing plugs are purchased  8.  separately. for more information please see catalog introduction.  metric dimensions (mm) are indicated in parentheses. 9.  table v: supplied components contact  size contact pin p/n contact socket p/n   sealing plug  p/n insert/remove  tool p/n 22d m39029/58-360 m39029/56-348 m27488-22 m81969/14-01 20 m39029/58-363 m39029/58-351 m27488-20 m81969/14-10 16 m39029/58-364 m39029/58-352 m27488-16 m81969/14-03 12 m39029/58-365 m39029/58-353 m27488-12 m81969/14-04 12 m39029/102-558 coax m39029/103-559 coax m27488-12 m81969/14-04 8 m39029/60-367 coax m39029/59-366 coax m27488-8 m81969/14-06 8 m39029/90-529 twinax m39029/91-530 twinax m27488-8 m81969/14-06 947-150   quick disconnect plug connector   mil-dtl-38999 series iii type 
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