

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						LB1273R			BV12C			2J223J			60200			TLC155M			LS24D16C			MPCD0			C2719			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				0805WL220JT Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  4 american technical ceramics  www.atceramics.com atc north america 631-622-4700 ?  sales@atceramics.com atc europe +46 8 6800410 ?  sales@atceramics-europe.com atc asia +86-755-2396-8759 ?  sales@atceramics-asia.com atc 0805 wl series wire wound chip inductors q srf rdc idc inductance tolerance (mhz) (mhz) (ohms) (ma) color (nh) code min. min. max. max. code 2.8 @ 250 (mhz) j, k 80 @ 1500 7900 0.060 800 g ray 3.0 @ 250 (mhz) j,k 65 @ 1500 7900 0.060 800 white 3.3 @ 250 (mhz) j, k 50 @ 1500 7900 0.080 600 black 5.6 @ 250 (mhz) j, k 65 @ 1500 5500 0.080 600 orange 6.8 @ 250 (mhz) j, k 50 @ 1000 5500 0.110 600 brown 7.5 @ 250 (mhz) j, k 50 @ 1000 4500 0.140 600 g reen 8.2 @ 250 (mhz) j, k 50 @ 1000 4700 0.120 600 red 10 @ 250 (mhz) g , j, k 60 @ 500 4200 0.100 600 blue 12 @ 250 (mhz) g , j, k 50 @ 500 4000 0.150 600 orange 15 @ 250 (mhz) g , j, k 50 @ 500 3400 0.170 600 yellow 18 @ 250 (mhz) g , j, k 50 @ 500 3300 0.200 600 g reen 22 @ 250 (mhz) g , j, k 55 @ 500 2600 0.220 500 blue 24 @ 250 (mhz) g , j, k 50 @ 500 2000 0.220 500 g ray 27 @ 250 (mhz) g , j, k 55 @ 500 2500 0.250 500 violet 33 @ 250 (mhz) g , j, k 60 @ 500 2050 0.270 500 g ray 36 @ 250 (mhz) g , j, k 55 @ 500 1700 0.270 500 orange 39 @ 250 (mhz) g , j, k 60 @ 500 2000 0.290 500 white 43 @ 200 (mhz) g , j, k 60 @ 500 1650 0.340 500 yellow 47 @ 200 (mhz) g , j, k 60 @ 500 1650 0.310 500 black 56 @ 200 (mhz) g , j, k 60 @ 500 1550 0.340 500 brown 68 @ 200 (mhz) g , j, k 60 @ 500 1450 0.380 500 red 82 @ 150 (mhz) g , j, k 65 @ 500 1300 0.420 400 orange 91 @ 150 (mhz) g , j, k 65 @ 500 1200 0.480 400 black 100 @ 150 (mhz) g , j, k 65 @ 500 1200 0.460 400 yellow 110 @ 150 (mhz) g , j, k 50 @ 250 1000 0.480 400 brown 120 @ 150 (mhz) g , j, k 50 @ 250 1100 0.510 400 g reen 150 @ 100 (mhz) g , j, k 50 @ 250 920 0.560 400 blue 180 @ 100 (mhz) g , j, k 50 @ 250 870 0.640 400 violet 220 @ 100 (mhz) g , j, k 50 @ 250 850 0.700 400 g ray 240 @ 100 (mhz) g , j, k 44 @ 250 690 1.000 350 red 270 @ 100 (mhz) g , j, k 48 @ 250 650 1.300 350 white 330 @ 100 (mhz) g , j, k 48 @ 250 600 1.650 310 black 390 @ 100 (mhz) g , j, k 48 @ 250 560 1.800 290 brown 470 @ 50 (mhz) g , j, k 33 @ 100 375 2.000 250 violet 560 @ 25 (mhz) g , j, k 23 @ 50 340 2.100 230 orange 620 @ 25 (mhz) g , j, k 23 @ 50 220 2.200 210 yellow 680 @ 25 (mhz) g , j, k 23 @ 50 188 2.300 190 g reen 750 @ 25 (mhz) g , j, k 23 @ 50 200 2.300 180 blue 820 @ 25 (mhz) g , j, k 18 @ 50 215 2.500 180 blue 1000 @ 25 (mhz) g , j, k 20 @ 50 100 2.500 170 g ray 1200 @ 25 (mhz) g , j, k 18 @ 25 100 2.500 170 white 1500 @ 25 (mhz) g , j, k 16 @ 25 100 2.500 170 black 1800 @ 25 (mhz) g , j, k 16 @ 7.9 80 2.500 170 brown 2200 @ 25 (mhz) g , j, k 16 @ 7.9 60 2.700 160 red 2700 @ 25 (mhz) g , j, k 16 @ 7.9 50 2.950 150 orange 3300 @ 7.9 (mhz) g , j, k 15 @ 7.9 40 4.400 90 blue 4700 @7.9 (mhz) g , j, k 15 @ 7.9 40 6.400 90 g reen 0805 wl 100 k t eia case size 0402, 0603, 0805, 1008, 1206 wire wound inductor inductance value in nh.  1st and  2nd digits are significant  digits. 3rd digit is multiplier. r is decimal point. packaging t - tape & reel tolerance.  see table below. inductor selection guide atc part number code the above part number refers to an atc 0805 wl wire wound chip inductor, 10 nh, k (10%) tolerance, in tape and reel packaging.  tighter tolerances are available. consult factory. inches (mm) inductance tolerances code g j k tol.  2%  5%  10% b e a f f g c d h i i j pa d  layout bottom  view s i d e  view a b c d e f g h i j max. max. max. ref. 0.09 .068 0.06 0.02 0.05 0.02 0.04 0.07 0.04 0.03 (2.29) (1.73) (1.52) (0.51) (1.27) (0.51) (1.02) (1.78) (1.02) (0.76) mechanical configurations terminations for all wl series inductor case sizes are  lead-free, rohs compliant , tin plated over nickel barrier.
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