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		  Datasheet File OCR Text:


		  c  series 800 dimensions in inches (millimeters) and are subject to change without notice. ? 2010 glenair, inc.   cage code 06324  printed in u.s.a. glenair,  inc.  ?  1211  air  way  ?  glendale,  ca  91201-2497  ?  818-247-6000  ?  fax  818-500-9912 www.glenair.com   c-14   e-mail:  sales@glenair.com     01-january-2010   01-january-2010 right angle pcb receptacle how  to order series 800 right  angle pcb  receptacles sample part number 800-032 -07 m 7-10 p z  series shell style shell material / finish shell size- insert  arrangement contact  type shell key  position 800-032 pcb receptacle -07   jam nut  c  aluminum / black anodize   (non-conductive)   rohs compliant m  aluminum / electroless nickel   rohs compliant nf   aluminum / cadmium with olive  drab chromate zn    aluminum / zinc-nickel with  olive drab chromate znu   aluminum / zinc-nickel with  black chromate mt   aluminum / nickel-ptfe   rohs compliant z1   stainless steel / passivated   rohs compliant 5-3  3 #23 6-4  4 #23 6-7  7 #23 7-10  10 #23 8-13  13 #23 9-19  19 #23 p pin s socket n normal   x pos. x y pos. y z pos. z 800-032  right  angle  i/o  headers  feature  gold-plated  size  #23  contacts.  un  mating  thread, and aluminum or stainless steel shells. rubber seal protects mated connectors  from water ingress. 5 amp current rating, 500 vac voltage rating. contacts are factory- installed  and  are  non-removable. thermoplastic  rear  housing  has  #2-56  threaded  inserts  for  attaching  to  circuit  board  with  customer-supplied  mounting  screws.  connectors attach to chassis or panel with low-profle jam nut and o-ring. available in  six contact arrangements, these right angle headers are ideal for hostile environment  100/1000base-t ethernet applications where commercial-grade rj-45 jacks are not  advised. series 800 mighty mouse with un mating thread right angle pcb receptacle headers 800-032-07 

   01-january-2010 c  series 800 dimensions in inches (millimeters) and are subject to change without notice. ? 2010 glenair, inc.   cage code 06324  printed in u.s.a. glenair,  inc.  ?  1211  air  way  ?  glendale,  ca  91201-2497  ?  818-247-6000  ?  fax  818-500-9912 www.glenair.com   c-15   e-mail:  sales@glenair.com   01-january-2010 dimensions shell  size a b ?  c d threads e f g h j k l in. mm. in. mm. in. mm. .005 0.13 in. mm. in. mm. in. mm. in. mm. .035 0.89 .005 0.13 in. mm. in. mm. in. mm. 5-3 .289 7.34 .498 12.65 .538 13.67 .3125-28 un-2a .260 6.60 .235 5.97 .257 6.53 .050 1.27 .165 4.19 .310 7.87 .486 12.34 6-4 .355 9.02 .560 14.22 .605 15.37 .3750-28 un-2a .330 8.38 .232 5.89 .285 7.24 .050 1.27 .224 5.69 .385 9.78 .580 14.73 6-7 .355 9.02 .560 14.22 .605 15.37 .3750-28 un-2a .350 8.89 .232 5.89 .285 7.24 .050 1.27 .187 4.75 .408 10.36 .580 14.73 7-10 .414 10.52 .640 16.26 .665 16.89 .4375-28 unef-2a .350 8.89 .325 8.26 .285 7.24 .092 2.34 .170 4.32 .452 11.48 .640 16.26 8-13 .475 12.07 .730 18.54 .770 19.56 .5000-32 un-2a .490 12.45 .330 8.38 .285 7.24 .092 2.34 .230 5.84 .490 12.45 .680 17.27 9-19 .532 13.51 .805 20.45 .875 22.23 .5625-32 un-2a .490 12.45 .360 9.14 .275 6.99 .092 2.34 .342 8.69 .600 15.24 .800 20.32 shell  size a flat  ?b  in. mm. in. mm. +.004/-.000 +0.10/-0.00 .005 0.13 5 .294 7.47 .322 8.18 6 .360 9.14 .386 9.80 7 .419 10.64 .449 11.40 8 .481 12.22 .510 12.95 9 .538 13.67 .574 14.58 series 800 mighty mouse with un mating thread right angle pcb receptacle headers 800-032-07  0 6  0 5 1 master key a flat b flats d  thread h f g ? .018/.022 (0.46/0.56) e ? c 2-56 threaded insert j k l recommended panel cutout ? b ? b   a flat   a flat shell size 5, 6, 7, 9 shell size 8 panel cutouts for right angle pcb headers 

 c  series 800 dimensions in inches (millimeters) and are subject to change without notice. ? 2010 glenair, inc.   cage code 06324  printed in u.s.a. glenair,  inc.  ?  1211  air  way  ?  glendale,  ca  91201-2497  ?  818-247-6000  ?  fax  818-500-9912 www.glenair.com   c-16   e-mail:  sales@glenair.com     01-january-2010   01-january-2010 series 800 mighty mouse with un mating thread right angle pcb receptacle headers 800-032-07 face view master key normal x y z jam nut flat and keyway locations shell size 5 and 6 socket face shown jam nut flat and keyway locations shell size 7 10 position socket face shown jam nut flat and keyway locations shell size 8 13 position socket face shown jam nut flat and keyway locations shell size 9 19 position socket face shown jam nut flat normal x y z master key master key z y x normal master keyway z y z normal jam nut flat jam nut flat jam nut flat key  positions key position key rotation normal (n) 150 x 140 y 130 z 120 face views of right angle  pcb headers

   01-january-2010 c  series 800 dimensions in inches (millimeters) and are subject to change without notice. ? 2010 glenair, inc.   cage code 06324  printed in u.s.a. glenair,  inc.  ?  1211  air  way  ?  glendale,  ca  91201-2497  ?  818-247-6000  ?  fax  818-500-9912 www.glenair.com   c-17   e-mail:  sales@glenair.com   01-january-2010 series 800 mighty mouse with un mating thread right angle pcb receptacle headers 800-032 pcb mounting footprints 5-3p 6-4p 6-7p 7-10p 8-13p 9-19p 5-3s 6-4s 6-7s 7-10s 8-13s 9-19s right  angle pcb footprints: pin  connectors patterns shown are for component mounting side of pcb . contacts are .022 (0.56) max. diameter, mounting holes are .093 (2.36) diameter right  angle pcb footprints: socket  connectors patterns shown are for component mounting side of pcb . a c b .076 (1.93) .038  (0.97) .006  (0.15) .155  (3.94) .310  (7.87) .064 (1.63) .192 (4.88) .385 (9.78)  4 3 1 2 .037 (0.94) .029 (0.74) .038 (0.97) .204 (5.18) .408 (10.36)  .076 (1.93) .038 (0.97) .066 (1.68)  typ. 4 5 6 7 3 1 2 1  2  3  4  5  10  9  8  7  6  .038  (0.97)  .040 (1.02)  .452  (11.48)  .226  (5.74)  .066 (1.68) typ.  .114  (2.90)  .076  (1.93)  5 1 2 3 4 10 12 11 6 13 9 8 7 .066 (1.68) typ. .038  (0.97) .490 (12.45) .245 (6.22) .046 (1.17) .114 (2.90) .076 (1.93) .114 (2.90) .600 (15.24) .300 (7.62) .152 (3.86) .076 (1.93) .132 (3.35) .066 (1.68) 1 2 3 4 5 6 7 8 9 10 11 12 14 15 16 13 17 18 19 a c b .076 (1.93) .038  (0.97) .006  (0.15) .155  (3.94) .310  (7.87) .064 (1.63) .192 (4.88) .385 (9.78)  4 3 1 2 .037 (0.94) .029 (0.74) .038 (0.97) .204 (5.18) .408 (10.36)  .076 (1.93) .038 (0.97) .066 (1.68)  typ. 4 5 6 7 3 1 2 1  2 3 4 5 10 9  8 7 6 .038  (0.97)  .040 (1.02)  .452  (11.48)  .226  (5.74)  .066 (1.68) typ.  .114  (2.90)  .076  (1.93)  5 1 2 3 4 10 12 11 6 13 9 8 7 .066 (1.68) typ. .038  (0.97) .490 (12.45) .245 (6.22) .046 (1.17) .114 (2.90) .076 (1.93) .114 (2.90) .600 (15.24) .300 (7.62) .152 (3.86) .076 (1.93) .132 (3.35) .066 (1.68) 1 2 3 4 5 6 7 8 9 10 11 12 14 15 16 13 17 18 19
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