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		  Datasheet File OCR Text:


		  log # 146  rev 08-2001 led tronics, inc. the future of light ? 23105 kashiwa court,   torrance, ca 90505  phone: (800) 579-4875 or (310) 534-1505   fax: (310) 534-1424      e-mail:  webmaster@ledtronics.com  website: http://www.ledtronics.com ? 20mm big dome panel mount led lamps features ? low-cost, non-relampable         panel mount � cylinder thread base �   led operating life: 25,000 hours � solid-state,   high shock / vibration  resistant � maintenance free, easy installation � wide viewing angle, 120o � operating temperature range:     (?60 to +60oc)  custom options  (for qualified applications) �  special voltages �  black or white package color big dome solid state led lamps (22.5mm hole, quick connect terminals) �  low power consumption, high  intensity � major power savings �  major reduction in heat  generation �  built-in current limiting resistor �  sunlight visible super bright or  high-efficiency leds 22.5 & 27.5mm mtg. diameter. sunlight v isible. big dome solid state led lamps (27.5mm hole, screw terminals) ?1.4 [36.0] 1.85 [47.0] 1.57 [40.0] 2.24 [57.0] 1.37 [35.0] 0.98 [25.0] m27x 1,5 1.08 mtg dia [27.5] suggested mounting hole information: panel thickness:  0.25" [6.35mm] max. material:  plastic terminal detail:  0.187" [4.74mm] male spade  quick connect 038 ur pt22.5m b = bi-polar d = dc a = ac b custom options: (for qualified applications) d led color cw = cool white pb = pure blue uy = ul yellow uo = ul orange ur = ul red ag = aqua green std. operating  voltage 5v 6v 12v 14v 24v 28v 38v 48v 120vac 130vdc 240vac series 22.5mm 27.5mm lens mounting hole part numbering ordering code d = diffused "on" c = tinted clear         "on"  ?1.08 [27.5] 1.18 [30.0] 0.177 [4.5] mounting hole suggested mounting hole information: panel thickness:  0.5" [12.7mm] max. material:  plastic terminal detail:  screw 0.112" [2.8mm] diameter,  flat washer & lock washer ?.885 [22.5] 0.945 [24.0] 0.126 [3.2] ?1.18 [30.0] .885 mtg dia [22.5] 2.24 [57.0] m22x1 0.59 [15.0] 1.06 [27.0] 0.66 [17.0] 1.10 [28.0] front view rear view front view rear view 1.4 [35.6] 1.2 [30.6] on-condition appearance 27.5mm diffused 27.5mm tinted clear 22.5mm diffused 22.5mm tinted clear
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