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		  Datasheet File OCR Text:


		  bridge rectifiers sensitron semiconductor    63                       operating   temperature ? 5 5c to +1 2 5c                 storage temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 0.5 ampere s  / mb-s b 1s b2s b4s b6s b8s 100 200 400 600 800 0.5 0.5 0.5 0.5 0.5 40 40 40 40 40 3 0 3 0 3 0 3 0 3 0 5.0 5.0 5.0 5.0 5. 0 0.5 0.5 0.5 0.5 0.5 1.0 1.0 1.0 1.0 1.0 0.8 ampere s  / wob b 40c800 b80c800 b125c800 b250c800 b380c800 b500c800 100 200 300 600 900 1200 0.8 0.8 0.8 0.8 0.8 0.8 50 50 50 50 50 50 45 45 45 45 45 45 10 10 10 10 1 0 10 0.8 0.8 0.8 0.8 0.8 0.8 1.0 1.0 1.0 1.0 1.0 1.0 1.0 ampere s  / wob b 40c1000 b80c1000 b125c1000 b250c1000 b380c1000 b500c1000 100 200 300 600 900 1200 1.0 1.0 1.0 1.0 1.0 1.0 50 50 50 50 50 50 45 45 45 45 45 45 10 10 10 10 1 0 10 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 ampere s  / dil df005 df01 df02 df04 df06 df08 df10 50 100 200 400 600 800 1000 1.0 1.0 1.0 1.0 1.0 1.0 1.0 40 40 40 40 40 40 40 30 30 30 30 30 30 30 10 10 10 10 1 0 10 10 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.1 1.1 1.1 1.1 1.1 1.1 1.1 1.0 ampere s  / df-s df005 s df01s df02s df04s df06s df08s df10s 50 100 200 400 600 800 1000 1.0 1.0 1.0 1.0 1.0 1.0 1.0 40 40 40 40 40 40 40 30 30 30 30 30 30 30 10 10 10 10 1 0 10 10 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.1 1.1 1.1 1.1 1.1 1.1 1.1 1.0 ampere s  / db-1 db 1 01 db 10 2 db103 db104 db105 db106 db107 50 100 200 400 600 800 1000 1.0 1.0 1.0 1.0 1.0 1.0 1.0 40 40 40 40 40 40 40 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.1 1.1 1.1 1.1 1.1 1.1 1.1

 bridge rectifiers sensitron semiconductor    64                                           operating   temperature ? 5 5c to +1 2 5c                  storage temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 1.5 ampere s  /  wob b40c1500 b80c1500 b125c1500 b250c1500 b380c1500 b500c1500 100 200 300 600 900 1200 1.5 1.5 1.5 1.5 1.5 1.5 50 50 50 50 50 50 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 1 0 10 10 1.5 1.5 1.5 1.5 1.5 1.5 1.0 1.0 1.0 1.0 1.0 1.0 1.5 ampere s  /  dil df 1 5 0 df 15 1 df1 5 2 df1 5 4 df1 5 6 df1 5 8 df1 5 10 50 100 200 400 600 800 1000 1.5 1.5 1.5 1.5 1.5 1.5 1.5 40 40 40 40 40 40 40 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 1.5 ampere s  /  df-s df 1 5 0s df 15 1s df1 5 2s df1 5 4s df1 5 6s df1 5 8s df1 5 10s 50 100 200 400 600 800 1000 1.5 1.5 1.5 1.5 1.5 1.5 1.5 40 40 40 40 40 40 40 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 1.5 ampere s  /  kbp kbp005m kbp01m kbp02m kbp04m kbp06m kbp08m kbp10m 50 100 200 400 600 800 1000 1.5 1.5 1.5 1.5 1.5 1.5 1.5 50 50 50 50 50 50 50 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 1.5 ampere s  /  kbp kbp150 kbp151 kbp152 kbp154 kbp156 kbp158 kbp1510 50 100 200 400 600 800 1000 1.5 1.5 1.5 1.5 1.5 1.5 1.5 50 50 50 50 50 50 50 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.3 1.3 1.3 1.3 1.3 1.3 1.3

 bridge rectifiers sensitron semiconductor    65                                          operating   temperature ? 5 5c to +1 2 5c                  storage temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 1.5 ampere s  /  kbp kbp150g kbp151g kbp152g kbp154g kbp156g kbp158g kbp1510g 50 100 200 400 600 800 1000 1.5 1.5 1.5 1.5 1.5 1.5 1.5 50 50 50 50 50 50 50 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 1.5 ampere s  /  db-1 db 1 51 db 15 2 db1 5 3 db1 5 4 db1 5 5 db1 5 6 db1 5 7 50 100 200 400 600 800 1000 1.5 1.5 1.5 1.5 1.5 1.5 1.5 40 40 40 40 40 40 40 6 0 6 0 6 0 6 0 6 0 6 0 6 0 10 10 10 10 1 0 10 10 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 1.5 ampere s  / rb-1 5 rb 1 51 rb 15 2 rb1 5 3 rb1 5 4 rb1 5 5 rb1 5 6 rb1 5 7 50 100 200 400 600 800 1000 1.5 1.5 1.5 1.5 1.5 1.5 1.5 25 25 25 25 25 25 25 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.5 ampere s  /  wob w005g w01g w02g w04g w06g w08g w10g 50 100 200 400 600 800 1000 1.5 1.5 1.5 1.5 1.5 1.5 1.5 50 50 50 50 50 50 50 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5.0 5.0 5.0 5.0 5. 0 5.0 5.0 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.5 ampere s  / wom w005m w 0 1m w 02m w 0 4m w06m w08m w10m 50 100 200 400 600 800 1000 1.5 1.5 1.5 1.5 1.5 1.5 1.5 25 25 25 25 25 25 25 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0

 bridge rectifiers sensitron semiconductor    66                                           operating   temperature ? 5 5c to +1 2 5c                  storage temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 2.0 ampere s  / kbp 2kbp005m 2kbp01m 2kbp02m 2kbp04m 2kbp06m 2kbp08m 2kbp10m 50 100 200 400 600 800 1000 2.0 2.0 2.0 2.0 2.0 2.0 2.0 50 50 50 50 50 50 50 6 0 6 0 6 0 6 0 6 0 6 0 6 0 10 10 10 10 1 0 10 10 2.0 2.0 2.0 2.0 2.0 2.0 2.0 1.1 1.1 1.1 1.1 1.1 1.1 1.1 2.0 ampere s  / rb-20 2 w005 2w 0 1 2w 02 2w 0 4 2 w06 2w08 2w10 50 100 200 400 600 800 1000 2.0 2.0 2.0 2.0 2.0 2.0 2.0 50 50 50 50 50 50 50 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 2.0 2.0 2.0 2.0 2.0 2.0 2.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 2.0 ampere s  / kbj-2 kbj2a kbj2b kbj2d kbj2g kbj2j kbj2k kbj2m 50 100 200 400 600 800 1000 2.0 2.0 2.0 2.0 2.0 2.0 2.0 50 50 50 50 50 50 50 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 2.0 ampere s  / kbp kbp200 kbp201 kbp202 kbp204 kbp206 kbp208 kbp2010 50 100 200 400 600 800 1000 2.0 2.0 2.0 2.0 2.0 2.0 2.0 50 50 50 50 50 50 50 6 0 6 0 6 0 6 0 6 0 6 0 6 0 10 10 10 10 1 0 10 10 2.0 2.0 2.0 2.0 2.0 2.0 2.0 1.1 1.1 1.1 1.1 1.1 1.1 1.1 2.0 ampere s  / kbp kbp200g kbp201g kbp202g kbp204g kbp206g kbp208g kbp2010g 50 100 200 400 600 800 1000 2.0 2.0 2.0 2.0 2.0 2.0 2.0 50 50 50 50 50 50 50 6 0 6 0 6 0 6 0 6 0 6 0 6 0 10 10 10 10 1 0 10 10 2.0 2.0 2.0 2.0 2.0 2.0 2.0 1.1 1.1 1.1 1.1 1.1 1.1 1.1

 bridge rectifiers sensitron semiconductor    67                                           operating temperature ? 5 5c to +1 2 5c                 storage    temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 2.0 ampere s  / rb-20 rb200 rb201 rb202 rb204 rb206 rb208 rb2010 50 100 200 400 600 800 1000 2.0 2.0 2.0 2.0 2.0 2.0 2.0 50 50 50 50 50 50 50 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 2.0 2.0 2.0 2.0 2.0 2.0 2.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 2.0 ampere s  / r s-2 rs201 rs202 rs203 rs204 rs205 rs206 rs207 kbp005 kbp01 kbp02 kbp04 kbp06 kbp08 kbp10 50 100 200 400 600 800 1000 50 100 200 400 600 800 1000 2.0 2.0 2.0 2.0 2.0 2.0 2 .0 2.0 2.0 2.0 2.0 2.0 2.0 2 .0 50 5 0 5 0 5 0 5 0 50 5 0 50 5 0 5 0 5 0 5 0 50 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 5 0 10 10 10 10 1 0 10 10 10 10 10 10 1 0 10 10 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 3.0 ampere s  / kbpc-3 kbpc300 kbpc301 kbpc302 kbpc304 kbpc306 kbpc308 kbpc310 50 100 200 400 600 800 1000 3.0 3.0 3.0 3.0 3.0 3.0 3.0 50 50 50 50 50 50 50 6 0 6 0 6 0 6 0 6 0 6 0 6 0 10 10 10 10 1 0 10 10 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.2 1.2 1.2 1.2 1.2 1.2 1.2 3.0 ampere s  / kbpc-3 kbpc300g kbpc301g kbpc302g kbpc304g kbpc306g kbpc308g kbpc310g 50 100 200 400 600 800 1000 3.0 3.0 3.0 3.0 3.0 3.0 3.0 50 50 50 50 50 50 50 6 0 6 0 6 0 6 0 6 0 6 0 6 0 5.0 5.0 5.0 5.0 5. 0 5.0 5.0 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.0 1.0 1.0 1.0 1.0 1.0 1.0

 bridge rectifiers sensitron semiconductor    68                                           operating temperature ? 5 5c to +1 2 5c                 storage    temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 3.7 ampere s  / rs-5 b40c3700/2200 b80c3700/2200 b125c3700/2200 b250c3700/2200 b380c3700/2200 100 200 300 600 900 3.7 3.7 3.7 3.7 3.7 45 45 45 45 45 100 100 100 100 100 10 10 10 10 10 3.0 3.0 3.0 3.0 3.0 1.0 1.0 1.0 1.0 1.0 4.0 ampere s  / g bu gbu4a gbu4b gbu4d gbu4g gbu4j gbu4k 50 100 200 400 600 800 3.0 3.0 3.0 3.0 3.0 3.0 40 40 40 40 40 40 150 150 150 150 150 150 5.0 5.0 5.0 5.0 5.0 5.0 4.0 4.0 4.0 4.0 4.0 4.0 1.0 1.0 1.0 1.0 1.0 1.0 4.0 ampere s  / kbj-4 kbj4a kbj4b kbj4d kbj4g kbj4j kbj4k kbj4m 50 100 200 400 600 800 1000 2.4 2.4 2.4 2.4 2.4 2.4 2.4 25 25 25 25 25 2 5 25 15 0 15 0 15 0 15 0 15 0 15 0 15 0 5.0 5.0 5.0 5.0 5. 0 5.0 5/0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 4.0 ampere s  / kbl kbl400g kbl401g kbl402g kbl404g kbl406g kbl408g kbl410g 50 100 200 400 600 800 1000 4.0 4.0 4.0 4.0 4.0 4.0 4.0 75 75 75 75 75 7 5 75 15 0 15 0 15 0 15 0 15 0 15 0 15 0 5.0 5.0 5.0 5.0 5. 0 5.0 5.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 1.1 1.1 1.1 1.1 1.1 1.1 1.1 4.0 ampere s  / kbu kbu400 kbu401 kbu402 kbu404 kbu406 kbu408 kbu410 50 100 200 400 600 800 1000 4.0 4.0 4.0 4.0 4.0 4.0 4.0 100 100 100 100 100 100 100 20 0 20 0 20 0 20 0 20 0 20 0 20 0 10 10 10 10 1 0 10 10 2.0 2.0 2.0 2.0 2.0 2.0 2.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0

 bridge rectifiers sensitron semiconductor    69                                             operating temperature ? 5 5c to +1 2 5c                  storage    temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 4.0 ampere s  / kbu kbu400g kbu401g kbu402g kbu404g kbu406g kbu408g kbu410g 50 100 200 400 600 800 1000 4.0 4.0 4.0 4.0 4.0 4.0 4.0 50 50 50 50 50 50 50 15 0 15 0 15 0 15 0 15 0 15 0 15 0 5.0 5.0 5.0 5.0 5. 0 5.0 5.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 1.1 1.1 1.1 1.1 1.1 1.1 1.1 4.0 ampere s  /  kbl rs401 rs4 0 2 rs403 rs404 rs405 rs406 rs407 kbl005 kbl01 kbl02 kbl04 kbl06 kbl08 kbl10 50 100 200 400 600 800 1000 50 100 200 400 600 800 1000 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 50 50 50 50 50 50 50 50 50 50 50 50 50 50 20 0 20 0 20 0 20 0 20 0 20 0 20 0 20 0 20 0 20 0 20 0 20 0 20 0 20 0 10 10 10 10 1 0 10 10 10 10 10 10 1 0 10 10 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 5.0 ampere s  / rs-5 b40c5000/3300 b80c 50 00/3300 b125c 50 00/3300 b250c 50 00/3300 b380c 50 00/3300 100 200 300 600 900 5.0 5.0 5.0 5.0 5.0 45 45 45 45 45 250 250 250 250 250 10 10 10 10 10 5.0 5.0 5.0 5.0 5.0 1.1 1.1 1.1 1.1 1.1 6.0 ampere s  /  gbu gbu6a gbu6b gbu6d gbu6g gbu6j gbu6k 50 100 2 00 4 00 6 00 800 6.0 6.0 6 .0 6 .0 6 .0 6.0 100 100 100 100 100 100 175 175 175 175 175 175 5.0 5.0 5.0 5.0 5.0 5.0 6.0 6 .0 6 .0 6 .0 6 .0 6.0 1. 0 1. 0 1. 0 1. 0 1. 0 1.0

 bridge rectifiers sensitron semiconductor    70                                           operating temperature ? 5 5c to +1 2 5c                 storage temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk ? adc a pk v pk 6.0 ampere s  /  kbj-6 kbj6a kbj6b kbj6d kbj6g kbj6j kbj6k kbj6m 50 100 2 00 4 00 6 00 800 1000 6.0 6.0 6 .0 6 .0 6 .0 6.0 6.0 100 100 100 100 100 100 100 170 170 170 170 170 170 170 5.0 5.0 5.0 5.0 5.0 5.0 5.0 3.0 3 .0 3 .0 3 .0 3 .0 3.0 3.0 1. 05 1. 05 1. 05 1. 05 1. 05 1.05 1.05 6.0 ampere s  /  kbpc-6 kbpc600 kbpc601 kbpc602 kbpc604 kbpc606 kbpc608 kbpc610 50 100 2 00 4 00 6 00 800 1000 6.0 6.0 6 .0 6 .0 6 .0 6.0 6.0 50 50 50 50 50 50 50 125 125 125 125 125 125 125 10 10 10 10 10 10 10 3.0 3 .0 3 .0 3 .0 3 .0 3.0 3.0 1. 1 1. 1 1. 1 1. 1 1. 1 1.1 1.1 6.0 ampere s  /  kbpc-6 kbpc600g kbpc601g kbpc602g kbpc604g kbpc606g kbpc608g kbpc610g 50 100 2 00 4 00 6 00 800 1000 6.0 6.0 6 .0 6 .0 6 .0 6.0 6.0 50 50 50 50 50 50 50 160 160 160 160 160 160 160 5.0 5.0 5.0 5.0 5.0 5.0 5.0 3.0 3 .0 3 .0 3 .0 3 .0 3.0 3.0 1. 0 1. 0 1. 0 1. 0 1. 0 1.0 1.0 6.0 ampere s  /  kbu kbu600 kbu601 kbu602 kbu604 kbu606 kbu608 kbu610 50 100 2 00 4 00 6 00 800 1000 6.0 6.0 6 .0 6 .0 6 .0 6.0 6.0 100 100 100 100 100 100 100 250 250 250 250 250 250 250 10 10 10 10 10 10 10 3.0 3 .0 3 .0 3 .0 3 .0 3.0 3.0 1. 0 1. 0 1. 0 1. 0 1. 0 1.0 1.0 6.0 ampere s  /  kbu kbu600g kbu601g kbu602g kbu604g kbu606g kbu608g kbu610g 50 100 2 00 4 00 6 00 800 1000 6.0 6.0 6 .0 6 .0 6 .0 6.0 6.0 65 65 65 65 65 65 65 175 175 175 175 175 175 175 5.0 5.0 5.0 5.0 5.0 5.0 5.0 3.0 3 .0 3 .0 3 .0 3 .0 3.0 3.0 1. 1 1. 1 1. 1 1. 1 1. 1 1.1 1.1

 bridge rectifiers sensitron semiconductor    71                                            operating temperature ? 5 5c to +1 2 5c                  storage    temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 6.0 ampere s  /  kbu (*heat sink temperature) rs601 rs6 0 2 rs603 rs604 RS605 rs606 rs607 kbu6a kbu6b kbu6d kbu6g kbu6j kbu6k kbu6m 50 100 200 400 600 800 1000 50 100 200 400 600 800 1000 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 6.0 * 50 *50 *50 *50 *50 * 50 *50 * 50 *50 *50 *50 *50 * 50 *50 25 0 25 0 25 0 25 0 25 0 25 0 25 0 25 0 25 0 25 0 25 0 25 0 25 0 25 0 10 10 10 10 1 0 10 10 10 10 10 10 1 0 10 10 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 8.0 ampere s  /  gbu gbu8a gbu8b gbu8d gbu8g gbu8j gbu8k 50 100 2 00 4 00 6 00 800 8.0 8.0 8 .0 8 .0 8 .0 8.0 100 100 100 100 100 100 200 200 200 200 200 200 5.0 5.0 5.0 5.0 5.0 5.0 8.0 8 .0 8 .0 8 .0 8 .0 8.0 1. 0 1. 0 1. 0 1. 0 1. 0 1.0 8.0 ampere s  /  kbj-6 kbj8a kbj8b kbj8d kbj8g kbj8j kbj8k kbj8m 50 100 2 00 4 00 6 00 800 1000 8.0 8.0 8 .0 8 .0 8 .0 8.0 8.0 75 75 75 75 75 75 75 200 200 200 200 200 200 200 10 10 10 10 10 10 10 8.0 8 .0 8 .0 8 .0 8 .0 8.0 8.0 1. 1 1. 1 1. 1 1. 1 1. 1 1.1 1.1 8.0 ampere s  /  kbpc-8 kbpc800 kbpc801 kbpc802 kbpc804 kbpc806 kbpc808 kbpc810 50 100 2 00 4 00 6 00 800 1000 8.0 8.0 8 .0 8 .0 8 .0 8.0 8.0 50 50 50 50 50 50 50 125 125 125 125 125 125 125 10 10 10 10 10 10 10 4.0 4 .0 4 .0 4 .0 4 .0 4.0 4.0 1. 1 1. 1 1. 1 1. 1 1. 1 1.1 1.1

 bridge rectifiers sensitron semiconductor    72                                            operating temperature ? 5 5c to +1 2 5c                 storage    temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 8.0 ampere s  /  kbpc-8 kbpc800g kbpc801g kbpc802g kbpc804g kbpc806g kbpc808g kbpc810g 50 100 2 00 4 00 6 00 800 1000 8.0 8.0 8 .0 8 .0 8 .0 8.0 8.0 50 50 50 50 50 50 50 160 160 160 160 160 160 160 5.0 5.0 5.0 5.0 5.0 5.0 5.0 4.0 4 .0 4 .0 4 .0 4 .0 4.0 4.0 1. 1 1. 1 1. 1 1. 1 1. 1 1.1 1.1 8.0 ampere s  /  kbu kbu800 kbu801 kbu802 kbu804 kbu806 kbu808 kbu810 50 100 2 00 4 00 6 00 800 1000 8.0 8.0 8 .0 8 .0 8 .0 8.0 8.0 50 50 50 50 50 50 50 100 100 100 100 100 100 100 10 10 10 10 10 10 10 4.0 4 .0 4 .0 4 .0 4 .0 4.0 4.0 1. 0 1. 0 1. 0 1. 0 1. 0 1.0 1.0 8.0 ampere s  /  kbu kbu800g kbu801g kbu802g kbu804g kbu806g kbu808g kbu810g 50 100 2 00 4 00 6 00 800 1000 8.0 8.0 8 .0 8 .0 8 .0 8.0 8.0 65 6 5 6 5 6 5 6 5 65 65 200 200 200 200 200 200 200 5.0 5.0 5.0 5.0 5.0 5.0 5.0 4.0 4 .0 4 .0 4 .0 4 .0 4.0 4.0 1. 1 1. 1 1. 1 1. 1 1. 1 1.1 1.1 10.0 ampere s  /  kbpc / kbpc-w kbpc1000/w kbpc1001/w kbpc1002/w kbpc1004/w kbpc1006/w kbpc1008/w kbpc1010/w 50 100 2 00 4 00 6 00 800 1000 10 10 1 0 1 0 1 0 10 10 50 50 50 50 50 50 50 200 200 200 200 200 200 200 10 10 10 10 10 10 10 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 2 1. 2 1. 2 1. 2 1. 2 1.2 1.2 10.0 ampere s  /  kbpc-g / w kbpc1000g/w kbpc1001g/w kbpc1002g/w kbpc1004g/w kbpc1006g/w kbpc1008g/w kbpc1010g/w 50 100 2 00 4 00 6 00 800 1000 10 10 1 0 1 0 1 0 10 10 50 50 50 50 50 50 50 200 200 200 200 2 00 200 200 5.0 5. 0 5.0 5.0 5.0 5.0 5.0 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 1 1. 1 1. 1 1. 1 1. 1 1.1 1.1

 bridge rectifiers sensitron semiconductor    73                                           operating temperature ? 5 5c to +1 2 5c                 storage temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 10.0 ampere s  /  kbpc-s kbpc1000gs kbpc1001gs kbpc1002gs kbpc1004gs kbpc1006gs kbpc1008gs kbpc1010gs 50 100 2 00 4 00 6 00 800 1000 10 10 1 0 1 0 1 0 10 10 50 50 50 50 50 50 50 200 200 200 200 2 00 200 200 5.0 5. 0 5.0 5.0 5.0 5.0 5.0 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 1 1. 1 1. 1 1. 1 1. 1 1.1 1.1 10.0 ampere s  /  kbpc-p / kbpc-pw kbpc1000p/w kbpc1001p/w kbpc1002p/w kbpc1004p/w kbpc1006p/w kbpc1008p/w kbpc1010p/w 50 100 2 00 4 00 6 00 800 1000 10 10 1 0 1 0 1 0 10 10 50 50 50 50 50 50 50 200 200 200 200 2 00 200 200 10 1 0 10 10 10 10 10 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 1 1. 1 1. 1 1. 1 1. 1 1.1 1.1 10.0 ampere s  /  kbpc-s kbpc1000s kbpc1001s kbpc1002s kbpc1004s kbpc1006s kbpc1008s kbpc1010s 50 100 2 00 4 00 6 00 800 1000 10 10 1 0 1 0 1 0 10 10 50 50 50 50 50 50 50 200 200 200 200 2 00 200 200 10 1 0 10 10 10 10 10 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 2 1. 2 1. 2 1. 2 1. 2 1.2 1.2 10.0 ampere s  /  kbu kbu1000 kbu1001 kbu1002 kbu1004 kbu1006 kbu1008 kbu1010 50 100 2 00 4 00 6 00 800 1000 10 10 1 0 1 0 1 0 10 10 100 100 100 100 100 100 100 300 3 00 300 300 3 00 300 300 10 1 0 10 10 10 10 10 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 0 1. 0 1. 0 1.0 1. 0 1.0 1.0 10.0 ampere s  /  kbu kbu1000g kbu1001g kbu1002g kbu1004g kbu1006g kbu1008g kbu1010g 50 100 2 00 4 00 6 00 800 1000 10 10 1 0 1 0 1 0 10 10 50 50 50 50 50 50 50 200 2 00 200 2 00 2 00 200 200 5.0 5. 0 5.0 5.0 5.0 5.0 5.0 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 1 1. 1 1. 1 1.1 1. 1 1.1 1.1

 bridge rectifiers sensitron semiconductor    74                                           operating temperature ? 5 5c to +1 2 5c                 storage temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk ? adc a pk v pk 10.0 ampere s  /  mp-10 mp1000 mp1001 mp1002 mp1004 mp1006 mp1008 mp1010 50 100 2 00 4 00 6 00 800 1000 10 10 1 0 1 0 1 0 10 10 50 50 50 50 50 50 50 200 2 00 200 2 00 2 00 200 200 10 1 0 10 10 10 10 10 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 1 1. 1 1. 1 1.1 1. 1 1.1 1.1 10.0 ampere s  /  kbpc-8 pb1000 pb1001 pb1002 pb1004 pb1006 pb1008 pb1010 50 100 2 00 4 00 6 00 800 1000 10 10 1 0 1 0 1 0 10 10 50 50 50 50 50 50 50 150 15 0 150 15 0 15 0 150 150 10 1 0 10 10 10 10 10 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 1 1. 1 1. 1 1.1 1. 1 1.1 1.1 10.0 ampere s  /  kbpc-8 pb1000g pb1001g pb1002g pb1004g pb1006g pb1008g pb1010g 50 100 2 00 4 00 6 00 800 1000 10 10 1 0 1 0 1 0 10 10 45 4 5 4 5 4 5 4 5 45 45 180 18 0 180 18 0 18 0 180 180 5.0 5. 0 5.0 5.0 5.0 5.0 5.0 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 0 1. 0 1. 0 1.0 1. 0 1.0 1.0 10.0 ampere s  /  rkbpc / rkbpc-w rkbpc1000/w rkbpc1001/w rkbpc1002/w rkbpc1004/w rkbpc1006/w rkbpc1008/w rkbpc1010/w 50 100 2 00 4 00 6 00 800 1000 10 10 1 0 1 0 1 0 10 10 55 5 5 5 5 5 5 5 5 55 55 200 20 0 200 20 0 20 0 200 200 10 1 0 10 10 10 10 10 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 3 1. 3 1. 3 1.3 1. 3 1.3 1.3 15.0 ampere s  /  br-25 (w) br1505 br151 br152 br154 br156 br158 br1510 50 100 200 400 600 800 1000 15 15 15 15 15 15 15 55 55 55 55 55 55 55 30 0 30 0 30 0 30 0 30 0 30 0 30 0 10 10 10 10 1 0 10 10 7.5 7.5 7.5 7.5 7.5 7.5 7.5 1.0 1.0 1.0 1.0 1.0 1.0 1.0

 bridge rectifiers sensitron semiconductor    75                                            operating temperature ? 5 5c to +1 2 5c                  storage    temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 15.0 ampere s  /  kbj-6 kbj15a kbj15b kbj15d kbj15g kbj15j kbj15k kbj15m 50 100 200 400 600 800 1000 15 15 15 15 15 15 15 100 100 100 100 100 100 100 20 0 20 0 20 0 2 0 0 20 0 20 0 20 0 5.0 5.0 5.0 5.0 5. 0 5.0 5.0 7.5 7.5 7.5 7.5 7.5 7.5 7.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 15.0 ampere s  /  kbpc / kbpc-w kbpc1500/w kbpc1501/w kbpc1502/w kbpc1504/w kbpc1506/w kbpc1508/w kbpc1510/w 50 100 200 400 600 800 1000 15 15 15 15 15 15 15 60 60 60 60 60 60 60 30 0 30 0 30 0 3 0 0 30 0 30 0 30 0 10 10 10 10 1 0 10 10 7.5 7.5 7.5 7.5 7.5 7.5 7.5 1.2 1.2 1.2 1.2 1.2 1.2 1.2 15.0 ampere s  /  kbpc -g  / w kbpc1500g/w kbpc1501 g /w kbpc1502 g /w kbpc1504 g /w kbpc1506 g /w kbpc1508 g /w kbpc1510 g /w 50 100 200 400 600 800 1000 15 15 15 15 15 15 15 55 55 55 55 55 55 55 30 0 30 0 30 0 3 0 0 30 0 30 0 30 0 5.0 5.0 5.0 5.0 5. 0 5.0 5.0 7.5 7.5 7.5 7.5 7.5 7.5 7.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 15.0 ampere s  /  kbpc / kbpc-s kbpc1500gs kbpc1501gs kbpc1502gs kbpc1504gs kbpc1506g s kbpc1508gs kbpc1510gs 50 100 200 400 600 800 1000 15 15 15 15 15 15 15 55 55 55 55 55 55 55 30 0 30 0 30 0 3 0 0 30 0 30 0 30 0 5.0 5.0 5.0 5.0 5. 0 5.0 5.0 7.5 7.5 7.5 7.5 7.5 7.5 7.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 15.0 ampere s  /  kbpc -p  /  w kbpc1500p/w kbpc1501 p /w kbpc1502 p /w kbpc1504 p /w kbpc1506 p /w kbpc1508 p /w kbpc1510 p /w 50 100 200 400 600 800 1000 15 15 15 15 15 15 15 60 60 60 60 60 60 60 30 0 30 0 30 0 3 0 0 30 0 30 0 30 0 10 10 10 10 1 0 10 10 7.5 7.5 7.5 7.5 7.5 7.5 7.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1

 bridge rectifiers sensitron semiconductor    76                                            operating temperature ? 5 5c to +1 2 5c                  storage    temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 15.0 ampere s  /  kbpc / kbpc-s kbpc1500s kbpc1501s kbpc1502s kbpc1504s kbpc1506 s kbpc1508s kbpc1510s 50 100 200 400 600 800 1000 15 15 15 15 15 15 15 60 60 60 60 60 60 60 30 0 30 0 30 0 3 0 0 30 0 30 0 30 0 10 10 10 10 1 0 10 10 7.5 7.5 7.5 7.5 7.5 7.5 7.5 1.2 1.2 1.2 1.2 1.2 1.2 1.2 15.0 ampere s  /  mp-15 mp1500 mp1501 mp1502 mp1504 mp1506 mp1508 mp1510 50 100 200 400 600 800 1000 15 15 15 15 15 15 15 70 70 70 70 70 70 70 30 0 30 0 30 0 3 0 0 30 0 30 0 30 0 10 10 10 10 1 0 10 10 7.5 7.5 7.5 7.5 7.5 7.5 7.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 1 5 .0 ampere s  /  rkbpc / rkbpc-w rkbpc1500/w rkbpc1501/w rkbpc1502/w rkbpc1504/w rkbpc1506/w rkbpc1508/w rkbpc1510/w 50 100 2 00 4 00 6 00 800 1000 15 15 1 5 1 5 1 5 15 15 55 5 5 5 5 5 5 5 5 55 55 200 20 0 200 20 0 20 0 200 200 10 1 0 10 10 10 10 10 5.0 5 .0 5 .0 5 .0 5 .0 5.0 5.0 1. 3 1. 3 1. 3 1.3 1. 3 1.3 1.3 25.0 ampere s  /  kbj-6 kbj25a kbj25b kbj25d kbj25g kbj25j kb j25k kbj25m 50 100 200 400 600 800 1000 25 25 25 25 25 25 25 100 100 100 100 100 100 100 30 0 30 0 30 0 30 0 30 0 30 0 30 0 10 10 10 10 1 0 10 10 12.5 12.5        12.5 12.5 12.5 12.5 12.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 25.0 ampere s  /  br-25 (w) br 2 505 br251 br252 br254 br256 br258 br2510 50 100 200 400 600 800 1000 25 25 25 25 25 25 25 55 55 55 55 55 55 55 40 0 40 0 40 0 40 0 40 0 40 0 40 0 10 10 10 10 1 0 10 10 12.5 12.5        12.5 12.5 12.5 12.5 12.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1

 bridge rectifiers sensitron semiconductor    77                                            operating temperature ? 5 5c to +1 2 5c                  storage temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 25.0 ampere s  /  kbpc-s kbpc 2 50 0gs kbpc 2 50 1gs kbpc 2 50 2gs kbpc 2 50 4gs kbpc 2 50 6gs kbpc 2 50 8gs kbpc 2 5 10gs 50 100 200 400 600 800 1000 25 25 25 25 25 25 25 55 55 55 55 55 55 55 30 0 30 0 30 0 30 0 30 0 30 0 30 0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 12.5 12.5        12.5 12.5 12.5 12.5 12.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 25.0 ampere s  /  kbpc-w kbpc 2 50 0/w kbpc 2 50 1/w kbpc 2 50 2/w kbpc 2 50 4/w kbpc 2 50 6/w kbpc 2 50 8/w kbpc 2 5 10/w 50 100 200 400 600 800 1000 25 25 25 25 25 25 25 60 60 60 60 60 60 60 40 0 40 0 40 0 40 0 40 0 40 0 40 0 10 10 10 10 10 10 10 12.5 12.5        12.5 12.5 12.5 12.5 12.5 1.2 1.2 1.2 1.2 1.2 1.2 1.2 25.0 ampere s  /  kbpc-g/w kbpc 2 50 0g/w kbpc 2 50 1g/w kbpc 2 50 2g/w kbpc 2 50 4g/w kbpc 2 50 6g/w kbpc 2 50 8g/w kbpc 2 5 10g/w 50 100 200 400 600 800 1000 25 25 25 25 25 25 25 55 55 55 55 55 55 55 30 0 30 0 30 0 30 0 30 0 30 0 30 0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 12.5 12.5        12.5 12.5 12.5 12.5 12.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 25.0 ampere s  /  kbpc-p/w kbpc 2 50 0p/w kbpc 2 50 1p/w kbpc 2 50 2p/w kbpc 2 50 4p/w kbpc 2 50 6p/w kbpc 2 50 8p/w kbpc 2 5 10p/w 50 100 200 400 600 800 1000 25 25 25 25 25 25 25 60 60 60 60 60 60 60 30 0 30 0 30 0 30 0 30 0 30 0 30 0 10 10 10 10 1 0 10 10 12.5 12.5        12.5 12.5 12.5 12.5 12.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 25.0 ampere s  /  mt mt 2 50 0 mt 2 50 1 mt 2 50 2 mt 2 50 4 mt2 50 6 mt 2 50 8 mt 2 5 10 mt2512 mt2514 mt2516 50 100 200 400 600 800 1000 1200 1400 1600 25 25 25 25 25 25 25 25 25 25 70 70 70 70 70 70 70 70 70 70 375 375 375 375 375 375 375 375 375 375 10 10 10 10 10 10 10 10 10 10 25 25          25 25 25 25 25 25 25 25 1.26 1.26 1.26 1.26 1.26 1.26 1.26 1.26 1.26 1.26

 bridge rectifiers sensitron semiconductor    78                                            operating temperature ? 5 5c to +1 2 5c                  storage    temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 25.0 ampere s  /  rkbpc /w rkbpc2 50 0/w rkbpc 2 50 1/w rkbpc 2 50 2/w rkbpc 2 50 4/w rkbpc2 50 6/w rkbpc 2 50 8 /w rkbpc 2 5 10/w 50 100 200 400 600 800 1000 25 25 25 25 25 25 25 55 55 55 55 55 55 55 300 300 300 300 300 300 300 10 10 10 10 10 10 10 25 25          25 25 25 25 25 1.3 1.3 1.3 1.3 1.3 1.3 1.3 35.0 ampere s  /  kbpc-s kbpc 35 0 0gs kbpc 35 0 1gs kbpc 35 0 2gs kbpc 35 0 4gs kbpc 35 0 6gs kbpc 35 0 8gs kbpc 3510gs 50 100 200 400 600 800 1000 35 35 35 35 35 35 35 55 55 55 55 55 55 55 40 0 40 0 40 0 40 0 40 0 40 0 40 0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 12.5 12.5        12.5 12.5 12.5 12.5 12.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1   35.0 ampere s  / k bpc-w kbpc 35 0 0/w kbpc 3501/w kbpc 35 0 2/w kbpc 35 0 4/w kbpc 35 0 6/w kbpc 35 0 8/w kbpc 3510/w 50 100 200 400 600 800 1000 35 35 35 35 35 35 35 60 60 60 60 60 60 60 40 0 40 0 40 0 40 0 40 0 40 0 40 0 10 10 10 10 10 10 10 12.5 12.5        12.5 12.5 12.5 12.5 12.5 1.2 1.2 1.2 1.2 1.2 1.2 1.2 35.0 ampere s  /  kbpc-g/w kbpc 3 50 0g/w kbpc 3 50 1g/w kbpc 3 50 2g/w kbpc 3 50 4g/w kbpc 3 50 6g/w kbpc 3 50 8g/w kbpc 3 5 10g/w 50 100 200 400 600 800 1000 35 35 35 35 35 35 35 55 55 55 55 55 55 55 40 0 40 0 40 0 40 0 40 0 40 0 40 0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 12.5 12.5        12.5 12.5 12.5 12.5 12.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1 35.0 ampere s  /  kbpc-p/w kbpc 3 50 0p/w kbpc 3 50 1p/w kbpc 3 50 2p/w kbpc 3 50 4p/w kbpc 3 50 6p/w kbpc 3 50 8p/w kbpc 3 5 10p/w 50 100 200 400 600 800 1000 35 35 35 35 35 35 35 60 60 60 60 60 60 60 40 0 40 0 40 0 40 0 40 0 40 0 40 0 10 10 10 10 1 0 10 10 12.5 12.5        12.5 12.5 12.5 12.5 12.5 1.1 1.1 1.1 1.1 1.1 1.1 1.1

 bridge rectifiers sensitron semiconductor    79                                          operating temperature ? 5 5c to +1 2 5c                 storage temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 35.0 ampere s  /  mt mt 3 50 0 mt 3 50 1 mt 3 50 2 mt 3 50 4 mt3 50 6 mt 3 50 8 mt3 5 10 mt3512 mt3514 mt3516 50 100 200 400 600 800 1000 1200 1400 1600 35 35 35 35 35 35 35 35 35 35 60 60 60 60 60 60 60 60 60 60 500 500 500 500 500 500 500 500 500 500 10 10 10 10 10 10 10 10 10 10 25 25          25 25 25 25 25 25 25 25 1.19 1.19 1.19 1.19 1.19 1.19 1.19 1.19 1.19 1.19   35.0 ampere s  /  rkbpc (w) rkbpc3 50 0/w rkbpc 3 50 1/w rkbpc 3 50 2/w rkbpc 3 50 4/w rkbpc3 50 6/w rkbpc 3 50 8 /w rkbpc 3 5 10/w 50 100 200 400 600 800 1000 35 35 35 35 35 35 35 55 55 55 55 55 55 55 400 400 400 400 400 400 400 10 10 10 10 10 10 10 25 25          25 25 25 25 25 1.3 1.3 1.3 1.3 1.3 1.3 1.3 40.0 ampere s  /  kbpc-s kbpc 40 0 0s kbpc 40 0 1s kbpc 40 0 2s kbpc 40 0 4s kbpc 40 0 6s kbpc 40 0 8s kbpc 4010s 50 100 200 400 600 800 1000 40 40 40 40 40 40 40 55 55 55 55 55 55 55 40 0 40 0 40 0 400 40 0 40 0 40 0 10 10 10 10 10 10 10 20 20          20 20 20 20 20 1.2 1.2 1.2 1.2 1.2 1.2 1.2 40.0 ampere s  / k bpc-w kbpc 40 0 0/w kbpc 40 0 1/w kbpc 40 0 2/w kbpc 40 0 4/w kbpc 40 0 6/w kbpc 40 0 8/w kbpc 4010/w 50 100 200 400 600 800 1000 40 40 40 40 40 40 40 55 55 55 55 55 55 55 40 0 40 0 40 0 40 0 40 0 40 0 40 0 10 10 10 10 10 10 10 20 20          20 20 20 20 20 1.2 1.2 1.2 1.2 1.2 1.2 1.2 40.0 ampere s  /  kbpc-g/w kbpc 40 0 0g/w kbpc 40 0 1g/w kbpc 40 0 2g/w kbpc 40 0 4g/w kbpc 40 0 6g/w kbpc 40 0 8g/w kbpc 4010g/w 50 100 200 400 600 800 1000 40 40 40 40 40 40 40 55 55 55 55 55 55 55 40 0 40 0 40 0 40 0 40 0 40 0 40 0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 20 20          20 20 20 20 20 1.1 1.1 1.1 1.1 1.1 1.1 1.1

 bridge rectifiers sensitron semiconductor    80                                           operating temperature ? 5 5c to +1 2 5c                  storage    temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 40.0 ampere s  /  kbpc-gs kbpc 40 0 0gs kbpc 40 0 1gs kbpc 40 0 2gs kbpc 40 0 4gs kbpc 40 0 6gs kbpc 40 0 8gs kbpc 4010gs 50 100 200 400 600 800 1000 40 40 40 40 40 40 40 55 55 55 55 55 55 55 40 0 40 0 40 0 400 40 0 40 0 40 0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 20 20          20 20 20 20 20 1.1 1.1 1.1 1.1 1.1 1.1 1.1 40.0 ampere s  /  kbpc-p/w kbpc 40 0 0p/w kbpc 40 0 1p/w kbpc 40 0 2p/w kbpc 40 0 4p/w kbpc 40 0 6p/w kbpc 40 0 8p/w kbpc 4010p/w 50 100 200 400 600 800 1000 40 40 40 40 40 40 40 55 55 55 55 55 55 55 40 0 40 0 40 0 400 40 0 40 0 40 0 10 10 10 10 1 0 10 10 20 20          20 20 20 20 20 1.2 1.2 1.2 1.2 1.2 1.2 1.2 50.0 ampere s  / k bpc-s kbpc 50 0 0s kbpc 50 0 1s kbpc 50 0 2s kbpc 50 0 4s kbpc 50 0 6s kbpc 50 0 8s kbpc 5010s 50 100 200 400 600 800 1000 50 50 50 50 50 50 50 55 55 55 55 55 55 55 40 0 40 0 40 0 400 40 0 40 0 40 0 10 10 10 10 10 10 10 25 25          25 25 25 25 25 1.2 1.2 1.2 1.2 1.2 1.2 1.2 50.0 ampere s  /  kbpc-w kbpc 50 0 0/w kbpc 50 0 1/w kbpc 50 0 2/w kbpc 50 0 4/w kbpc 50 0 6/w kbpc 50 0 8/w kbpc 5010/w 50 100 200 400 600 800 1000 50 50 50 50 50 50 50 55 55 55 55 55 55 55 40 0 40 0 40 0 40 0 40 0 40 0 40 0 10 10 10 10 10 10 10 25 25          25 25 25 25 25 1.2 1.2 1.2 1.2 1.2 1.2 1.2 50.0 ampere s  /  kbpc-g/w kbpc 50 0 0g/w kbpc 50 0 1g/w kbpc 50 0 2g/w kbpc 50 0 4g/w kbpc 50 0 6g/w kbpc 50 0 8g/w kbpc 5010g/w 50 100 200 400 600 800 1000 50 50 50 50 50 50 50 55 55 55 55 55 55 55 40 0 40 0 40 0 40 0 40 0 40 0 40 0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 25 25          25 25 25 25 25 1.1 1.1 1.1 1.1 1.1 1.1 1.1

 bridge rectifiers sensitron semiconductor    81                                            operating temperature ? 5 5c to +1 2 5c                  storage temperature ? 5 5c to +1 2 5c maximum peak reverse voltage maximum average rectified current @half-wave resistive load 60hz maximum forward peak surge current @8.3ms superimposed maximum reverse current @prv @25c   t a maximum forward voltage @25c   t a prv io @ t a i fm (surge) i r i fm v fm type v pk a av c a pk  adc a pk v pk 50.0 ampere s  /  kbpc-gs kbpc 50 0 0gs kbpc 50 0 1gs kbpc 50 0 2gs kbpc 50 0 4gs kbpc 50 0 6gs kbpc 50 0 8gs kbpc 5010gs 50 100 200 400 600 800 1000 50 50 50 50 50 50 50 55 55 55 55 55 55 55 40 0 40 0 40 0 400 40 0 40 0 40 0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 25 25          25 25 25 25 25 1.1 1.1 1.1 1.1 1.1 1.1 1.1 50.0 ampere s  /  kbpc-p/w kbpc 50 0 0p/w kbpc 50 0 1p/w kbpc 50 0 2p/w kbpc 50 0 4p/w kbpc 50 0 6p/w kbpc 50 0 8p/w kbpc 5010p/w 50 100 200 400 600 800 1000 50 50 50 50 50 50 50 55 55 55 55 55 55 55 40 0 40 0 40 0 400 40 0 40 0 40 0 10 10 10 10 1 0 10 10 25 25          25 25 25 25 25 1.2 1.2 1.2 1.2 1.2 1.2 1.2   note:  ? * ? = glass passivated die construction
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