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		  Datasheet File OCR Text:


		  ex-245 evacuated miniature oven controlled crystal  oscillator       emxo tm          vectron international  -  267 lowell road, hudson,  nh 03051  -  tel: 1-88-vectron-1  -  web:  www.vectron.com   - 1 -  ex-245 series    hi-reliability evacuated miniature crystal oscillat or  emxo tm       features features features features        ?   radiation tolerant to > 100krad (si) total dose       ?   low power consumption:  ex-245 evacuated miniature oven controlled crystal  oscillator       emxo tm          vectron international  -  267 lowell road, hudson,  nh 03051  -  tel: 1-88-vectron-1  -  web:  www.vectron.com   - 2 -    environmental conditions (designed to meet)           ?   radiation tolerant (operating):    active devices ar e selected from a family of product that is inheren tly             radiation tolerant to meet 100krad (si) total  dose    ?   mechanical shock (survive)***:    mil-std-202, test  method 213, condition e (1000g, 0.5msec)    ?   vibration random (survive)***:    mil-std-202, test  method 214, condition i-f (20grms, 3 minutes/axis)    ?   vibration sine (survive)***:    mil-std-202, test me thod 204, condition d (20grms, 20 minutes/axis)    note:   *** met by design, not tested    package outline                                        ordering information      pin function    pin #    with efc     fixed frequency     1    efc    no connection    2-4    no connection    no connection    8    case/gnd    case/gnd    9    output    output    13-14    no connection    no connection    15    vref    no connection    16    supply    supply  pin numbers are for reference only. they do not app ear on unit   150  183   220   60s   60-90s   45-60s   time (s)   temperature ( o c)   reflow profile  reflow profile   ex   245  c  a  d  5 0 8  a  12.8000  ex = emxo  package    245  supply voltage    c  = 5.0 vdc +/-5%  output    a  = cmos  g  = +0dbm sine  h  = +3dbm sine  temperature & stability    c-308  =  +/-30 ppb over    -0 o c to +70 o c   d-508  =  +/-50 ppb over  -20 o c to +70 o c  f-107  = +/-100 ppb over -40 o c to +85 o c  other  options    a  = electrical frequency control (efc)  f  = fixed frequency   output frequency    10.0000 mhz   12.8000 mhz   13.0000 mhz  16.3840 mhz  20.0000 mhz   mhz  s  screening options    s  = product level s, mil-prf-55310  b  = product level b, mil-prf-55310  e  = engineering model (em)  p  = proof of design (pod) / prototype  -  -  -  - 
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