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		  Datasheet File OCR Text:


		  [ 98 ] 201 mclean boulevard ? paterson, new jersey 07504 ? tel: (973) 881-8800 ? fax: (973) 881-8361 e-mail: sales@synergymwave.com ? world wide w eb: http://www.synergymwave.com modulators modulators modulators modulators modulators i & q i & q i & q i & q i & q modulators modulators modulators modulators modulators i & q i & q i & q i & q i & q 15 - 510 dc-250 +10 9.0 15 35 0 +15 153 2 smk-34-15 28.5 - 31.5 dc-15  +10 8.0 30 45 0 +15 113 2 smk-701* 57 - 63 dc-30  +10 8.0 30 45 0 +15 113 2 smk-702* 66.5 - 73.5 dc-35  +10 8.0 30 45 0 +15 113 2 smk-703* 40 - 80 dc-40  +10 8.0 30 45 0 +15 113 2 smk-704* 80 - 160 dc-80  +10 8.0 30 45 0 +15 113 2 smk-705* 100 - 200 dc-100  +10 8.0 30 45 0 +15 113 2 smk-706* 28.5 - 31.5 dc-15  +10 8.0 30 45 0 +15 115 1 smf-201 57 - 63 dc-30  +10 8.0 30 45 0 +15 115 1 smf-202 66.5 - 73.5 dc-35  +10 8.0 30 45 0 +15 115 1 smf-203 40 - 80 dc-40  +10 8.0 30 45 0 +15 115 1 smf-204 80 - 160 dc-80  +10 8.0 30 45 0 +15 115 1 smf-205 100 - 200 dc-100  +10 8.0 30 45 0 +15 115 1 smf-206 f lat  p ack  m odels c oaxial   (sma)  c onnector  m odels   model carrier power (dbm) nom modulation frequency (mhz) carrier frequency (mhz) conversion loss  (db) max s sb rejection (db)  min lo/rf isola tion (db)  min input 1 db comp. pt. (dbm) min input ip 3 (dbm) typ package   pin-out (see below)   model carrier power (dbm) nom modulation frequency (mhz) carrier frequency (mhz) conversion loss  (db) max s sb rejection (db)  min lo/rf isola tion (db)  min input 1 db comp. pt. (dbm) min input ip 3 (dbm) typ package   pin-out (see below) notes: - ssb rejection based on optimum input quadrature signals. - conversion loss is the difference between total power of both    modulation inputs, and desired sideband output. - usb is suppressed when mod.1 is +90 o  ref to mod.2. - lsb is suppressed when mod.1 is -90 o  ref to mod.2. - nominal impedance = 50 ohms. - maximum rf input power without damage 200 mw. *select female connector suffix: s=sma, b=bnc, n=type n, t=tnc.  all other models numbers  are available with sma connectors only. pin-out table #1 1 14 10 5 all other #2 1  3  2 4      - for pin location and package outline drawings, see back pages. carrier output mod 1 mod 2 case gnd 113 153
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