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		  Datasheet File OCR Text:


		  ? 2006 glenair, inc.    cage code 06324/0ca77  printed in u.s.a. glenair,  inc.  ?  1211  air  way  ?  glendale,  ca  91201-2497  ?  818-247-6000  ?  fax  818-500-9912 www.glenair.com   d-3   e-mail:  sales@glenair.com   micro-d  single row a b c d e f g h j k l m n p  gmsm low profle single row metal shell microminiature solder cup and pre-wired connectors how  to order gmsm  connec tors with insula ted wire pigt ails    series shell finish number  of  contacts contact  t ype  wire  gage (awg) wire  t ype wire color wire  length inches hardware gmsm 1  C  cadmium 2    C  nickel 4  C  black anodize 5  C  gold  6  C  chem film stainless steel shell 3  C  passivated 4 6 10 15 20 25 30 35 p  C  pin s  C  socket 4   C  #24  6   C  #26 8   C  #28 k  C  m22759/11   600 vrms tefon  (tfe) ?   j  C  m22759/33  600 vrms modifed  cross-linked  tefzel (etfe) ? e  C  nema hp3-eb  600 vrmstype e  m16878/4 (tfe)  (replaced by  m22759/11 for mil  spec applications) 1   C  white   2   C  yellow 5   C  color-coded  stripes per mil- std-681 7   C  ten color  repeating       18   wire length  in inches. 18  specifes 18  inches.  b p m m1 s s1 l k f r sample part number gmsm 2   C 10 p  C 6 k 1  C 18 b how  to order gmsm connec tors with uninsula ted solid leads    series shell finish number  of  contacts contact  t ype  wire  gage (awg) wire  t ype wire finish wire length inches hardware gmsm 1   C  cadmium 2    C  nickel 4  C  black anodize 5  C  gold   6  C  chem film stainless steel shell 3   C  passivated 4 6 10 15 20 25 30 35 p  C  pin s  C  socket 4   C  #24  5   C  #25 6   C  #26 c   C  copper wire   3   C  solder dipped  (63/37 tin/lead )  4   C  gold plated .125 .250 .375 .500 .750 1.000 2.000   wire length in  inches. .500  specifes half inch.  b p m m1 s s1 l k f r sample part number gmsm 2   C 10 p  C 5 c 4  C .250 p insulated wire pigtails  gold plated or solder  dipped solid leads   

 ? 2006 glenair, inc.  cage code 06324/0ca77  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  d-4   e-mail:  sales@glenair.com   gmsm low pro?  le single row metal shell microminiature solder cup and pre-wired connectors dimensions layout a max. b  c max. d max. e max. f max. g max. h max. j max. in. mm. in. .003 mm.  0.08 in. mm. in. mm. in. mm. in. mm. in. mm. in. mm. in. mm. 4p .648 16.45 .478 12.11 .250 6.37 .135 3.42 .218 5.54 .041 1.03 .358 9.10 .309 7.85 .184 4.67 4s .648 16.45 .478 12.11 .309 7.85 .194 4.94 .218 5.54 .012 0.30 .370 9.40 .309 7.85 .197 5.00 6p .748 19.00 .578 14.65 .350 8.91 .135 3.42 .218 5.54 .041 1.03 .358 9.10 .409 10.40 .184 4.67 6s .748 19.00 .578 14.65 .409 10.40 .194 4.94 .218 5.54 .012 0.30 .370 9.40 .409 10.40 .197 5.00 10p .948 24.07 .777 19.73 .550 13.99 .135 3.42 .218 5.54 .041 1.03 .358 9.10 .609 15.47 .184 4.67 10s .948 24.07 .777 19.73 .609 15.47 .194 4.94 .218 5.54 .012 0.30 .370 9.40 .609 15.47 .197 5.00 15p 1.198 30.42 1.027 26.08 .800 20.34 .135 3.42 .218 5.54 .041 1.03 .358 9.10 .859 21.82 .184 4.67 15s 1.198 30.42 1.027 26.08 .859 21.82 .194 4.94 .218 5.54 .012 0.30 .370 9.40 .859 21.82 .197 5.00 20p 1.448 36.77 1.277 32.43 1.050 26.69 .135 3.42 .218 5.54 .041 1.03 .358 9.10 1.109 28.17 .184 4.67 20s 1.448 36.77 1.277 32.43 1.109 28.17 .194 4.94 .218 5.54 .012 0.30 .370 9.40 1.109 28.17 .197 5.00 25p 1.698 43.12 1.527 38.78 1.300 33.04 .135 3.42 .218 5.54 .041 1.03 .358 9.10 1.359 34.52 .184 4.67 25s 1.698 43.12 1.527 38.78 1.359 34.52 .194 4.94 .218 5.54 .012 0.30 .370 9.40 1.359 34.52 .197 5.00 30p 1.948 49.47 1.777 45.13 1.550 39.39 .135 3.42 .218 5.54 .041 1.03 .358 9.10 1.609 40.87 .184 4.67 30s 1.948 49.47 1.777 45.13 1.609 40.87 .194 4.94 .218 5.54 .012 0.30 .370 9.40 1.609 40.87 .197 5.00 35p 2.198 55.82 2.027 51.48 1.800 45.74 .135 3.42 .218 5.54 .041 1.03 .358 9.10 1.859 47.22 .184 4.67 35s 2.198 55.82 2.027 51.48 1.859 47.22 .194 4.94 .218 5.54 .012 0.30 .370 9.40 1.859 47.22 .197 5.00 f 0.083 (2.11) nom. .194 (4.94) max. 0.177(4.5) ref. d .098(2.5)max h g j pin 1 socket 1 face view of pin (plug) connector face view of socket (receptacle) connector a b c d e 2 x mounting holes  ? . 088/.094 (2.24/2.39) .122  .002 (3.10  0.05) f 0.083 (2.11) nom. .194 (4.94) max. insulated wire length +1.00/-0.00 (+2.54/-0.00) uninsulated wire length  0.030 (0.76) d
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