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		  Datasheet File OCR Text:


		  hbb series 1 september 2007 material insulator contact pin & socket mechanical endurance temperature range voltage rating ip rating contact plating contact resistance ? ? current rating           glass reinforced thermoplastic                                                         300 a & 500 a                                                         ip 67 (when sealed)                                                                      fluorosilicone seals - 55 to 150c                                                                      viton seals                  - 20 to 150c                                                         plastic connectors 1000 vdc or ac peak                                                                      metal connectors    750 vdc or ac peak                                                     5000 min without emi band                                                     2000 min with emi band copper alloy metal shells                     aluminium alloy fixings                             stainless steel silver or gold 300 a - 0,1 m     max 500 a - 0,05 m      max single pole power connectors    size & power options ? 30 0, 500 & 750 amps  quick release metal shell or plastic body depending on customer requirements  ip67 rated  90 degree or straight cable entry  low weight & space efficient  safety features ?ask for details  applications include power: ?distribution, delivery, storage  meets the requirements of: ??it-stop?maintenance programmes ?the harshest environments ?rfi screening ?optional technical characteristics

 prefix current rating 030 = 300 amp 050 = 500 amp 0 = no backshell a = 90 degree backshell (plug only) b = straight backshell (metal plug only) c = plastic receptacle to accept boot note: plug connectors supplied without backshells             are designed to accept lipped heat shrink boots 0 = no backshell or metal connector a = 0                  g = 90              n =180        u = 270  b = 15                h = 105            p = 195        v = 285  c = 30                j  = 120            q = 210       w = 300  d = 45                k = 135            r = 225        x = 315  e = 60                 l  = 150            s = 240       y = 330  f = 75                 m = 165            t =255       z = 345  p = plug r = receptacle shell polarising shell material / finish a = polarised code a b = polarised code b c = polarised code c 1= plastic body, black 2= plastic body, grey 3= plastic body, red 4= plastic body, blue 5=  a= metal body zn/co plated b= metal body electroless nickel plated c= metal body aluminium plated d= metal body hard anodised bronze (consult sales office for further plating finishes) plastic body, green p = pin silver plated s = socket silver plated x = pin gold plated y = socket gold plated c = crimp l = lug (lug ordered separately) shell gender standard variations backshell exit angle backshell style contact termination contact gender / finish 000 = no variant s00 = sealed (-55 ? c to +150 ? c) t00 = sealed (-20 ? c to +150 ? c) 0c0 =   conductive panel o ring seal (-55 ? c to +150 ? c) 0n0 =  non-conductive panel o ring seal (-55 ? c to +150 ? c) 0p0 =  non-conductive panel o ring seal (-20 ? c to +150 ? c) 00e =  emi band fitted (metal plug connector only) h b 030 000 pl b pa1 a a ordering information dimensions are in mm hbb series 2 september 2007

 general information dimensions are in mm hbb series 3 september 2007

 connector variants (300 a - metal plug) connector variants (300 a - plastic plug) dimensions are in mm hbb series 4 september 2007

 dimensions are in mm connector variants (500 a - metal plug) connector variants (500 a - plastic plug) hbb series 5 september 2007

 dimensions are in mm hbb series 6 september 2007 connector variants (300 a - metal receptacle)     connector variants (300 a - plastic receptacle ) connector variants (300 a - plastic receptacle)

 dimensions are in mm hbb series 7 september 2007 connector variants (500 a - metal receptacle) connector variants (500 a - plastic receptacle)

 ( ( ( ( ) ) ) ) notes: panel cutout dimensions are in mm hbb series 8 september 2007
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