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		  Datasheet File OCR Text:


		    component general inc.  2445 success drive odessa, fl 33556 phone: 727-376-6655 or 800-246-4084 __ coaxial sma maleterminations  _ mechanical specifications connector: stainless steel,  passivated.  insulator: ptfe, virgin grade.  impedance: 50  . high power coaxial sma male terminations product selection chart p/n power avg. peak power length width csm-1 1 w  1.0 kw. 0.400" max. 5/16 hex. CSM-4 1 w  1.0 kw. 0.400" max. 5/16 hex. csm-02 sm 2 w  1.5 kw. 0.550" 5/16 hex. cft-05 sm 5 w  2.0 kw. 1.600" 0.750" cft-10 sm 10 w  1.0 kw. 1.970" 0.645" cft-15 sm 15 w  2.0 kw. 2.000" 1.250" cft-35 sm 35 w  3.0 kw. 2.200" 1.650" cht-15-2 sm 15 w  n/a 0.987" 1.000" cht-30 sm 30 w  n/a 1.107" 1.500" cht-50 sm 50 w  n/a 1.467" 1.375" cht-100 sm 100 w  n/a 1.467" 1.375" cht-150 sm 150 w  n/a 2.132" 2.000" cht-150-1 sm 150 w  n/a 2.132" 2.000" cht-250 sm 250 w  n/a 2.132" 2.000"  

 p/n:csm-1  coaxial terminations  part dimensions     * max. length with chain 0.650". | add -c to p/n for 3" (approx.) chain.  mechanical specifications nut: stainless steel, passivated. contact: tellurium copper, gold plated.  housing: tellurium copper, nickel plated. (also available with gold plating.)  insulator: ptfe, virgin grade.  weight: 2.2 grams.  electrical specifications power average: 1.0 w.  frequency range:        vswr (max.): dc - 18.0 ghz                       1.15:1  power peak: 1.0 kw.  impedance: 50  torque: 9 in.-lb. (mandatory)  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:CSM-4  coaxial terminations  part dimensions     * max. length with chain 0.650". | add -c to p/n for 3" (approx.) chain.  mechanical specifications nut: stainless steel, passivated. contact: tellurium copper, gold plated.  housing: tellurium copper, nickel plated. (also available with gold plating.)  insulator: ptfe, virgin grade.  weight: 2.2 grams.  electrical specifications power average: 1 w.  frequency range:        vswr (max.): dc - 2.0 ghz                        1.20:1  power peak: 1.0 kw.  impedance: 50  torque: 9 in.-lb. (mandatory)  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:csm-02 sm  coaxial terminations    part dimensions   mechanical specifications nut: stainless steel, passivated. contact: tellurium copper, gold plated.  housing: aluminum, black anodized. insulator: ptfe, virgin grade.  weight: 3.0 grams. electrical specifications power average: 2 w.  frequency range:        vswr (max.): dc - 18.0 ghz                       1.15:1  power peak: 1.5 kw.  impedance: 50  torque: 9 in.-lb. (mandatory)  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cft-05 sm  coaxial terminations  part dimensions   mechanical specifications connector: stainless steel, passivated contact: tellurium copper, gold plated.  housing : aluminum, black anodized. insulator: ptfe, virgin grade.  weight: 12.0 grams.  electrical specifications power average: 5 w.  frequency range:        vswr (max.): dc - 6.0 ghz                       1.15:1 6.0 - 12.0 ghz                     1.25:1 12.0 - 18.0 ghz                   1.35:1 power peak: 2.0 kw.  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cft-10 sm  coaxial terminations  part dimensions   mechanical specifications nut: stainless steel. contact: beryllium copper, gold plated.  housing: aluminum, black anodized. insulator: ptfe, virgin grade.  weight: 22.0 grams.  electrical specifications power average: 10 w.  frequency range:        vswr (max.): dc - 4.0 ghz                        1.10:1  4.0 - 12.0 ghz                      1.20:1 12.0 - 18.0 ghz                    1.35:1 power peak: 1.0 kw.  impedance: 50  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cft-15 sm  coaxial terminations  part dimensions   mechanical specifications nut: stainless steel. contact: beryllium copper, gold plated.  housing: aluminum, black anodized. insulator: ptfe, virgin grade.  weight: 55.0 grams.  electrical specifications power average: 15 w.  frequency range:        vswr (max.): dc - 4.0 ghz                        1.10:1  4.0 - 12.0 ghz                      1.20:1  12.0 - 18.0 ghz                    1.35:1  power peak: 2.0 kw.  impedance: 50  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cft-35 sm  coaxial terminations  part dimensions   mechanical specifications nut: stainless steel. contact: beryllium copper, gold plated.  housing: aluminum, black anodized. insulator: ptfe, virgin grade.  weight: 60.0 grams.  electrical specifications power average: 35 w.  frequency range:        vswr (max.): dc - 2.0 ghz                        1.15:1  2.0 - 4.0 ghz                       1.25:1  power peak: 3.0 kw.  impedance: 50  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht-15-2 sm  coaxial terminations  part dimensions   mechanical specifications connector: stainless steel, passivated. contact: beryllium copper, silver plated.  housing: copper, nickel plated. insulator: ptfe, virgin grade.  electrical specifications power: 15 w.  frequency range:        vswr (max.): dc - 4.0 ghz                        1.15:1  4.0 - 8.0 ghz                        1.20:1  8.0 - 12.4 ghz                      1.30:1  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht-30 sm  coaxial terminations  part dimensions   mechanical specifications connector: stainless steel, passivated. contact: beryllium copper, silver plated.  housing: copper, nickel plated. insulator: ptfe, virgin grade.  electrical specifications power: 30 w.  frequency range:        vswr (max.): dc - 4.0 ghz                        1.25:1  4.0 - 8.0 ghz                        1.35:1  8.0 - 18.0 ghz                      1.40:1  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht- 50 sm  coaxial terminations  part dimensions   mechanical specifications connector: stainless steel, passivated. contact: beryllium copper, silver plated.  housing: copper, nickel plated. insulator: ptfe, virgin grade.  electrical specifications power: 50 w.  frequency range:        vswr (max.): dc - 3.0 ghz                        1.25:1  3.0 - 6.0 ghz                        1.35:1  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht- 100 sm  coaxial terminations  part dimensions   mechanical specifications connector: stainless steel, passivated. contact: beryllium copper, silver plated.  housing: copper, nickel plated. insulator: ptfe, virgin grade.  electrical specifications power: 100 w.  frequency range:        vswr (max.): dc - 3.0 ghz                        1.25:1  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht- 150 sm  coaxial terminations  part dimensions   mechanical specifications connector: stainless steel, passivated. contact: beryllium copper, silver plated.  housing: copper, nickel plated. insulator: ptfe, virgin grade.  electrical specifications power: 150 w.  frequency range:        vswr (max.): dc - 1.0 ghz                        1.15:1  1.0 - 2.0 ghz                        1.40:1  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht- 150-1 sm  coaxial terminations  part dimensions   mechanical specifications connector: stainless steel, passivated. contact: beryllium copper, silver plated.  housing: copper, nickel plated. insulator: ptfe, virgin grade.  electrical specifications power: 150 w.  frequency range:        vswr (max.): dc - 1.0 ghz                        1.15:1  1.0 - 2.0 ghz                        1.40:1  impedance: 50  the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  

 p/n:cht- 250 sm  coaxial terminations  part dimensions   mechanical specifications connector: stainless steel, passivated. contact: beryllium copper, silver plated.  housing: copper, nickel plated. insulator: ptfe, virgin grade.    electrical specifications power: 250 w.  frequency range:        vswr (max.): dc - 200 mhz                        1.15:1  200 - 400 mhz                       1.25:1  400 - 800 mhz                       1.30:1  impedance: 50    the cht series high power coaxial terminations are conduction cooled loads. they are designed to be mounted on a heat  sink ground plane or a chill plate. the power ratings require that the base plate of the cht-15-2 does not exceed   100c or 85c for all other sizes. 2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084  




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of CSM-4 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























