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		  Datasheet File OCR Text:


		  features /  benefits led roadway  sign light certified to: ul1598 / ul1598a csa 22.2 no. 250.0-04 suitable for wet locations dialight corporation  1501 route 34 south ? farmingdale, nj 07727 usa  tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 www.dialight.com application specifications dialight europe ltd. exning road, newmarket, england, cb8 0ax  tel: +44 (0) 1638 666541 ? fax: +44 (0) 1638 561735 www.dialight-obstruction-lights.com a subsidiary of dialight plc mdtsrfstwx001_b  state-of-the-art led light source  long-lasting  reduces risk exposure to maintenance workers  associated with traditional lamp & ballast replacement  low power consumption  superior color rendition index compared to hps; lps; mh  instant on/off operation - no cool down or warm up time  required for full illumination  highly resistant to roadway vibration and shock  wide operating voltage range via universal input supply  (120 - 277 vac)  weather / corrosion resistant light engine and housing  etl listed   power factor > .9  5 year warranty dialight introduces the new, state-of-the-art fixture for roadway signage illumination, monument illumination, or general area  illumination.  its rugged solid state design ushers in a new era in which dangerous, expensive, maintenance costs associated wi th failed lamps and ballasts become a thing of the past.  this light incorporates both cutting edge led technology along with high ly  efficient secondary optics to achieve area illumination comparable with traditional light sources.  and it does it more efficie ntly, more safely, more reliably, and with better color rendition. whether your application is roadway signage illumination, corporation y ard area illumination, flag pole illumination, or wall illumination, this is the product that will fill the bill.  operating voltage : 120 - 277 (50 / 60 hz)  power consumption : 100 watts - nominal  lightsource : leds > 10+ year life expectancy  operating / storage temperature :  -40o to +55oc  surge /  lighting protection  : 1 kv line to line  2 kv line to ground  rated life  : 70% lumen maintenance over 60,000 operating hours  harmonics : iec 6100-3-2 6.0 [152.4] 12.14 [308.33] 12.76 [324.21 ] 11.6 [294.64] 12.64 [321.03] 5.0 [127.0] ? .375 [9.53] dimensions in inches [mm] patents pending

 dialight corporation  1501 route 34 south ? farmingdale, nj 07727 usa  tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 www.dialight.com dialight europe ltd. exning road, newmarket, england, cb8 0ax  tel: +44 (0) 1638 666541 ? fax: +44 (0) 1638 561735 www.dialight-obstruction-lights.com a subsidiary of dialight plc ordering information weights & measurements unit electrical specifications product description stw-00-050- 1111-201 roadway signage 180 degree beam, 120-277 vac stw-00-050- 1111-301 roadway signage 360 degree beam, 120-277 vac hzc-3000 stanchion bracket hzc-3001 180o adjustable fixture mounting bracket hzc-3002 dual stanchion bracket  (for mounting 2 fixtures back to back) hzc-3003 pipe mount clamp kit  (includes hzc-3001) approx. shipping weight container dimensions 19 lbs (8.2 kg) 15 x 16 x 10 (381mm x 406mm x 254mm) supply voltage (+/- 10%) (50 or 60 hz) input volt-amps or power (va or w)  power factor min max min nom max typ 120 277 85 100 115 0.98 mdtsrfstwx001_b photometric data 3640 lumens each box is one mounting height. 180 degree pattern back to back 180 degree pattern 360 degree pattern
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