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		  Datasheet File OCR Text:


		  vandal-proof pushbutton switches v andal proof p ushbutton p5-v 1 otto controls  ?  2005 full line catalog specifications subject to change without notice the otto p5-v series switch gives you all the functionality of the  p5 alternate action switch with the added benefit of an aluminum  security level case and button or a stainless steel vandal proof case a nd button. push and the p5-v series switch holds on push again and the switch turns off. positive tactile feedback is featured so the  operator is clearly aware the switch mode has been executed. the button returns to the original position after each actuation to guard against front panel splash and dirt the p5-v series is  sealed at the button with ottos patented rolling sleeve design. the terminals are sealed with epoxy, providing a seal against flux during wiring and behind panel dirt and moisture. the combination of  sealing provides smooth operation over a wide temperature range. watertight sealing to 1 meter (ip68) pressure is also available. w e a r e a b le to provide custom button engraving with epoxy ink b a c kf i ll and other special characters, shrouded buttons, contact  c o n f igurations and materials to suit your application requirements. quality features: ? security (aluminum)  and vandal proof  (s tainless steel) case and button ? b u t t o n sealed with patented rolling sleeve design ? contact area sealed at case and terminals ? w at ertight per ip68 (submersible to 1 meter  water pressure) ? less than 25 milliohms contact resistance ? handles low level to 10 amperes ? 1,000,000 mechanical cycles life sealed against dust and moisture standard characteristics/ratings: materials: case:  stainless steel/aluminum button:  stainless steel/aluminum boot: internal seal is silicone rubber electrical: (at 28 vdc or 115 vac, 60-400 hz.) load amperes life resistive 10 25,000 inductive 5 25,000 motor 3 25,000 lamp 1 25,000 dielectric withstand: 1050 vrms ma t e rials: e l ec t rical life:  25 , 0 0 0 cycles minimum mec ha nical life:  1 , 000,000 cycles total travel:  .180 inches max ov e r t r avel:  . 0 1 2 i n ches min operating force:  3 lbs. +1.0 - .05 lbs mo is t ure p roof   i p6 4 & m i l-p r f-8 805 design 2 & d us t tigh t:  w at ertight:  i p6 8, 1 meter    

 p5-x  x  x  x x x t ype thre a d terminal style/ circuit form/contact seal button/bezel bezel color material profile v . sta i nless 1 . 5/8-2 4 & h ex nut 1 . s o lder terminal/silver 1 . s p st/silver 1 . d u sttight 1 . h i gh profile/flat button a. al u m i num 2. 5/8-2 4 & kn u r l nut 2. s c r e w terminal/silver  2. s p s t/g old 2. w a t e rtight 2. h i g h p rofile/curved button 3. 5/8-24 w/d-flat & hex nut 3. solder terminal/black  3. spdt/silver 3. low profile/flat button 4. 5/8-24 w/d-flat & knurl nut 4. screw terminal/black   4. spdt/gold 4. low profile-/curved button 5 . 3/4-2 0 & h e x n u t 5 . f l u s h p r o f ile 6. 3/4-2 0 & kn u r l n u t 7 . 3/4-2 0 w/d-f l a t & h e x n u t 8. 3/4-20 w/d-flat & knurl nut high profile, flat button s tyle 1 low profile, curve button style 4 high profile, curve button s t y le 2 l ow profi l e, flat button style 3 fl ush mount, flat button style 5 case style d i me ns i on 1 - 4 5 - 9 a (button dia.) 0.525 0.590 b (t h r e a d) . 625-2 4 unef-2a .750-20 unef-2a d-flat 0.594 0.718 sealed against dust and moisture  only available on p5-a styles  screw terminals available on spst circuits only vandal-proof pushbutton switches v andal proof p ushbutton p5-v carpentersville , il 60110 ?tel: 847-428-7171 ?fax: 847-428-1956 ?www.ottoeng.com ?email: info@ottoeng.com ? registered trademark of otto engineering, inc. all rights reserved. publication #2006-21a. specifications subject to change without notice.              
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