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		  Datasheet File OCR Text:


		  astx-h08 | | | | | | | | | | | | | | |  s md  t em p e ratur e   com p e nsat ed   c rystal  o s c illat o r standard specifications: applications: ? cellular and cordless phones ? standard osc  f or  e xact equipment ? mobile com m unication equipment ?  p o r ta b le  r adio equipment and music player features: ? compact and l o w in height ? ir reflow possible ? suita b le  f or high-density smt ? low phase noise 7 . 0  x  5 . 0  x  2 . 5m m pb rohs compliant p arameters frequency range standard frequencies 2.50mhz to 170.000mhz storage  t emperature         - 50 c to + 100 c  operating  t emperature - 30 c to + 75 c (see table 1 for options) freq. stability vs. temperature 2.5ppm standard (see table 1 for options) freq. tolerance @ 25 c 3ppm                        vs. supply voltage                        vs. aging @ 25 c 0.5ppm max. / vdd  5% 1ppm/1st year 0.3ppm ( 5% change)                        vs. supply voltage                        vs. reflow supply voltage start-up time output voltage level (vdd) start-up time rise and fall time duty cycle (symmetry) current consumption start-up time output load output format 1ppm max: 1 reflow and measured 24 hours afterwards                        vs. load 0.3ppm ( 10% change) abracon p/n astx-h08 series abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  3033 2    e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a    9268 8  tel   949-546-800 0 |  fax 949 - 546 - 8001   |  ww w .abra c on. c om   options & part identification: (left blank if standard) 2msec typical logic "1" 2.4v min.; logic "0" 0.4v max 3.3 v (see options) 10ms max. 50%  10% @ 1/2 vdd 10.0, 12.8, 13.0, 14.4, 16.0, 16.384, 19.2, 19.440, 19.680, 20.0, 38.880, 77.760, 155.520mhz 10nsec. typ. 20% ? 80% waveform 30ma max. frequency dependent 10msec max. 15pf ac block, dc coupled output wave for m square wave phase noise -72 dbc/hz @ 10hz, -110 dbc/hz @ 100hz, -125 dbc/hz @ 1khz, -132 dbc/hz @ 10khz, -125 dbc/hz @ 100khz blan k 3.3 v blan k bulk a 2.8 v t tape and reel b 3.0v c 5v 0.5pp m 1.0pp m 1.5pp m 2.0pp m 2.5ppm d 5 d1 0 d1 5 d2 0 d25 *e 5 e1 0 e1 5 e2 0 e25 f1 0 f1 5 f2 0 f25 g1 0 g1 5 g2 0 g25 h1 0 h1 5 h2 0 h25 temperature and frequency stability 0c to +50c  -10c  to +60c  -20c  to +70c  -40c  to +85c    astx - h08 - frequency -   -    - frequency -30c  to +75c  standard g n i g a k c a p e g a t l o v y l p p u s xx.xxxxmhz revised: 04.28.09 visit www.abracon.com for terms & conditions of sale

 astx-h08 | | | | | | | | | | | | | | |  s md  t em p e ratur e   com p e nsat ed   c rystal  o s c illat o r 7 . 0  x  5 . 0  x  2 . 5m m pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  3033 2    e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a    9268 8  tel   949-546-800 0 |  fax 949 - 546 - 8001   |  ww w .abra c on. c om   outline drawing: tape & reel: p i n           function 1 2 3 4 gnd nc output vdd note : it is recommended  to use an approximately  0.01uf bypass capacitor  between pin 2 and 4. dimensions: inches (mm) dimensions: mm revised: 04.28.09 visit www.abracon.com for terms & conditions of sale
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