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		  Datasheet File OCR Text:


		  ? 29 journey  �  aliso viejo, ca 92656  �  usa (949) 448-7070    �    f ax : (949) 448-8484 e- mail : abinfo @ abracon.com �  i nternet a ddress :  www.abracon.com abracon is  iso 9001 /  qs 9000 certified -33- physical characteristics standard specifications part        inductance  q    test    srf     rdc     idc part        inductance  q    test    srf     rdc     idc number        (h)     min    freq      (mhz) max     (ma)  number        (h)     min    freq      (mhz) max     (ma)  #-xxxx (mhz)    ( ?  )    (mhz)    ( ?  )) arcc series arcc series note: all specifications subject to change without notice. features: options:      common applications: � small size                � tape & reel is standard        � vcrs � low cost       bulk packaging available                � automotive systems � high reliability    for smaller quantities     � computer products and peripherals � inductance up to 15000 h              � tolerance: 20% (m), 10% (k),      � telecommunications systems and 5% (j)        � mobile communications systems � medical equipment 100k 10 20 2.52 17.0 0.19 780 120k 12 20 2.52 14.0 0.22 730 150k 15 20 2.52 12.0 0.24 650 180k 18 20 2.52 10.5 0.26 610 220k 22 20 2.52 10.0 0.29 540 270k 27 20 2.52 9.5 0.32 480 330k 33 20 2.52 8.5 0.34 440 390k 39 20 2.52 8.0 0.42 440 470k 47 20 2.52 7.0 0.47 375 560k 56 20 2.52 6.8 0.52 340 680k 68 15 2.52 6.5 0.58 320 820k 82 15 2.52 6.3 0.64 285 101k 100 25 0.796 6.0 0.85 260 121k 120 25 0.796 5.4 1.00 240 151k 150 25 0.796 4.75 1.20 215 181k 180 30 0.796 4.0 1.50 195 221k 220 30 0.796 3.85 1.65 180 271k 270 30 0.796 3.6 2.15 160 331k 330 35 0.796 3.3 2.90 145 391k 390 35 0.796 3.0 3.25 135 471k 470 35 0.796 2.8 4.05 125 561k 560 40 0.796 2.4 4.45 115 681k 680 40 0.796 2.2 5.85 105 821k 820 40 0.796 2.0 6.60 95 102k 1000 45 0.252 1.8 8.90 85 122k 1200 45 0.252 1.7 10.5 75 152k 1500 45 0.252 1.5 11.9 69 182k 1800 45 0.252 1.3 16.5 60 22k 2200 45 0.252 1.2 19.0 58 272(j)k 2700 40 0.252 0.8 32.0 52 332(j)k 3300 40 0.252 0.7 34.0 48 392(j)k 3900 40 0.252 0.7 38.0 45 472(j)k 4700 40 0.252 0.6 56.0 40 562(j)k 5600 40 0.252 0.5 63.0 37 682(j)k 6800 40 0.252 0.4 70.0 34 822(j)k 8200 40 0.252 0.4 77.0 31 103(j)k 10000 25 0.0796 0.3 95.0 28 123(j)k 12000 25 0.0796 0.2 110 25 153(j)k 15000 20 0.0796 0.1 160 21 radial conformal coated inductors arcc series also available: (see below)  0405, 0606, 0810, 0909 also available in abracon?s arcc series call factory for sizes and inductance values part # a b c arcc-0405 5.4 4.4 7.0 arcc-0606 6.4 6.0 10.0 arcc-0810 10.0 8.0 10.0 arcc-0909 9.4 9.0 13.5 0.6 5.0  0.1 5.5 0.1 a b c dimensions: mm
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