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		  Datasheet File OCR Text:


		  (1,27mm) .050" fle series tiger beam ? contact available with optional  pick & place pads (1,27mm) .050"  micro pitch surface mount ideal for  pass-through  applications fle?140?01?g?dv fle?110?01?g?dv fle?120?01?g?dv www.samtec.com f-210-1 01 plating option no. pins per row 1 fle ?g = 10" (0,25m) gold  dv options ?a = alignment pin  (metal or plastic at  samtec discretion) (3 positions minimum) ?k = (4,25mm) .167" dia  polyimide ?  lm  pick & place pad  (5 positions minimum) ?p = metal pick &  place pad  (5 positions minimum) ?tr = tape & reel 02 thru 50 note:  some lengths, styles  and options are non-standard,  non-returnable. for complete speci cations and  recommended pcb layouts  see www.samtec.com?fle insulator material: black liquid crystal polymer contact  material: phosphor bronze plating: au over 50? (1,27?) ni current rating: 1.75a @ 80? ambient operating  temp range:  -55? to +125? contact resistance: 15m   max insertion depth: (1,83mm) .072" to (4,37mm) .172" or  pass-through insertion force: (single contact only) 1.5oz (0,42n) normal force: 100 grams (0,98n) withdrawal force: (single contact only) 1.5oz (0,42n) max cycles: 100+ rohs compliant: ye s processing: lead-free solderable: ye s smt lead coplanarity: (0,10mm) .004" max mates with: ftsh, fts, fw,  ffmd, fmtp no. of positions x (1,27) .050 + (0,11) .0045   (1,27) .050 (1,27) .050  (0,51) .020  (3,33) .131 (4,55) .179 (4,36) .172 (4,74) .187 (6,35) .250 x (4,17) .164 (4,60) .181 ?p option tape & reel availability call samtec for specifications  and ordering information. no tooling charges. minimum order is the lesser of  a full reel quantity or 125 pieces. order any quantity above minimum. in-house design, manufacture. quick turn-around. specifications cost  effective  reliable  socket extended life product 10 year mixed flowing gas (mfg) tm call samtec for maximum cycles
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