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		  Datasheet File OCR Text:


		  terminals nylon insulated flanged fork terminals catalog wire  bolt  dimension number range size (d2) kn18-6ff-m #6 .146 .335 .283 1.004 3.7 8.5 7.2 25.5 kn18-8ff-m #8 .169 .335 .283 1.004 4.3 8.5 7.2 25.5 kn18-10ff-m #10 .209 .335 .283 1.004 5.3 8.5 7.2 25.5 kn14-6ff-m #6 .146 .335 .283 .945 3.7 8.5 7.2 24.0 kn14-8ff-m #8 .169 .335 .283 .945 4.3 8.5 7.2 24.0 kn14-10ff-m #10 .209 .335 .283 .945 5.3 8.5 7.2 24.0 kn10-6ff-d #6 .146 .335 .295 1.063 3.7 8.5 7.5 27.0 kn10-8ff-d #8 .169 .335 .295 1.063 4.3 8.5 7.5 27.0 kn10-10ff-d #10 .209 .335 .295 1.063 5.3 8.5 7.5 27.0 .433 .177 .067 .059 .030 11.0 4.5  1.7 1.5 0.75 inch mm 22-16 a.w.g. 0.5-1.5 mm 2 16-14 a.w.g. 1.5-2.5 mm 2 12-10 a.w.g. 4-6 mm 2 wf l edd1a t .433 .205 .091 .059 .031 11.0 5.2  2.3 1.5 0.8 .512 .276 .134 .059 .039 13.0 7.0  3.4 1.5 1.0 box quantity: (d)=500; (m)=1000 for mylar tape replace box quantity with (t). example: kn18-6ff-t ul file #e9809, csa file #lr4503 see pages in back of catalog for complete tool information. tool and die selection chart on page m42. maximum electrical rating:  105?c 600 volts max. terminal material:  copper ? reduces slippage in high  vibration applications ? metal insulation sleeve ? molded insulator ? internal barrel serrations ? funnel entry  vinyl insulated flanged fork terminals catalog wire  bolt  dimension number range size (d2) kv18-6ff-m #6 .146 .252 .201 .787 3.7 6.4 5.1 20.0 kv18-8ff-m #8 .169 .335 .283 1.004 4.3 8.5 7.2 25.5 kv18-10ff-m #10 .209 .335 .283 1.004 5.3 8.5 7.2 25.5 kv14-6ff-m #6 .146 .335 .283 .945 3.7 8.5 7.2 24.0 kv14-8ff-m #8 .169 .335 .283 .945 4.3 8.5 7.2 24.0 kv14-10ff-m #10 .209 .335 .283 .945 5.3 8.5 7.2 24.0 kv10-6ff-d #6 .146 .299 .244 1.004 3.7 7.6 6.2 25.5 kv10-8ff-d #8 .169 .299 .244 1.004 4.3 7.6 6.2 25.5 kv10-10ff-d #10 .209 .299 .244 1.004 5.3 7.6 6.2 25.5 .433 .157 .067 .059 .030 11.0 4.0  1.7 1.5 0.75 inch mm 22-16 a.w.g. 0.5-1.5 mm 2 16-14 a.w.g. 1.5-2.5 mm 2 12-10 a.w.g. 4-6 mm 2 wf l edd1a t .433 .177 .091 .059 .031 11.0 4.5  2.3 1.5 0.8 .512 .252 .134 .059 .039 13.0 6.4  3.4 1.5 1.0 box quantity: (d)=500; (m)=1000 for mylar tape replace box quantity with (t). example: kv18-6ff-t ul file #e9809, csa file #lr4503 see pages in back of catalog for complete tool information. tool and die selection chart on page m42. maximum electrical rating:  105?c 600 volts max. terminal material:  copper ? reduces slippage in high  vibration applications ? molded funnel entry insulator ? brazed seam ? internal barrel serrations ? ? ? ? m18 ? 2002 thomas & betts corporation. specifications are subject to change without notice.   www.tnb.com erg2500 tools used with nylon and vinyl insulated flanged fork terminals kt-2500 m spec-kon ? 412031.m01 spec 3/5  3/14/03  10:41 am  page 18
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