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		  Datasheet File OCR Text:


		  601 east wildwood, villa park, illinois 60181 ? telephone (630) 834-7504 ? fax (630) 834-8540 22 ? ? m ega -c on -x ? f ield i nstallable c onnectors cable pin 23x8x-xxpg-xxx matching mate: ? panel 24xxx-xxsg-xxx panel mount 24xxx-xxxg-xxx matching mates: ? cable pin 23x8x-xxpg-xxx ? cable socket 23x8x-xxsg-xxx cable socket 23x8x-xxsg-xxx matching mate: ? panel 24xxx-xxpg-xxx p/c tail panel mount 24xxx-xxxg-xxx matching mates: ? cable pin 23x8x-xxpg-xxx ? cable socket 23x8x-xxsg-xxx molded cable assemblies  (see pages 3 & 26) cable end

 601 east wildwood, villa park, illinois 60181 ? telephone (630) 834-7504 ? fax (630) 834-8540 23 ? ? m ega -c on -x ? f ield i nstallable c onnectors quick connect type threaded type dimensions molded cable assemblies  (see pages 3 & 26) 2.062 [52.4] cable end assembly straight boot cable end assembly straight boot 1.140 [28.9] 1.170 [29.7] .003 [0.1] panel cutout 1.20 [31.2] .003 [0.1]

 601 east wildwood, villa park, illinois 60181 ? telephone (630) 834-7504 ? fax (630) 834-8540 24 ? ? m ega -c on -x ? f ield i nstallable c onnectors connector type: 23 - cable end 24 - panel mount contact size: 2 - #20 contact style: 80 - crimp (supplied loose) 81 - p/c tail .187" (4.7) (supplied assembled) 82 - solder cup (supplied assembled) 91 - p/c tail .280" (7.1) (supplied assembled)* 92 - p/c tail .335" (8.5) (supplied assembled)* number of contacts: 31 type of contact: p - pin s - socket contact plating: g - gold over nickel (standard) grommet code C  cable o.d. range: 50 -.51 - .56 (12.9 - 14.2) back shell style: 3 mechanical screw-down cable clamp with grommet seal and (1) interfacial o ring for cable end. 300 - panel mount with hex nut & gasket. 3es - 300 with epoxy contact arrangements shown are wiring view of cable end pins/sockets. key/keyway shown for orientation only. 1 2 3 7 8 13 14 18 19 24 25 29 30 31 31-#20 xx x xx-xx xg-t3xx *available in #20 size contact only. consult factory for your custom design cable assemblies and connectors. (see pages 3 & 26) part number to order contact arrangements coupling type blank - twist lock t - threaded quick connect type 1 2 7 13 3 8 18 14 24 19 25 29 30 31 31-#20 threaded type back shell style 3

 601 east wildwood, villa park, illinois 60181 ? telephone (630) 834-7504 ? fax (630) 834-8540 25 ? ? m ega -c on -x ? f ield i nstallable c onnectors specifications typical specifications manufacturers identifications mega-con-x ? description field installable connector & custom cable assemblies rating 0.9 thru 2.3a, 600v conductor size 20 thru 24 awg configuration 31 - #20 contacts certificationul recognized file #e150822 - 250v csa certified file #lr89277 - 600v material specifications cable pin/socket mechanical backshell (threaded) nylon, ul recognized, black strap nylon, ul recognized, black screws cadmium plated grommet santoprene rubber, black coupling ring nylon, ul recognized, black contacts brass, gold over nickel connector body nylon, ul recognized, black o-ring nitrile rubber, black panel mount contacts brass, gold over nickel panel body nylon, ul recognized, black gasket nitrile rubber, black hex nut nylon, ul recognized, black mechanical specifications durability minimum 300 mate/unmate cycles without mechanical or electrical failure vibration coupling rings have overriding locking feature to prevent loosening or separation of connector hex nut torque all series hex nut to withstand 10-12 inch/lb tightening torque electrical specifications voltage 600v current see electrical current rating chart (page 27) environmental specifications temperature rating -55c to +125c (-67f to +257f) corrosion 300 hr salt spray contacts weathertight consult factory with specific application molded cable assemblies (see pages 3 & 26) watertight nema 6p, 13: iec ip67
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