

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						63410			G530251			ML4841			2SK2598			E471B			P1300			3773FM2			10ABQ8			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				JCS4N60C Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		                                        2009 11 a                         1/13   n ??? n-channel mosfet jcs4n60v/r/s/b/c/f                                                                             order codes  ?         marking        ?   package     halogen free         ?   packaging     device  weight  jcs4n60v-o-v-n-b jcs4n60v ipak      no    tube  0.35 g(typ)  jcs4n60r-o-r-n-b jcs4n60r dpak      no    tube  0.30 g(typ)  jcs4n60s-o-s-n-b jcs4n60s to-263      no    tube  1.37 g(typ)  jcs4n60b-o-b-n-b jcs4n60b to-262      no    tube  1.71 g(typ)  JCS4N60C-o-c-n-b JCS4N60C to-220c      no    tube  2.15 g(typ)  jcs4n60f-o-f-n-b jcs4n60f to-220mf      no    tube  2.20 g(typ)  ?   main  characteristics    i d   4.0 a  v dss   600 v  rdson @vgs=10v   2.5  qg   27 nc  ?  z   ???   z      z  ups ?     applications  z   high efficiency switch  mode power supplies  z   electronic lamp ballasts  based on half bridge  z   ups  ?   z   ?   z    c rss  ( ? 14pf)  z   ??   z   ??? z   ? dv/dt     z  rohs ?              features   z  low gate charge     z  low  c rss  (typical 14pf )    z  fast switching    z  100% avalanche tested    z  improved dv/dt capability  z  rohs  product  ?  order message   ?   package                                      www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f      2009 11 a       2/13                                                                                                  ??   absolute ratings   (tc=25  )   * ??   *drain current limited by maximum junction temperature        ?   value        ?   parameter         symbol  jcs4n60v/r jcs4n60s/b/c jcs4n60f        unit ????   drain-source voltage  v dss  600 v  4.0 4.0* a  ?   drain current  -continuous  i d     t=25      t=100    2.5 2.5* a  ? ? 1    drain current - pulse           note 1    i dm    16 16* a  ???   gate-source voltage  v gss  30 v  ? ? 2    single pulsed avalanche  energy  note 2    e as  240 mj  ? ? 1    avalanche current              note 1    i ar  4.0 a  ?? ? 1    repetitive avalanche current   note 1    e ar  10.0 mj  ???  ? 3    peak diode recovery      dv/dt     note 3    dv/dt 5.5 v/ns 51 100 33 w  ?   power dissipation  p d     t c =25    -derate  above  25    0.39 0.80 0.26  w/    ???   operating and storage  temperature range  t j  t stg  -55  +150     ??   maximum lead temperature  for soldering purposes  t l  300      www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f      2009 11 a       3/13                                                                                                  ?  off ?characteristics  ???   drain-source voltage  bv dss  i d =250  a, v gs =0v 600 - - v  ??   breakdown voltage temperature  coefficient   bv dss /  t j  i d =250  a, referenced to  25    - 0.65 -  v/  v ds =600v,v gs =0v,  t c =25    - - 10   a ????   zero gate voltage drain current  i dss   v ds =480v,   t c =125   - - 100  a ??   gate-body leakage current,    forward  i gssf  v ds =0v,  v gs  =30v  -  -  100 na  ??   gate-body leakage current,    reverse  i gssr  v ds =0v,  v gs  =-30v  -  -  -100 na  ?? on-characteristics  ??   gate threshold voltage  v gs(th)  v ds  = v gs  ,    i d =250  a 2.0 - 4.0 v  ??   static drain-source    on-resistance  r ds(on)  v gs  =10v ,    i d =2a - 2.0 2.5 ?      forward transconductance  g fs   v ds  = 40v , i d =2a  note 4    - 4.7 -  s  ? dynamic characteristics      input capacitance  c iss  - 710 920 pf      output capacitance  c oss  - 65 85 pf     reverse transfer capacitance  c rss   v ds =25v,  v gs  =0v,  f=1.0mh z   - 14 19 pf                      electrical characteristics        ?   parameter        symbol    tests conditions    min   typ   max  units  www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f      2009 11 a       4/13                                                                                                    electrical characteristics   switching characteristics  ?? turn-on delay time  t d (on) - 20 50 ns  ? turn-on rise time    t r  - 55 120 ns  ?? turn-off delay time    t d (off) - 70 150 ns  ?? turn-off fall time  t f   v dd =300v,i d =4a,r g =25 ?      note 4  5    - 55 120 ns  ? total gate charge  q g  - 27 30 nc ?? gate-source charge  q gs  - 3.6 - nc ?? gate-drain charge  q gd   v ds  =480v ,      i d =4a  v gs  =10v       note 4  5    - 13.1 -  nc ?????   drain-source diode characteristics and maximum  ratings     maximum continuous drain  -source diode forward current  i s  - - 4 a     maximum pulsed drain-source  diode forward current  i sm  - - 16 a  ?   drain-source diode forward  voltage  v sd  v gs =0v,    i s =4.0a - - 1.4 v  ??   reverse recovery time  t rr  - 330 -  ns  ?   reverse recovery charge  q rr  v gs =0v,  i s =4.0a  di f /dt=100a/  s   (note 4) - 2.67 -   c  thermal characteristic      max         ?   parameter        symbol jcs4n60v/rjcs4n60s/b/c  jcs4n60f  unit ???   thermal resistance, junction to case  r th(j-c) 2.50 1.25 3.79   /w ?   thermal resistance, junction to ambient r th(j-a) 83 62.5 62.5   /w                   ??   1 ?     2  l=25mh, i as =4.0a, v dd =50v,  r g =25  ? , ?  t j =25    3  i sd    4.0a,di/dt   200a/  s,vdd  bv dss , ? t j =25      4 ?  300  s, ??  2    5 ???   notes:  1  pulse width limited by maximum junction  temperature    2  l=25mh, i as =4.0a, v dd =50v, r g =25  ? ,starting  t j =25    3  i sd    4.0a,di/dt   200a/  s,vdd  bv dss , starting  t j =25     4  pulse test  pulse width   300  s,duty cycle  2  5  essentially independent  of operating temperature  www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f      2009 11 a       5/13                                                                                                     electrical characteristics (curves)                                                                                      on-region characteristics   transfer characteristics   on-resistance variation vs.  drain current and gate voltage   body diode forward voltage  v ariation  vs. source current and temperature capacitance characteristics   gate charge characteristics   246810 0.1 1 10   notes  1.250  s pulse test 2.v ds =40v 150  i d  [a] v gs [v] 25  0.1 1 10 0.4 0.5 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3   notes  1. 250  s pulse test 2. v gs =0v 25  150  v sd  [v] i dr  [a] 10 1 10              v gs  top       15v               10v                8v                7v              6.5v                6v              5.5v bottom   5v   notes  1. 250  s pulse test 2. t c =25  i d [a] v ds [v] 0123456 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2   note   t j =25  v gs =10v r ds (on) [  ?  ] i d  [a] v gs =20v 0 2 4 6 8 10 1 2 024681012141618202224262830     v ds =480v v ds =300v v ds =120v q g  toltal gate charge [nc] v gs  gate source voltage[v]   www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f      2009 11 a       6/13                                                                                                    electrical characteristics (curves)         -75 -50 -25 0 25 50 75 100 125 150 0.90 0.95 1.00 1.05 1.10 1.15   notes  1. v g s =0v 2. i d =250  a t j  []    bv dss (normalized)                       breakdown voltage variation    vs. temperature   on-resistance variation    vs. temperature   maximum safe operating area  for jcs4n60f  maximum drain current  vs. case temperature   maximum safe operating area  for jcs4n60 v /r/s/b/c -75 -50 -25 0 25 50 75 100 125 150 0.0 0.5 1.0 1.5 2.0 2.5 3.0   notes  1. v gs =10v 2. i d =2.0a r ds (on) (normalized) t j []   www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f        2009 11 a       7/13                                                                                                    electrical characteristics (curves)                            transient thermal response curve  for jcs4n60s/b/c  transient thermal response curve  for jcs4n60f  transient thermal response curve  for jcs4n60v/r               www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f        2009 11 a       8/13                                                                                                  ?   package mechanical data     ipak                                                                                        unit  mm  www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f        2009 11 a       9/13                                                                                                  ?   package mechanical data     dpak                                                                                              unit  mm  www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f        2009 11 a       10/13                                                                                                  ?   package mechanical data     to-262                                                                                unit  mm    www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f        2009 11 a       11/13                                                                                                  ?   package mechanical data     to-263                                                                                              unit  mm  www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f        2009 11 a       12/13                                                                                                  ?   package mechanical data     to-220c                                                                        unit  mm  www.datasheet.net/  datasheet pdf - http://www..co.kr/

                                   jcs4n60v/r/s/b/c/f        2009 11 a       13/13                                                                                                  ?   package mechanical data     to-220mf                                                                            unit  mm  www.datasheet.net/  datasheet pdf - http://www..co.kr/
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