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		  Datasheet File OCR Text:


		  ico?320?ctt ico?624?mgt www.samtec.com row space .300 (7,62) .400 (10,16) .600 (15,24) 08 14 16 18 20 22 24 22 24 28 32 40 ?308 ?314 ?316 ?318 ?320 ?322 ?324 ?422 ?624 ?628 ?632 ?640 contacts plating option style option row spacing &  no. of contacts specify from chart below mates with: apo, apa ico option (leave blank for standard version) ? low pro?  le down to (2,11mm) .083"   above printed circuit board ? side & end stackable ? open body design ? surface mountable lead sockets ?l = locking socket ?l = low pro?le for lif specify ?zl ?m = low pro?le for lif specify ?zm ?n = micro socket for lif specify ?zn locking lead (?l) available. see option. lead style x dia y tail (0,51) .020 (0,51) .020 (0,64) .025 (0,89) .035 (3,18) .125 (4,57) .180 (10,41) .410 (12,95) .510 (7,62) .300 (8,89) .350 (15,24) .600 (17,86) .703 ?s or ?zs ?za   ?j ?k z lead dia accepted = (0,41mm) .016" to  (0,53mm) .021" lead dia accepted = (0,41mm) .016" to (0,51mm) .020" lead dia accepted = (0,38mm) .015" to  (0,51mm) .020"  low  profile  dip  sockets  ico series (2,54) .100 x no. of spaces row spacing +(2,41) .095 (7,64) .300 (10,16) .400 or (15,24) .600 (2,54) .100 typ (1,27) .050 (2,54) .100 x  no. of positions note:  some sizes, styles  and options are non- standard, non-returnable. gg = 30 "  (0,76m) gold contact,  10 "  (0,25m) gold shell gt = 30 "  (0,76m) gold contact,   tin shell tt = tin contact and shell (?c, ?s, ?zs, ?a,  ?l, ?m, ?n, only) st = 10" (0,25m) gold contact,  tin shell (styles ?s & ?zs only) lead dia accepted = (0,41mm) .016" to  (0,51mm) .020" (2,74) .108  .010 (1,32) .052 dia (0,76) .030 (0,76) .030 dia (5,84  0,25) .230  .010 (2,74) .108  .010 (1,32) .052 dia (0,51) .020 (0,51) .020 dia (6,10  0,25) .240  .010 (1,32) .052 dia (0,51) .020 (2,41) .095  .010 (4,83  0,25) .190  .010 (0,76) .030 dia (4,19) .165 (1,32) .052 dia (2,11) .083 (0,25) .010 (0,74) .029 dia  (7,37  0,25) .290  .010 (3,18) .125  .010 (1,32) .052 dia (0,51) .020 dia (1,32) .052 dia x (0,76) .030 y z for complete specit  cations  see www.samtec.com?ico insulator material: black glass filled  polyester contact:  becu shell:  brass except style k  phosphor bronze  plating:  au or sn over 50? (1,27?) ni flammability rating:  ul 94v-o insulation resistance: 5000 m   min temperature range: -55? to +125? with gold -55? to +105? with tin withstanding voltage: 1000 vrms @ 60 hz current rating:  1a contact resistance: 10m   max lead size range: (0,38mm) .015" to  (0,56mm) .022" dia and most  ic leads except c, l, m, and n insertion force: (single contact only) standard  = 9 oz avg, 16 oz max; low  insertion force = 2.5 oz avg,  5.5 oz max  withdrawal force:  (single contact only) standard = 2.5 oz avg, 1.5 oz  min; low insertion force =  2.0 oz avg, 0.35 oz min except  styles zm and zn =  2.0 avg, 0.5 oz min lead-free solderable: wave only rohs compliant:  no specifications also available rohs  compliant  options.  call samtec. dip adaptors. request  apo fact sheet. ?f = flush top ?s, ?zs, ?za, ?j, or ?k = printed circuit ?zs & ?za= low insertion force ?c = micro socket for lif specify ?zc   w w w . s a m t e c . c o m / l e a d - f r e e f-208 supplement requires  style ?s, ?zs or ?p  and (0,89mm) .035 "   ?(0,08mm) .003 "   board hole. requires gt plating  option 
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