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		  Datasheet File OCR Text:


		  aipt-92-xxx electrical specifications: sizes vary pb rohs compliant abracon is iso 9001 / qs 9000 certified abracon is iso 9001 / qs 9000 certified 30332  esperanza, rancho santa margarita, california 92688 tel 949-546-8000 |  fax 949-546-8001 | www.abracon.com revised: 10.10.07 visit www.abracon.com for terms & conditions of sale power inductor abracon p/n:  aipt-92-xxx part l (h) i dc et op energy l (h) r dc coil case lead number 20% max (v-sec) storage typical ( : ) size mount dia aipt-92-* no i dc   $ $    (j) with i dc max code package (inch) & et op 0.003" 20-2.0h 32.8 2.0 52 40 20 0.060 h - 0.020 25-2.6v 20.7 2.6 30 85 25 0.043 a bm1 0.020 50-2.6 (v)(h) 45.7 2.6 50 169 50 0.071 b bm2 0.020 100-2.6 (v)(h) 94.1 2.6 90 338 100 0.100 c bm3 0.020 35-2.6 (v)(h) 28.4 2.6 55 118 35 0.037 b bm2 0.025 70-3.0 (v)(h) 61.0 3.0 85 315 70 0.052 c bm3 0.025 150-3.0 (v)(h) 146.0 3.0 140 653 145 0.087 d bm4 0.025 285-3.0 (v)(h 260.0 3.0 300 1283 285 0.140 e bm5 0.025 450-3.0v 436.3 3.0 425 2025 450 0.200 f - 0.025 100-3.6 (v)(h) 90.7 3.6 130 648 67 0.045 d bm4 0.032 165-4.0 (v)(h) 152.0 4.0 240 1320 165 0.070 e bm5 0.032 270-4.0v 263.9 4.0 350 2160 270 0.100 f - 0.032 400-4.0 (v)(h) 37.9 4.0 70 320 40 0.027 c bm3 0.032 15-5.0 (v)(h) 14.8 5.0 17 188 15 0.023 b bm2 0.035 22-5.0h 20.3 5.0 44 275 22 0.020 g - 0.032 100-5.0 (v)(h) 90.7 5.0 200 1250 100 0.034 e bm5 0.042 170-5.0v 159.7 5.0 300 2125 170 0.050 f - 0.042 55-5.0 (v)(h) 54.9 5.0 100 688 55 0.023 d bm4 0.042 95-7.0v 96.0 7.0 225 2328 95 0.025 f - 0.051 55-7.0 (v)(h) 49.1 7.0 150 1348 55 0.017 e bm5 0.051 55-10v 55.9 10.0 175 2750 55 0.013 f - 0.064 ? typical l  value occurs @ i dc  and et op  value shown. l increase when et op  increase.  ? energy storage is ?li 2 ? l decreases with higher value of i dc  and increases with low i dc ? marking on glass/polyester film tape, ul130 min ? inductance test @ 20khz, 0.1v rms n / p e h t r e t f a d e t n u o m l a c i t r e v r o f v d d a ? ? add h for horizontal mount after the p/n ? add b for base mounted after the p/n ?  "rohs compliance" product, label outside package effective date code 0523 mechanical specifications k m l n p . s a e m l i o c e d c b a . s a e m e s a b p y t p y t m o n m o n e z i s p y t m o n m o n t n u o m - 0 8 1 . 0 5 7 3 . 0 0 5 2 . 0 0 5 5 . 0 h c n i a 0 1 1 . 0 0 9 2 . 0 0 5 6 . 0 0 8 5 . 0 0 4 3 . 0 h c n i 1 m b - 7 5 , 4 3 5 , 9 5 3 , 6 7 9 , 3 1 m m 9 7 , 2 7 3 , 7 1 5 , 6 1 3 7 , 4 1 4 6 , 8 m m 0 3 5 . 0 0 8 2 . 0 5 7 3 . 0 0 8 3 . 0 0 0 7 . 0 h c n i b 0 5 1 . 0 5 2 3 . 0 0 0 7 . 0 0 5 6 . 0 0 5 4 . 0 h c n i 2 m b 6 4 , 3 1 1 1 , 7 3 5 , 9 5 6 , 9 8 7 , 7 1 m m 1 8 , 3 6 2 , 8 8 7 , 7 1 1 5 , 6 1 3 4 , 1 1 m m 0 2 7 . 0 0 8 2 . 0 5 7 3 . 0 0 1 4 . 0 0 5 8 . 0 h c n i c 0 5 1 . 0 5 1 4 . 0 0 5 9 . 0 0 3 8 . 0 0 5 4 . 0 h c n i 3 m b 9 2 , 8 1 1 1 , 7 3 5 , 9 1 4 , 0 1 9 5 , 1 2 m m 1 8 , 3 4 5 , 0 1 3 1 , 4 2 8 0 , 1 2 3 4 , 1 1 m m 0 4 8 . 0 0 0 4 . 0 5 7 3 . 0 0 5 5 . 0 0 5 0 . 1 h c n i d 5 2 2 . 0 5 7 4 . 0 0 0 1 . 1 0 5 9 . 0 0 0 6 . 0 h c n i 4 m b 4 2 , 1 2 6 1 , 0 1 3 5 , 9 7 9 , 3 1 7 2 , 6 2 m m 2 7 , 5 7 0 , 2 1 4 9 , 7 2 3 1 , 4 2 4 2 , 5 1 m m 0 0 1 . 1 0 0 5 . 0 5 7 3 . 0 0 0 7 . 0 0 0 4 . 1 h c n i e 0 5 2 . 0 5 2 6 . 0 0 0 4 . 1 0 5 2 . 1 0 0 7 . 0 h c n i 5 m b 5 6 , 5 2 0 7 , 2 1 3 5 , 9 8 7 , 7 1 6 5 , 5 3 m m 5 3 , 6 8 8 , 5 1 6 5 , 5 3 5 7 , 1 3 8 7 , 7 1 m m f inch 1.650 0.700 0.375 0.500 - horizontal mounted mm 41,91 17,78 9,53 12,70 - g inch 0.850 0.330 0.875 - 0.730 mm 21,59 8,38 22,23 - 18,29 h inch 0.640 0.280 0.875 - 0.530 mm 16,26 7,11 22,23 - 13,46 base mounted vertical mounted
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