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		  Datasheet File OCR Text:


		  17 50 28.3 29.9 24.5 25.55 fpc connector fp-5a series 0.5mm spacing  ( smt )  features 1. it is possible to correspond to an upper or lower contact by changing the cover. 2. upper or lower contact constructed dual so it makes higher lifted circuit strength. 3. of the zif structure. 4. only 2.0mm high when mounted. 5. supplied in emboss-tape packaging for automatic mounting.  specifications 1. rating : 0.5a, 50v ac/dc 2. contact resistance : 30m ? , max., initially 3. insuiation resistance : 100m ? , min. at 100v dc 4. withstanding voltage : 100v ac for one minute 5. operating temperature range : ?0?c to +85?c  material and plating  housing : polyamide 9t (pa9t), black, 94v-0  cover : polyphenylene sulfide (pps),  upper contact-beige, 94v-0 lower contact-brown, 94v-0  contact : phosphor bronze, au plating  upper contact type   cfp48 -0150f no. of pins 0.5 0.5 0.2 (n?)  0.5=a 0.5 5.35 0.15 2 a+3.8=b a+5.4=c 0.2 (n?)  0.5=a a+1.05=d 4.35 1.4 0.35 0.18 0.18 1.35 no. of  pins a b c 30 18.3 19.9 14.5 40 23.3 24.9 19.5 d 15.55 20.55 50 28.3 29.9 24.5 25.55 no. of  pins a b c 30 18.3 19.9 14.5 40 23.3 24.9 19.5 d 15.55 20.55  lower contact type   cfp47 -0150f no. of pins 0.5 0.5 0.2 (n?)  0.5=a 0.5 5.35 1.75 0.15 a+3.8=b a+5.4=c 0.2 (n?)  0.5=a 2 a+1.05=d 4.35 1.4 1 0.35 0.18 0.18  p.c. board dimension 0.5  0.02 0.3  0.03 a  0.03 0.3  0.03 4.4   0 ?.1 6.4 +0.1   0  applicable fpc dimension (t=0.3  0.05) 0.5 2.5min 4min    0.02 0.35  +0.04 0.5    0.1  ?.03 a    0.03 (a+1.0)    0.05  fpc plating to recommend : au plating
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