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		  Datasheet File OCR Text:


		  type? n? male? for? cnt - 240? braided? cable ? ? 240pnm - cs8 ? characteristics ?? general specifications  interface? n? male? body? style? straight? brand? cnt?? ?? electrical specifications  operating? frequency? band? 0? C ? 6000? mhz? cable? impedance? 50? ohm? connector? impedance? 50? ohm? rf? operating? voltage,? maximum? (vrms)? 529.00? v? dc? test? voltage? 1500? v? outer? contact? resistance,? maximum? 0.25? mohm? inner? contact? resistance,? maximum? 1.00? mohm? insulation? resistance,? minimum? 5000? mohm? average? power? 260.0? w? @? 900? mhz? peak? power,? maximum? 5.60? kw? insertion? loss,? typical? 0.05? db? product specifications ? 2011?commscope, inc. all rights reserved. all trademarks identified by  ?  or ? are registered trademarks or trademarks, respectively, of commscope.all specifications are subject to change.   see www.commscope.com/andrew for the most current information. page 1 of 3 2/23/2011

 outline drawing  ?? ?? ?? ??  outer? contact? plating? trimetal? inner? contact? plating? silver? outer? contact? attachment? method? crimp? inner? contact? attachment? method? captivated? interface? durability? 500? cycles? interface? durability? method? iec? 61169 - 16:9.5? connector? retention? tensile? force? 134? n? ? ? |? ? ? 30? lbf? connector? retention? torque? 0.23? n - m? ? ? |? ? ? 0.17? ft? lb? insertion? force? 28.00? n? ? ? |? ? ? 6.29? lbf? insertion? force? method? iec? 61169 - 16:9.3.5? pressurizable? no? coupling? nut? proof? torque? 1.70? n - m? ? ? |? ? ? 1.25? ft? lb? coupling? nut? proof? torque? method? iec? 61169 - 16:9.3.6? coupling? nut? retention? force? 450.00? n? ? ? |? ? ? 101.16? lbf? coupling? nut? retention? force? method? iec? 61169 - 16:9.3.11? ??  nominal? size? 0.240? in? diameter? 22.35? mm? ? ? |? ? ? 0.88? in? length? 44.81? mm? ? ? |? ? ? 1.76? in? weight? 39.12? g? ? ? |? ? ? 0.09? lb? product specifications 240pnm - cs8 ? 2011?commscope, inc. all rights reserved. all trademarks identified by  ?  or ? are registered trademarks or trademarks, respectively, of commscope.all specifications are subject to change.   see www.commscope.com/andrew for the most current information. page 2 of 3 2/23/2011

 :lgwk  pp   _    lq  environmental specifications  2shudwlqj 7hpshudwxuh   ?& wr  ?&    ?) wr  ?) 6wrudjh 7hpshudwxuh   ?& wr  ?&    ?) wr  ?) ,pphuvlrq 'hswk  p ,pphuvlrq 7hvw 0dwlqj 0dwhg ,pphuvlrq 7hvw 0hwkrg ,(&  ,3 0hfkdqlfdo 6krfn 7hvw 0hwkrg ,(&      &olpdwlf 6htxhqfh 7hvw 0hwkrg ,(&    'dps +hdw 6whdg\ 6wdwh 7hvw 0hwkrg ,(&      7khupdo 6krfn 7hvw 0hwkrg ,(&      9leudwlrq 7hvw 0hwkrg ,(&      &ruurvlrq 7hvw 0hwkrg ,(&       standard conditions  $wwhqxdwlrq $pelhqw 7hpshudwxuh  ?&   _    ?) $yhudjh 3rzhu $pelhqw 7hpshudwxuh  ?&   _    ?) $yhudjh 3rzhu ,qqhu &rqgxfwru 7hpshudwxuh  ?&   _    ?) return loss/vswr frequency? band vswr return? loss? (db) 0 C 3000? mhz 1.07 30.00 3000 C 6000? mhz 1.17 22.00 regulatory compliance/certifications agency classification rohs? 2002/95/ec compliant? by? exemption china? rohs? sj/t? 11364 - 2006 above? maximum? concentration? value? (mcv) iso? 9001:2008 designed,? manufactured? and/or? distributed? under? this? quality? management? system ? ? *? footnotes ,pphuvlrq 'hswk ,pphuvlrq dw vshflilhg ghswk iru  krxuv ,qvhuwlrq /rvv w\slfdo iuht *+] qrw dssolfdeoh iru hoolswlfdo zdyhjxlgh product specifications 240pnm - cs8 ? 2011?commscope, inc. all rights reserved. all trademarks identified by  ?  or ? are registered trademarks or trademarks, respectively, of commscope.all specifications are subject to change.   see www.commscope.com/andrew for the most current information. page 3 of 3 2/23/2011
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