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		  Datasheet File OCR Text:


		  1   8 0 0   a n t e n n a por t able antennas kulduckie hq  design pioneered at larsen  1/2 over 1/4 wave delivers a noticeable improvement in range and sound clarity   brass wound cable radiator for conductivity , flexibility and strength  attractive & durable pvc finish  low loss polyolefin protects the helix from the higher loss pvc jacket material  highly efficient .50 steel & copper-plated radiating element means improved conductivity and performance  soldered electrical connection is covered with a copper jacket then flooded with solder to give double protection at the point of maximum stress  silver plated contact pin or durable brass connection provides excellent electrical contact and long life a vailable for vhf approx. length: 9 1/2  half w a ve vhf  collapsible chrome radiating element: internally shorted collapsing joints provide good performance and attractive, durable finish  sturdy polycarbonate transformer housing - coil cannot flex and change frequency  superior air wound impedance transformer provides higher q and deeper resonance.  silver plated contact pin or durable brass connection provides excellent electrical contact and long life a vailable for vhf approx. length: 6" collapsed 44 1/2" fully extended half w a ve uhf  brass wound cable radiator for conductivity , flexibility and strength  attractive & durable pvc finish  fully soldered, not just crimped for best electrical performance and long life  sturdy polycarbonate transformer housing - coil cannot flex and change frequency  superior air wound impedance transformer provides higher q and deeper resonance.  silver plated contact pin or durable brass connection provides excellent electrical contact and long life a vailable for uhf approx. length: 16"

 1   8 0 0   a nt e n n a por t able antennas kulduckie dual band  attractive & durable pvc finish  operates as a full 1/4 wave at uhf and a loaded 1/4 wave at vhf  impedance matching transformer provides high q and deeper resonance  silver plated contact pin or durable brass connection provides excellent electrical contact and long life a vailable for selected vhf/uhf applications  approx. length:  9" q-1/4 w a ve  flexible 17-7 stainless steel rod provides simplicity and extra durability  kulrod copper plated for maxium rf efficiency  fully soldered connection for durability and electrical performance.  bnc, tnc or pl-259 connector only approx. length: 4 3/4" to 20" 23

 1   8 0 0   a nt e nn a por t able antennas kulduckies

 1   8 0 0   a n t e n n a por t able antennas kulduckies bnc male  (continued)
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