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		  Datasheet File OCR Text:


		  type b flex-fit female pcb connector twopiece connectors standard din flex-fit 224 thomas & betts electronics/oem division  tel: 901-252-5000  fax: 901-252-1312 dimensions shown are for reference only. dimension s are in millimeters (inches). lr92984 e60980 p hysical p roperties i nsulation m aterial : glass filled thermoplastic  rated ul 94v-0 c olor : gray c ontacts : copper alloy, nickel plate overall,  gold finish in contact zone. tin/lead on solder  tails, tin/lead or gold on posts. e lectrical p roperties c urrent r ating : 2 amps per pin i nsulation r esistance : >1 x 10 9 0hms d ielectric s trength : > 500 vdc at sea level e nvironmental p roperties t emperature r ating : -55?c to 125? i nitial i nsertion f orce p er p in 40 lbs. maximum when staked into glass  epoxy pcb substrate 0.037" diameter  finished through-hole r etention f orce p er p in 10 lbs. minimum when staked into glass  epoxy pcb substrate 0.043" diameter  finished through-hole ordering information no. of contacts contact loading catalog no. termination style mm specify x and y (inches) 32 a, b        2, 4, 6 ?2 fb032-081- x a = 4.7 64 a, b        1, 2, 3 ?2 fb064-081- x (.184) 32 a, b        2, 4, 6 ?2 fb032-091- x-y a = 13.0 64 a, b, c    1, 2, 3 ?2 fb064-091- x-y (.512) 32 a, b        2, 4, 6 ?2 fb032-101- x-y a = 17.0 64 a, b        1, 2, 3 ?2 fb064-101- x-y (.669) 32 a, b        2, 4, 6 ?2 fb032-111- x-y a = 20.9 64 a, b        1, 2, 3 ?2 fb064-111- x-y (.823) press-fit wire wrap post 0.64 x 0.64 (.025 x .025) recommended printed circuit board layout x performance level 1 level 1 - 500 mating cycles 2 level 2 - 400 mating cycles 3 level 3 - 50 mating cycles y tail plating 1 tin/lead 2 gold flash (.200?from pin tip) gold plate 3 (30 microinches .200?form pin tip)
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