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		  Datasheet File OCR Text:


		  environmental connectors glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com d-11 d 233-105-00, d0 and t0 mil-dtl-38999 series iii type  wall mount environmental receptacle connector application notes 1. material/ finishes:     shells, jam nut - see table ii     (composite jam nut & composite coupling nut no plating     required).     insulators- high grade rigid dielectric/ n.a     seals- fluorosilicone/ n.a. 2. assembly to be identifed with glenairs name, part number     and date code space permitting.  3. insert arrangement in accordance with mil-std-1560. 4. insert arrangement shown is for reference only. 5. blue color band indicates rear release retention system. 6. 16# awg contact arrangements only.  see available       arrangements opposite page. 7. metric dimensions (mm) are in parentheses. insert arrangement (see following page) basic part number 233-105  -  d38999 series iii type        power connector alternate key  position a, b, c, d, or e (n for normal) contact type (see table i) shell size 11 13 15 17 19 21 23 25 233-105 - 00 xm 11 - 21 s n shell style 00  - receptacle, wall mount w/ slotted holes d0  - receptacle, wall mount w/ round holes t0  - receptacle, wall mount w/ tapped holes finish material (see table ii) 00 - slotted holes yellow color band master   keyway  see note 2  j thread 1.240 (31.5) ma x a thread h g b sq 2x c bsc 2x d bsc 4x  f 4x  e blue color band fully mated red indicator band .520 (13.2) ma x m .005 (0.1 ) see notes 3 and 4 see note 7 see note 5 d0 - round holes m .005 (0.1 ) 2x c bsc b sq see notes 3 and 4 4 x k dia holes master keyway consult factory for available insert arrangements. 

 environmental connectors glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com d-12 d table iii: shell size shell  size code shell  size a thread b sq c bsc g h j thread k holes dia b 11 .7500-.1p-.3l-ts-2a 1.043  (26.5) 1.019  (25.9) .812  (20.6) .144  (3.7) .083  (2.1) .823  (20.9) .768  (19.5) m15 x 1.0-6g 0.100r .136  (3.5) .120  (3.0) c 13 .8750-.1p-.3l-ts-2a 1.138  (28.9) 1.114  (28.3) .906  (23.0) .144  (3.7) .083  (2.1) .823  (20.9) .768  (19.5) m18 x 1.0-6g 0.100r .136  (3.5) .120  (3.0) d 15 1.0000-.1p-.3l-ts-2a 1.232  (31.3) 1.208  (30.7) .969  (24.6) .144  (3.7) .083  (2.1) .823  (20.9) .768  (19.5) m22 x 1.0-6g 0.100r .136  (3.5) .120  (3.0) e 17 1.1875-.1p-.3l-ts-2a 1.323  (33.6) 1.299  (33.0) 1.062  (27.0) .144  (3.7) .083  (2.1) .823  (20.9) .768  (19.5) m25 x 1.0-6g 0.100r .136  (3.5) .120  (3.0) f 19 1.2500-.1p-.3l-ts-2a 1.449  (36.8) 1.425  (36.2) 1.156  (29.4) .144  (3.7) .083  (2.1) .823  (20.9) .768  (19.5) m28 x 1.0-6g 0.100r .136  (3.5) .120  (3.0) g 21 1.3750-.1p-.3l-ts-2a 1.575  (40.0) 1.551  (39.4) 1.250  (31.8) .171  (65.2) .083  (39.8) .791  (20.0) .736  (18.7) m31 x 1.0-6g 0.100r .136  (3.5) .120  (3.0) h 23 1.5000-.1p-.3l-ts-2a 1.701  (43.2) 1.677  (42.6) 1.375  (34.9) .171  (65.2) .083  (39.8) .791  (20.0) .736  (18.7) m34 x 1.0-6g 0.100r .162  (4.1) .146  (3.7) j 25 1.6250-.1p-.3l-ts-2a 1.823  (46.3) 1.799  (45.7) 1.500  (38.1) .171  (65.2) .083  (39.8) .791  (20.0) .736  (18.7) m37 x 1.0-6g 0.100r .162  (4.1) .146  (3.7) table i: contact types ordering  code assembly  dash number wire size type military part  number p 850-002-16-364 #16 C #20 pin m39029/58-364 s 850-001-16-352 #16 C #20 socket m39029/56-352 pc 852-008-16-424 rg174, rg316, rg179 pin m39029/76-424 sc 852-009-16-428 rg174, rg316, rg179 socket m39029/77-428 233-105-00, d0 and t0 mil-dtl-38999 series iii type  wall mount environmental receptacle connector table ii: finish sym material finish m aluminum electroless nickel mt aluminum ni-ptfe 1000 hour  grey tm nf aluminum cadmium o.d. over electroless nickel xm composite electroless nickel xmt composite ni-ptfe 1000 hour  grey tm xw composite cadmium o.d. over electroless nickel  z1 stainless steel passivate zl stainless steel electro-deposited nickel *consult factory for additional plating options 

 environmental connectors glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com d-13 d metric dimensions (mm) are indicated in parentheses shell size shell  size code shell size aa dia bb flat m  ? min n  ? min p  ? holes r bsc b 11 .835  (21.2) .825  (21.0) .771  (19.6) .761  (19.3) .796  (20.2) .625  (15.9) .133  (3.4) .123  (3.1) .812 (20.6) c 13 1.020  (25.9) 1.010  (25.7) .955  (24.3) .945  (24.0) .922  (23.4) 750  (19.1) .133  (3.4) .123  (3.1) .906 (23.0) d 15 1.145  (29.1) 1.135  (28.8) 1.085  (27.6) 1.075  (27.3) 1.047  (26.6) .906  (23.0) .133  (3.4) .123  (3.1) .969 (24.6) e 17 1.270  (32.3) 1.260  (32.0) 1.210  (30.7) 1.200  (30.5) 1.219  (31.0) 1.016  (25.8) .133  (3.4) .123  (3.1) 1.062 (27.0) f 19 1.395  (35.4) 1.385  (35.2) 1.335  (33.9) 1.325  (33.7) 1.297  (32.9) 1.141  (29.0) .133  (3.4) .123  (3.1) 1.156 (29.4) g 21 1.520  (38.6) 1.510  (38.4) 1.460  (37.1) 1.450  (36.8) 1.422  (36.1) 1.266  (32.2) .133  (3.4) .123  (3.1) 1.250 (31.8) h 23 1.645  (41.8) 1.635  (41.5) 1.585  (40.3) 1.575  (40.0) 1.547  (39.3) 1.375  (34.9) .159  (4.0) .149  (3.8) 1.375 (34.9) j 25 1.770  (45.0) 1.760  (44.7) 1.710  (43.4) 1.700  (43.2) 1.672  (42.5) 1.484  (37.7) .155  (3.9) .145  (3.7) 1.500 (38.1) .005 m r r n min front panel  mounting m min back panel mounting recommended mounting holes for wall mount receptacle recommended cut-out o aa bb flat 4 x p     holes o o o 233-105-00, d0 and t0 mil-dtl-38999 series iii type  wall mount environmental receptacle connector 
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