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		  Datasheet File OCR Text:


		  e-2000 c&c duplex type designation: e-2956.6 ferrule material: zirconia/copper-nickel alloy insert (pilzferrule) external parts: plastic black polish geometry: convex (pc) fiber/cable type order number hcs 200/230/900 3 0 0  -  0 0 2  -  0 0 1  l  0 0 0 hcs 200/230/900/2100 3 0 0  -  0 0 2  -  0 0 2  l  0 0 0 hcs 200/230/900/2500 3 0 0  -  0 0 2  -  0 0 3  l  0 0 0 hcs 200/230/900/3000 3 0 0  -  0 0 2  -  0 0 4  l  0 0 0 hcs 200/230/900/3500 3 0 0  -  0 0 2  -  0 0 5  l  0 0 0 color coding thumb-latch black blue green red orange yellow white violet order no. 304 314 324 334 344 354 364 374 adapter type designation: e-2210.2-333 duplex mating sleeve: zirconia external parts: plastic black frame color order number frame color order number blue 1 6 5  -  3 0 1  -  9 0 5  v  1 1 1 orange 1 6 5  -  3 0 1  -  9 0 5  v  1 5 5 green 1 6 5  -  3 0 1  -  9 0 5  v  1 2 2 yellow 1 6 5  -  3 0 1  -  9 0 5  v  1 6 6 black 1 6 5  -  3 0 1  -  9 0 5  v  1 3 3 white 1 6 5  -  3 0 1  -  9 0 5  v  1 7 7 red 1 6 5  -  3 0 1  -  9 0 5  v  1 4 4 violet 1 6 5  -  3 0 1  -  9 0 5  v  1 8 8 specifications insertion loss 0.8 db typ. service life 1000 mate/demate cycles operating temperature -40/+85  c* storage temperature -40/+90  c * may be further limited by cable specifications diamond sa via dei patrizi 5 ch-6616 losone tel. ++41-91/785 45 45 fax ++41-91/785 45 00 e-mail: info@diamond-fo.com diamond fiber optic components the e-2000   crimp&cleave system is designed for field termination of 200/ 230   m hcs-fiber. all of the features, users have come to expect from the e-2000 family, are available from the e-2000   crimp&cleave, including: ease of installation, integrated protection caps, color coding, mechanical keying and excellent vibration resistance. e-2000 e-2916.6 e-2956.6 crimp & cleave specifications subject to change without notice 002-037-210p005100 termination kit the e-2000     crimp&cleave kit includes all tooling, materials, and instructions to allow the installer to quickly and fragility install connectors. order numbers kit  e-2000   c&c  complet: 241-100-046v001 features and benefits  injection molded housing (ul 94 v0 flammability rating) - rugged, cost-saving construction. - connector housing totally encloses ferrule to optimally protect it from dust, contaminants and scratches.  positive latching mechanism superior retention under axial loads.  spring-loaded shutters - engage automatically to protect personnel from eye-damaging laser radiation. - angled, anti-reflection surface ensures low reflectance in unmated state.  integrated protective caps - automatically protect personnel from eye-damaging laser radiation. - close automatically upon extraction to protect ferrule from dust and scratches.  interchangeable color-coded and mechanically keyed thumb-latches and frames - permit clear and unmistakable identification of lines on crowded patch panels. - guard against improper connections.  compact, rectangular footprint; push-pull design - permits dense packing.  high modular connector-system - single channel components can be upgrated to duplex through the use of a simple clip-bridge and an extended thumb-latch. 5 1 4 2 3 12,7 12,7 21,7 31,5 9 12 56 42 13 21,7 13 12,7 30 30    22    13,3          4  2,2         +0.2  0  ?.2  ?.2  ?.1  mounting instructions max wall thickness 2 mm basic kit contents description order number 1 crimp tool 080-609-012v001 2 scissors 002-254-000p137 3 fiber cleaver - 4 cable stripper 221-100-073v001 5 fiber stripper 002-254-000p043 pliers* for housing assembly connector type order number e-2000  221-100-032v001 sc 221-100-041v001 fc 221-100-093v001 st  221-100-094v001 * separately order space requirement: ca. 350 x 210 x 85 mm weight: ca. 1.800 kg

 e-2000   c&c compact type designation: e-2956.6 ferrule material: zirconia/copper-nickel alloy insert (pilzferrule) external parts: plastic black polish geometry: convex  (pc) fiber/cable type order number hcs 200/230/900 3   0   0  -  0 0 2  -  0 0 1  l  0 0 0 hcs 200/230/900/2100 3 0 0  -  0 0 2  -  0 0 2  l  0 0 0 hcs 200/230/900/2500 3 0 0    -  0 0 2  -  0 0 3  l  0 0 0 hcs 200/230/900/3000 3 0 0  -  0 0 2  -  0 0 4  l  0 0 0 hcs 200/230/900/3500 3 0 0  -  0 0 2  -  0 0 5  l  0 0 0 color coding thumb-latch black blue green red orange yellow white violet order no. 501 511 521 531 541 551 561 571 mechanical keying thumb-latch no. 1 (red) 2 (brown) 3 (yellow) 4 (orange) 5 (violet) 6 (white)   order no. 601 611 621 631 641 651   adapter type designation: e-2210.2-*** compact mating sleeve: zirconia external parts: plastic black color coding frame color order number frame color order number blue 1 6 7  -  0 3 x  -  0 0 1  v  3 0 1 orange 1 6 7  -  0 3 x  -  0 0 1  v  3 0 5 green 1 6 7  -  0 3 x  -  0 0 1  v  3 0 2 yellow 1 6 7  -  0 3 x  -  0 0 1  v  3 0 6 black 1 6 7  -  0 3 x  -  0 0 1  v  3 0 3 white 1 6 7  -  0 3 x  -  0 0 1  v  3 0 7 red 1 6 7  -  0 3 x  -  0 0 1  v  3 0 4 violet 1 6 7  -  0 3 x  -  0 0 1  v  3 0 8 mechanical keying frame no. order number frame no. order number 1 (red) 1 6 7  -  0 3 x  -  1 0 1  v  3 0 0 4 (orange) 1 6 7  -  0 3 x  -  4 0 1  v  3 0 0 2 (brown) 1 6 7  -  0 3 x  -  2 0 1  v  3 0 0 5 (violet) 1 6 7  -  0 3 x  -  5 0 1  v  3 0 0 3 (yellow) 1 6 7  -  0 3 x  -  3 0 1  v  3 0 0 6 (white) 1 6 7  -  0 3 x  -  6 0 1  v  3 0 0 e-2000   c&c single chanel type designation: e-2916.6 ferrule style: zirconia/copper-nickel alloy insert (pilzferrule) external parts: plastic black polish geometry: convex (pc) fiber/cable type order number hcs 200/230/900 3   0   0  -  0 0 2  -  0 0 1  l  0 0 0 hcs 200/230/900/2100 3 0 0  -  0 0 2  -  0 0 2  l  0 0 0 hcs 200/230/900/2500 3 0 0    -  0 0 2  -  0 0 3  l  0 0 0 hcs 200/230/900/3000 3 0 0  -  0 0 2  -  0 0 4  l  0 0 0 hcs 200/230/900/3500 3 0 0  -  0 0 2  -  0 0 5  l  0 0 0 color coding thumb-latch black blue green red orange yellow white violet order no. 301 311 321 331 341 351 361 371 mechanical keying thumb-latch no. 1 (red) s 3 (yellow) 4 (orange) 5 (violet) 6 (white)   order no. 401 411 421 431 441 451   adapter type designation: e-2201.2-333 single chanel mating sleeve: zirconia external parts: plastic black color coding frame color order number frame color order number blue 1 6 7  -  0 0 x  -  0 0 1  v  3 0 1 orange 1 6 7  -  0 0 x  -  0 0 1  v  3 0 5 green 1 6 7  -  0 0 x  -  0 0 1  v  3 0 2 yellow 1 6 7  -  0 0 x  -  0 0 1  v  3 0 6 black 1 6 7  -  0 0 x  -  0 0 1  v  3 0 3 white 1 6 7  -  0 0 x  -  0 0 1  v  3 0 7 red 1 6 7  -  0 0 x  -  0 0 1  v  3 0 4 violet 1 6 7  -  0 0 x  -  0 0 1  v  3 0 8 mechanical keying frame no. order number frame no. order number 1 (red) 1 6 7  -  0 0 x  -  1 0 1  v  3 0 0 4 (orange) 1 6 7  -  0 0 x  -  4 0 1  v  3 0 0 2 (brown) 1 6 7  -  0 0 x  -  2 0 1  v  3 0 0 5 (violet) 1 6 7  -  0 0 x  -  5 0 1  v  3 0 0 3 (yellow) 1 6 7  -  0 0 x  -  3 0 1  v  3 0 0 6 (white) 1 6 7  -  0 0 x  -  6 0 1  v  3 0 0 18  0,1  9,1  0,2            (m 2)    2,2   + 0 .2      0 13,3  0,2  9,1  0,2 13,3  0,2  mounting instructions max wall thickness 2 mm max wall thickness 1.6 mm mounting instructions max wandst ? rke 2 mm max wandst ? rke 1,5 mm  12  12  13  13 order number codes for mating adapters 1 code for fixation type - 0  for basic body -  1  for assembled screw fixing clip -  2  for assembled quick fixing clip 2 code for mechanical keying 3 code for color coding other fixations or colors upon request.  12  12  13  13 23 13,1  0.2     0 12 3 18  0.1  15  0.2            (m2)    2.2   + 0 .2      0 13,3  0.2  31,5 56   2,5 7,4 13,1 14,6 31,5 56 9 12     070-133-011v001 070-133-010v001                     070-133-007v001 070-133-009v001 167-0x0-001vxxx 167-0x0-001vxxx
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