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     vectron international, 267 lowell road, hudson, nh 03051     tel: 1-88-vectron-1  ?  web:  www.vectron.com       page 4 of 7  rev: 10nov06     25 217 200 150 260                              temperature (degc) time (sec)   t s t amb-p t l t p r r dn     reflow profile (ipc/jedec j-std-020c)  parameter  symbol  value  preheat time  t   s   60 sec min, 180 sec max  ramp up  r   up  3  o c/sec max  time above 217  o c t   l   60 sec min, 150 sec max  time to peak temperature  t   amb-p   480 sec max  time at 260  o c  t   p   20 sec min, 40 sec max  ramp down  r   dn  6  o c/sec max      the fx-101 is being qualified to meet the  jedec standard for pb-free assembly.  the  temperatures and time intervals listed are  based on the pb-free small body  requirements.  the temperatures refer to the  topside of the package, measured on the  package body surface.  the fx-101 should not  be subjected to a wash process that will  immerse it in solvents.  no clean is the  recommended procedure. the fx-101 has  been designed for pick and place reflow  soldering.  the fx-101 may be reflowed once  and should not be reflowed in the inverted  position.                                  
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     vectron international, 267 lowell road, hudson, nh 03051     tel: 1-88-vectron-1  ?  web:  www.vectron.com       page 7 of 7  rev: 10nov06              fx-101-dac-d1s2g ? 8 khz, 1.544 mhz, 2.048 mhz, 19.44 mhz                  for additional information, please contact:                vectron international reserves the right to make changes to the product(s) and or information contained herein without notice.  no liability is assumed as a result of their use or application.   no rights under any patent accompany the sale of any such pro duct(s) or information .    usa:     . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  tel: 1-88- v ectron-1  fax: 1-888-fax- v ectron     europe: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  tel: +49 (0) 7268 8010  fax: +49 (0) 7268 8012 81     asia:   . . .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  tel: +86-21-5048-0777  fax: +86-21-5048-1881    




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of FX-101-CFC-A1P2 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























