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		  Datasheet File OCR Text:


		  i s o l a t e d   a n d   r e g u l a t e d   1 . 5   wat t  m o d u l a r   d c / d c   c o n v e r t e r s d r 1 p 5   s e r i e s www.ast rodyne.com astrodyne usa: 1-800-823-8082 astrodyne p acific: 886-2-26983458 low ripple and noise pi input filter regulated outputs 500v isolation 5 sided emi shielding standard 24 pin dip & smd packages model number  output voltage   output mamps  input range     input current     efficiency  max. capacitive load  single output     dr1p5-05s05(smd)  5 vdc  300  4.5-5.5 vdc     600ma     54%     470uf       dr1p5-12s05(smd)     300  10.8-13.2 vdc     245ma     55%     470uf       DR1P5-24S05(smd)     300  21.6-26.4 vdc     125ma     54%     470uf       dr1p5-05s12(smd)  12 vdc  125  4.5-5.5 vdc     625ma     52%     330uf       dr1p5-12s12(smd)     125  10.8-13.2 vdc     260ma     52%     330uf       dr1p5-24s12(smd)     125  21.6-26.4 vdc     130ma     52%     330uf       dr1p5-05s15(smd)  15 vdc  100  4.5-5.5 vdc     588ma     55%     330uf       dr1p5-12s15(smd)     100  10.8-13.2 vdc     245ma     55%     330uf       dr1p5-24s15(smd)     100  21.6-26.4 vdc     123ma     55%     330uf       d ual output dr1p5-05d05(smd)  +/-5 vdc  +/-150  4.5-5.5 vdc     682ma     48%     330uf       dr1p5-12d05(smd)     +/-150  10.8-13.2 vdc     278ma     49%     330uf       dr1p5-24d05(smd)     +/-150  21.6-26.4 vdc     142ma     48%     330uf       dr1p5-05d12(smd)  +/-12 vdc  +/-60  4.5-5.5 vdc     632ma     51%     110uf       dr1p5-12d12(smd)     +/-60  10.8-13.2 vdc     255ma     51%     110uf       dr1p5-24d12(smd)     +/-60  21.6-26.4 vdc     128ma     51%     110uf       dr1p5-05d15(smd)  +/-15 vdc  +/-50  4.5-5.5 vdc     600ma     54%     110uf       dr1p5-12d15(smd)     +/-50  10.8-13.2 vdc     250ma     54%     110uf       dr1p5-24d15(smd)     +/-50  21.6-26.4 vdc     125ma     54%     110uf       note  - (smd) denotes that these products are available in a surface mount technology package. (please see page 3) to order a dr1p5 product with the optional  surfae mount package, simply add smd to the end of the standard part number. for example dr1p5-05s05smd. unit measures 0.8w x 1.25l x 0.4h

 i s o l a t e d   a n d   r e g u l a t e d   1 . 5   wat t  m o d u l a r   d c / d c   c o n v e r t e r s d r 1 p 5   s e r i e s www.ast rodyne.com astrodyne usa: 1-800-823-8082 astrodyne p acific: 886-2-26983458 input sp ecifications  input voltage ranges:   5 vdc nominal  4.5-5.5 vdc     12 vdc nominal  10.8-13.2 vdc     24 vdc nominal  21.6-26.4 vdc input filter    pi type output sp ecifications  voltage and current   see selection chart  load regulation  20% to fl       d05  +/-1.5%    all others  +/- 0.5%   cross regulation    asymmetrical load 25/100%  +/-5%        line regulation  +/- 0.3%  temperature coefficient   +/-0.02%/degc  ripple/noise(single/dual)  50mv pk-pk, typ  voltage accuracy   +/- 4%, max  short circuit protection  short term   gener al sp ecifications  input-out isolation  500vdc  in/out capacitance  30 pf  efficiency    52%, typ  switching frequency  20khz  isolation resistance  10000 m ohms  envir onmental sp ecifications  oper. temperature   -25 to +71 degc(fl)  relative humidity  5 to 95%, rh  storage temperature   -55 to +105 degc  *   maximum case temp   100 degc  *  thermal impedance  20degc/watt   thermal shock  mil-std-810d  vibration     10~55hz, 10g, 30 minutes      along x, y, and z   mtbf     5.53 mhrs      bellcore tr nwt 000332       case1: 50% stress,      temp at 40degc, ground fixed       and controlled environment  emc         conducted emissions  en55022 class a     radiated emissions  en55022 class a     esd  en61000-4-2 criteria b    radiated immunity  en61000-4-3 criteria a     fast transient   en61000-4-4 criteria b    surge  en61000-4-5 criteria b    conducted immunity  en61000-4-6 criteria a   p hysical sp ecifications  dimensions  1.25x0.80x0.40  case material  nickel-coated copper       with non-conductive base  potting material  epoxy (ul-94-v0)  construction  fully encapsulated  weight       dip   15.6g (0.55 oz)     smd  18g (0.62 oz)     *   these are stress ratings. exposure of the devices to any of these conditions  may adversely affect long term reliability. proper operation under conditions  other than the standard operating conditions is neither warranteed nor implied.   all specifications are typical at nominal input, full load, and 25degc unless  otherwise noted astrodyne products are not authorized or warranteed for use  as critical components in life support systems, equipment used  in hazardous environments, nuclear controls systems, or other  mission-critical applications.  output der ating cur ve  DR1P5-24S05 derating curve p t u o t u e w o p   % (   r ) 50 60 70 80 90 10 0 -40 0 -25 0 -10 nature convection   100 75 50 25 a mbien t  tempera ture (oc)

 i s o l a t e d   a n d   r e g u l a t e d   1 . 5   wat t  m o d u l a r   d c / d c   c o n v e r t e r s d r 1 p 5   s e r i e s www.ast rodyne.com astrodyne usa: 1-800-823-8082 astrodyne p acific: 886-2-26983458 mechanical  dimensions 0.0 1  x  0.02 (0.25  x  0.50)   rect angular pi n 24 0.80(20.3 ) 5 2 . 1 1 3 (   . ) 8 15 14 13 23 22 3 2 1 10 11 12 0.60(15.2 ) 0.15 (3.8) 0.40 (10.2 ) 0.08(2.0 ) 0 1 . 0   ) 5 . 2 (   0 9 . 0 2 2 (   . ) 9 pin #  single outputs   dual outputs  1  + input  + input  2  nc  - output  3  nc  common  10  - output  common  11   + output  + output  12  - input  - input  13  - input  - input  14  + output  + output  15  - output  common  22  nc  common  23  nc  - output  24  + input  + input  9 12 16 13 1.00(25.4) bott om vi ew 5 20 5 2 . 0   ) 5 3 . 6 (   5 1 . 0   ) 1 8 . 3 (   0 1 . 0   ) 4 5 . 2 (   6 2 . 1 2 3 (   . ) 0 0.43(10.9) 0.44( 11 .2 ) 0.80(20.3) 1 24 0.92(23.4) 0 ( 2 0 . 0 . ) 5 pin  area   0.04  x 0 .0 2 (1.0   x  0.5) pin #  single outputs   dual outputs  1  + input  + input  2  nc  - output  3  nc  common  10  - output  common  11   + output  + output  12  - input  - input  13  - input  - input  14  + output  + output  15  - output  common  22  nc  common  23  nc  - output  24  + input  + input  others  nc  nc  suffix - smd




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of DR1P5-24S05 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























