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		  Datasheet File OCR Text:


		  shielded power inductor | | | | | | | | | | | | | | |  aspi-0703s standard specifications: applications: features: 7 . 3   x   7 . 3   x   3 . 2m m pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 10.02.09 visit www.abracon.com for terms & conditions of sale p arameters abracon p/n:   aspi-0703s-xxx series operating temperature : storage temperature : options and part identification:  (left blank if standard) -40oc to +85oc under +25oc, humidity  shielded power inductor | | | | | | | | | | | | | | |  aspi-0703s 7 . 3   x   7 . 3   x   3 . 2m m pb rohs compliant abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 10.02.09 visit www.abracon.com for terms & conditions of sale outline drawing: tape & reel:  tape and reel 1,000pcs/reel dimensions: mm dimensions: inches (mm) reflow profile: part #   a b c 0.287  0.00 8 0.287  0.00 8 0.126  0.0 0 8   a s p i - 0703 s - x x x   ( 7.3  0.2 )   ( 7.3  0.2 )   ( 3.2  0 .2 )   pa r t#   d e f 0.059  r ef.   0.189  r ef.   0.087  r ef.  a s p i - 0703 s - xx x   ( 1.5  r e f . )   ( 4.8  r ef. )   ( 2.2  r ef. )   7.0 packing    t= tape and reel (1000pcs/reel) dimension :   mm a b c d 16.5  0. 2 100  0.0 5 13.2  0. 3 330  1.0 aspi-0703s-xxx series p a r t #   a 0   b 0   k 0   p p 0   p 2   a sp i - 0 7 03 s - xxx   7 . 6  0. 1 7 . 6  0. 1 3 . 8  0.1   12. 0  0 . 1 4 . 0  0.1   2. 0  0. 1 p a r t #   w f e d 0   d 1   a sp i - 0 7 03 s - xxx   1 6  0.3   7. 5  0 . 1 1 . 7 5  0 . 1 1 . 5   m i n . 1.5   m i n . note: a b r a c on manufa c tu r ed p r o du c ts a r e i n t ended  f or gene r al  c omme r cial and indust r ial us e .    f or appli c a tions  r equi r ing  high  r eliabili t y and/or p r ese n ting  e x t r eme o p e r a ting e n vi r onme n t ,   w r it t en  c onse n t & autho r iz a tion f r om  a b r a c on is  r equi r e d . d d e f recommended land pattern
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