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		  Datasheet File OCR Text:


		  aisc-0402-xxx |||||||||| | | | | | 3 0 3 3 2   e s p e r a n z a ,   r a n c h o s a n t a   m a r g a r i t a ,   c a l i f o r n i a 9 2 6 8 8 t e l   9 4 9 - 5 4 6 - 8 0 0 0 |   f a x   9 4 9 - 5 4 6 - 8 0 0 1 | w w w . a b r a c o n . c o m revised: 04.14.11 visit www.abracon.com for terms & conditions of sale  features: applications: ? ceramic construction assures the utmost thermal stablity & high srf ? exceptionally high q compared to non-wirewound inductors,     especially at high frequencies  ? inductance options from 1.0nh to150nh available electrical specifications: ? widely applied in vco, saw circuit for gsm, & cdma     communication ? used in hard disk, notebook computers & other electronic equi pment p arameters abracon p/n: aisc-0402-xxx series operating temperature:-40c to + 125c  storage temperatur e: -10c to + 40c, 70% rh max.  rohs compliant |||||||||| | | | | | smd ceramic wire-wound chip inductors 1.19 x 0.51 x 0.66 mm abracon is  iso9001:2008 ce r tified  part       l.  tes t       q    q  test  s r f   r dc   i dc   nu m ber   l  (nh )  freq   toleranc e min  freq   min  ma x   ma x   aisc-04 0 2-    (mh z )       (mh z )   (mh z )   ( m a )   1 n 0   1.0  250   j , k   13   250   1270 0   0.045   1360   1 n 2   1.2  250   j , k   13   250   1200 0   0.060   1300   1 n 8   1.8  250   j , k   16   250   1150 0   0.070   1040   1 n 9   1.9  250   j , k   16   250   1130 0   0.070   1040   2 n 0   2.0  250   j , k   16   250   1110 0   0.070   1040   2 n 2   2.2  250   j , k   18   250   1080 0   0.070   960   2 n 4   2.4  250   j , k   18   250   1050 0   0.068   960   2 n 7   2.7  250   j , k   18   250   1040 0   0.120   640   3 n 3   3.3  250   g ,   j ,   k   20   250   7000   0.066   840   3 n 6   3.6  250   g ,   j ,   k   20   250   6800   0.066   840   3 n 9   3.9  250   g ,   j ,   k   20   250   6000   0.066   840   4 n 3   4.3  250   g ,   j ,   k   20   250   6000   0.091   700   4 n 7   4.7  250   g ,   j ,   k   20   250   4775   0.130   700   5 n 1   5.1  250   g ,   j ,   k   23   250   5800   0.083   800   5 n 6   5.6  250   g ,   j ,   k   23   250   5800   0.083   760   6 n 2   6.2  250   g ,   j ,   k   23   250   5800   0.083   760   6 n 8   6.8  250   g ,   j ,   k   20   250   5800   0.083   680   7 n 5   7.5  250   g ,   j ,   k   25   250   5800   0.100   680   8 n 2   8.2  250   g ,   j ,   k   25   250   4400   0.100   680   8 n 7   8.7  250   g ,   j ,   k   25   250   4200   0.100   680   9 n 0   9.0  250   g ,   j ,   k   25   250   4160   0.100   680   9 n 5   9.5  250   g ,   j ,   k   21   250   4000   0.162   600   10n  10   250   g ,   j ,   k   21   250   3900   0.200   480   11n  11   250   g ,   j ,   k   26   250   3680   0.120   640   12n  12   250   g ,   j ,   k   26   250   3600   0.120   640   13n  13   250   g ,   j ,   k   26   250   3450   0.185   600   15n  15   250   g ,   j ,   k   26   250   3280   0.170   560   16n  16   250   g ,   j ,   k   26   250   3100   0.220   560   18n  18   250   g ,   j ,   k   26   250   3100   0.230   480   19n  19   250   g ,   j ,   k   26   250   3040   0.200   480   20n  20   250   g ,   j ,   k   26   250   3000   0.250   420   22n  22   250   g ,   j ,   k   26   250   2800   0.250   400   23n  23   250   g ,   j ,   k   26   250   2720   0.250   400   24n  24   250   g ,   j ,   k   26   250   2700   0.300   400   27n  27   250   g ,   j ,   k   26   250   2480   0.300   400   30n  30   250   g ,   j ,   k   25   250   2350   0.350   400   33n  33   250   g ,   j ,   k   25   250   2350   0.350   400   36n  36   250   g ,   j ,   k   26   250   2320   0.400   320   39n  39   250   g ,   j ,   k   25   250   2100   0.500   200   40   250   g ,   j ,   k   26   250   2240   0.550   43   250   g ,   j ,   k   25   250   2030   0.700   47   250   g ,   j ,   k   20   250   2100   0.750   51   250   g ,   j ,   k   25   250   1750   0.820   56   250   g ,   j ,   k   25   250   1760   0.970   62   250   g ,   j ,   k   25   250   1700   0.970   68   250   g ,   j ,   k   25   250   1620   0.970   82   250   g ,   j ,   k   25   250   1620   1.250   100   250   g ,   j ,   k   25   250   1620   2.000   120   250   g ,   j ,   k   25   250   1520   2.700   150   250   g ,   j ,   k   25   250   1200   2.900   200   150   150   100   100   100   100   100   100   90   80   40n  43n  47n  51n  56n  62n  68n  82n  r 1 0   r 1 2   r 1 5   l vs frequency  q vs frequency 

 aisc-0402-xxx ||||||||||| | | | | 3 0 3 3 2   e s p e r a n z a ,   r a n c h o s a n t a   m a r g a r i t a ,   c a l i f o r n i a 9 2 6 8 8 t e l   9 4 9 - 5 4 6 - 8 0 0 0 |   f a x   9 4 9 - 5 4 6 - 8 0 0 1 | w w w . a b r a c o n . c o m revised: 04.14.11 visit www.abracon.com for terms & conditions of sale  smd ceramic wire-wound chip inductors outline drawing: dimensions: inch (mm) options & part identification: 1.19 x 0.51 x 0.66 mm abracon is  iso9001:2008 ce r tified                    aisc-0402 -               -     -     inductance   code   tolerance   code   p a c k ag i ng   please  r ef er  to  the  tables   on  page  3   a n d   4   g :    g %   t : t ap e   and   reel   j:    5%  k:   10%  

 tape & reel (10,000pcs/reel):   aisc-0402-xxx ||||||||||| | | | | 3 0 3 3 2   e s p e r a n z a ,   r a n c h o s a n t a   m a r g a r i t a ,   c a l i f o r n i a 9 2 6 8 8 t e l   9 4 9 - 5 4 6 - 8 0 0 0 |   f a x   9 4 9 - 5 4 6 - 8 0 0 1 | w w w . a b r a c o n . c o m revised: 04.14.11 visit www.abracon.com for terms & conditions of sale  smd ceramic wire-wound chip inductors dimensions: mm reflow profile 1.19 x 0.51 x 0.66 mm abracon is  iso9001:2008 ce r tified  co d e s   a  b w   e   f   a is c - 0 4 0 2   0 .8 0  0 . 0 5   1 .4  0 .0 5   8 .0 0  0 . 1 0   1 .7 5  0 . 0 5   3 .5  0 .0 5   co d e s   p 0   p 1   p 2    d0   t   a is c - 0 4 0 2   4 .0 0  0 . 1 0   4 .0 0  0 . 0 5   2 .0 0  0 . 0 5   1 .5 5  0 . 0 5   0 .7 5  0 . 0 3   s e r ie s   a   c   z   a is c - 0 4 0 2   1 7 8  2 . 0   8 .4 + 1 .5   6 0  1 .0     a tte n t i o n : a b r a c o n   c orp o r atio n ? s   p rod u c t s   a r e   c o t s   ?   c o mme r cial - o f f - t h e -sh e l f   p r o d u c t s ;   s u ita b l e   for   c o mme r cial ,   indu s t r ial   a n d ,   w h e r e   d e s i g n ate d ,   a u t o m otive   app lica - t i o n s .     abr a c o n ? s   p r o d u c t s   a r e   not   s peci f ically   d e s ign e d   for   m ilita r y ,   a v iati on,   a e ros p ace ,   l i f e - d e p e n d a n t   m e d ical   a p p licati o n s   o r   a n y   a p p licati o n   r e q u i r i n g   h i g h   r elia b ility   w h e r e   c o m p o n e n t   f ail u r e   cou l d   r e s ult   i n   l o s s   o f   l i f e   and / o r   p r o p e r t y .   for   a p p licati ons   r e q u i r i n g   h i g h   r elia b ilit y   a n d / o r   p r e s e n t i n g   a n   e x t r eme   o p e r ati n g  e n v i ron m e n t ,   w r itten co n s e n t an d   autho r ization  f r o m   a b r aco n co r p o r ation   i s  r e q u i r e d.  p lea s e   c o n tact   a b r a c on  c orpo r ati o n  f o r   m o r e   i nfor mati o n .
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