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		  Datasheet File OCR Text:


		  59 lakeside avenue ? west orange, n.j. 07052-0539 ? 201 736-5722 ? fax: 201 736-8930 230 iec connectors iec connectors 18 18 specifications subject to change without notice.  (metric dimensions are shown in parentheses.) see pages 293-300 for mating power cords. note:  we have modified our fuse cover markings to conform to the new european voltage standards to go in effect in 1995. changing your specifications now will assure your compliance with these new standards. screw mount 42r34-1 snap-in 42r34-3 42r34 accepts european 5x20mm fuse only . 08 + .004
 . 16 ?03
 (4 +0.1 )
 (2 + 0.1 )
 . 13 + .01
 ( 3.3 +0.3 )
 . 28 ?002
 (7 ?.05 )
 120
 220
 240
 100
 . 16 ?03
 (4 ?.7 )
 . 65 + .02
 (16.5 +0.5 )
 . 12 + .02
 (3 + 0.5 )
 . 94 + .02
 (24 + 0.5 )
 45?
 1 . 93.
 (49)
 . 94
 (24)
 . 28 ?002
 (7 ?.05 )
 . 12 - .01
 (5 - 0.3 )
 face dimensions snap-in (2.5)
 . 79 +.008
 2.05 ?004
 (52 +0.1 )
 (20 +0.2 )
 r.10
 (3.6)
 1 . 79 +.008
 (45.5 +0.2 )
 thd. m3 or 
 hole 0.14
 panel cut-out ?  fuse holder snaps out. pull out fuse holder & insert fuse into voltage selector/ fuse holder. reinsert fuse holder with desired voltage at top. ? ? combination voltage selector, fuse holder and iec connector 2.36
 2.05 ?008
 (60)
 100
 (52 ?.2 )
 120
 220
 240
 face dimensions screw mount

 59 lakeside avenue ? west orange, n.j. 07052-0539 ? 201 736-5722 ? fax: 201 736-8930 231 iec connectors iec connectors 18 18 example & ordering code 42r34 - mechanical mounting configuration 3 11 1 200 - =1 screw mount 52
 =3 snap-in color other colors available on request. black    =1 gray     =2  terminal dimensions . 187
 (4.8)
 =2 solder =1 quick connect electrical circuit configuration =1 =2 =4    10a  250v 65c  2+ground 10a   250v 65c  2 pole 10a  250v 120c  2+ground panel thickness (snap-ins only) .06  (1.5mm) =150 .08  (2.0mm) .10  (2.5mm) =200 =250 additional panel thickness available on request. specifications subject to change without notice.   (metric dimensions are shown in parentheses.) see pages 293-300 for mating power cords. specifications material and finish: housing: material: polycarbonate rating: ul 94v-0 contacts: quick connect: material: brass plating: nickel solder: material: copper plating: tin electrical specifications: insulation resistance:  100 megaohm min. @ 500 vdc dielectric strength: 2000 vac for 1 minute integral combination iec power cord connector/fuse holder/voltage selector. meets all interna- tional safety requirements; may be used without modification at time of installation. designed to switch voltages 115, 125, 230, 250 by removing fuse cartridge & rotating to desired voltage, then snapping the cartridge back into connector housing. fuse holder is touch proof in accor- dance with international product safety requirements. series 42r34 accepts one international 5 x 20mm fuse. series 42r38, page 232-233 accepts one standard 3 ag american type fuse. rated 10 amp., 250 vac, 65c to 120c operating temperature. screw or snap-in mount configurations. . 16 +.004
 (4 +0.1 )
 . 59 + .02
 (15 +0.5 )
 .47 + .02
 . 12
 (3)
 . 75
 (19)
 (4.8)
 .187
 (12 +0.5 )
 1.14
 (29)
 . 05
 (1.5)
 . 05
 (1.5)
 snap-in cross section 9.3 3 x 1.6

 59 lakeside avenue ? west orange, n.j. 07052-0539 ? 201 736-5722 ? fax: 201 736-8930 266 18 18 iec connectors iec connectors 42r70-1 42r70-2 specifications subject to change without notice. dimensions in mm. see pages 293-300 for mating power cords. panel thickness x+0.2 y+0.2 1.0mm to 2.0mm 28.5 55.9 2.1mm to 3.2mm 28.5 56.2

 59 lakeside avenue ? west orange, n.j. 07052-0539 ? 201 736-5722 ? fax: 201 736-8930 267 iec connectors iec connectors 18 18 example & ordering code specifications electrical specifications: insulation resistance:  100 megaohm min. @ 500 vdc dielectric strength: 2000 vac for 1 minute material and finish: housing: material: p.b.t. rating: ul 94v-0 contacts: material: copper alloy plating: tin strips: material: brass plating: tin specifications subject to change without notice. see pages 293-300 for mating power cords. 1 - = 1 = 2 mechanical mounting configuration: 22 color: = 1 1 fuse american 3ag = 1 2 fuse american 3ag = 2 1 fuse european 5mm x 20mm = 3 2 fuse european 5mm x 20mm = 4 black universal snap-in (range 1.0mm to 3.2mm) voltage selector 1 voltage selector 2 voltage selector 3 voltage selector 4 voltage selector 5 1 2 electrical circuit configuration 6a   250v   65c   2+ground = 1 fuse selection: voltage selector: 110, 120, 220, 240vac = 1 115, 115, 230, 230vac = 2 110, 220, 240vac = 3 115, 230vac = 4 115, 230vac = 5 42r70 - flange without switch
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