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		  Datasheet File OCR Text:


		    55 engineers road   www.drir elays.net  mil spec e310  hauppauge, ny 11788  (631) 342-1700  page 1/5  e310 & es310  military specified    meets mil-prf-83536    general characteristics  number of poles:      3 form c (3pdt)  dimensions:       0.810? x 0.810? x 0.640?   (20.6mm x 20.6mm x 16.3mm)  weight:       0.062 lb. (28.2 grams)     switching characteristics  operate time @ 25 o c:      6 ms max.  release time @ 25 o c:      6 ms max.  bounce time:       1 ms max.  mechanical life:      400,000 cycles    environmental characteristics    temperature range:      -70 o c to +125 o c   vibration (sinusoidal):      30g 10-3,000 hz  -mounting code 03:     20g 57-3,000 hz  -mounting code 04:  .06? double amplitude 10-55 hz,  10g 55-500 hz, 20g 500-3,000 hz  shock (any axis):      200g, 6 ms  -mounting code 03:     100g, 6 ms  -mounting code 04:     50g, 11 ms  seal:        hermetic (1x10 -8  atm cm 3 /s)    electrical characteristics  contact voltage drop (at rated resistive load)   -initial:       150 mv max.   -after guaranteed life:    175 mv max.  dielectric strength  coil to case @ sea level    -initial @ 60 hz:    1,000 vrms      -after life test @ 60 hz:      750 vrms  all other points @ sea level    -initial @ 60 hz:    1,250 vrms      -after life test @ 60 hz:      1,000 vrms  insulation resistance   -initial:       100 m ?  min, @ 500 vdc   -after life tests:     50 m ?  min, @ 500 vdc  back emf (transient voltage):          42 vdc max. (es310 only)     

   55 engineers road   www.drir elays.net  mil spec e310  hauppauge, ny 11788  (631) 342-1700  page 2/5  contact rating (amps)   type of load     (high level)  cycles x 10 3  28 vdc  115 vac      400 hz   1 phase    115/200 vac  400 hz   3 phase   resistive 50 10 10 10  inductive 10 6 n/a n/a  inductive 20 n/a 8 8  motor 50 4 4 4  lamp 50 2 2 n/a    circuit diagram                      military part numbering       m83536 / 21 - 022  l                          specification  designator                                                     specification  sheet number                21: e310                         22: es310                                            dash number                see charts                                             failure rate  level                fr level (percent per 10,000 cycles)         l 3.0              m  1.0               qpl part numbering      e310   04    02    bg   l                        basic series                                                         coil code                                                          mounting  code                                                          terminal  code                                                           fr level                      

   55 engineers road   www.drir elays.net  mil spec e310  hauppauge, ny 11788  (631) 342-1700  page 3/5    dash numbers ? specification sheet number 21: e310  dash  number  coil  code  mount  terminals  coil  voltage max  pickup  voltage  at 25 o c  max pickup  voltage at  125 o c  max hold  voltage  at 125 o c  min  dropout  voltage  at -70 o c  coil  resistance  ( ? , +/- 10%  at 25 o c)  009 02 01 ct 12 6.6  9  4.5  0.5  72  010  02  01  at  12  6.6  9  4.5  0.5  72  011 02 01  bg  12  6.6  9  4.5  0.5  72  012  02  02  ct  12  6.6  9  4.5  0.5  72  013 02 02 at 12 6.6  9  4.5  0.5  72  014  02  02  bg  12  6.6  9  4.5  0.5  72  015 02 03 ct 12 6.6  9  4.5  0.5  72  016  02  03  at  12  6.6  9  4.5  0.5  72  017 04 01  ct  28  13.5  18  7  1.5  400  018  04  01  at  28  13.5  18  7  1.5  400  019 04 01  bg  28  13.5  18  7  1.5  400  020  04  02  ct  28  13.5  18  7  1.5  400  021 04 02  at  28  13.5  18  7  1.5  400  022  04  02  bg  28  13.5  18  7  1.5  400  023 04 03  ct  28  13.5  18  7  1.5  400  024  04  03  at  28  13.5  18  7  1.5  400    dash numbers ? specification sheet number 22: es310  dash  number  coil  code  mount  terminals  coil  voltage max  pickup  voltage  at 25 o c  max pickup  voltage at  125 o c  max hold  voltage  at 125 o c  min  dropout  voltage  at -70 o c  coil  resistance  ( ? , +/- 10%  at 25 o c)  009 02 01  ct  12  6.6  9  4.5  0.5  72  010  02  01  at  12  6.6  9  4.5  0.5  72  011 02 01  bg  12  6.6  9  4.5  0.5  72  012  02  02  ct  12  6.6  9  4.5  0.5  72  013 02 02  at  12  6.6  9  4.5  0.5  72  014  02  02  bg  12  6.6  9  4.5  0.5  72  015 02 03  ct  12  6.6  9  4.5  0.5  72  016  02  03  at  12  6.6  9  4.5  0.5  72  017 04 01  ct  28 13.5  18  7  1.5  400  018  04  01  at  28  13.5  18  7  1.5  400  019 04 01  bg  28 13.5  18  7  1.5  400  020  04  02  ct  28  13.5  18  7  1.5  400  021 04 02  at  28 13.5  18  7  1.5  400  022  04  02  bg  28  13.5  18  7  1.5  400  023 04 03  ct  28 13.5  18  7  1.5  400  024  04  03  at  28  13.5  18  7  1.5  400  025 04 04  bg  28 13.5  18  7  1.5  400   

   55 engineers road   www.drir elays.net  mil spec e310  hauppauge, ny 11788  (631) 342-1700  page 4/5  mounting styles                                                                                                                                       mount 01:  no mount  mount 02: raised  vertical flange mount  mount 03:  horizontal flange mount  mount 04:   track mount a 

   55 engineers road   www.drir elays.net  mil spec e310  hauppauge, ny 11788  (631) 342-1700  page 5/5  terminal styles                                                       terminal ct:  tin plated solder pin  terminal bg:   gold plated plug in  terminal at:   tin plated solder hook 
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